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CIVIL ENGINEER

CYPRESS CIVIL DEVELOPMENT
2030 EAST SPEEDWAY BLVD, SUITE 110
TUCSON, ARIZONA 85719
(520) 499-2456

BENEDICTINE MONASTERY HISTORIC RENOVATION 

LANDSCAPE ARCHITECT

LOGAN SIMPSON
51 WEST THIRD STREET, SUITE 450
TEMPE, ARIZONA 85281
(480) 967-1343

STRUCTURAL ENGINEER

TLCP STRUCTURAL INC.
3040 NORTH 44TH STREET, SUITE 1
PHOENIX, ARIZONA 85018
(602) 553-8155

MECHANICAL ENGINEER

KC MECHANICAL ENGINEERING
5447 EAST FIFTH STREET, #112
TUCSON, ARIZONA 85711
(520) 327-7611

ELECTRICAL ENGINEER

ENGINEERED DESIGN GROUP
954 NORTH ALVERNON WAY
TUCSON, ARIZONA 85711
(520) 881-8896

OWNER / DEVELOPER

TUCSON MONASTERY LLC
6340 NORTH CAMPBELL AVE #170
TUCSON, ARIZONA 85718
(520) 850-9300

ARCHITECT

POSTER FROST MIRTO, INC.
317 NORTH COURT AVENUE
TUCSON, ARIZONA 85701
(520) 882-6310

GENERAL CONTRACTOR

SUNDT CONSTRUCTION, INC.
2015 WEST RIVER ROAD
TUCSON, ARIZONA 85704
(520) 750-4600

PROJECT ADDRESS
800 NORTH COUNTRY CLUB ROAD
TUCSON, ARIZONA 85716

CONSTRUCTION DOCUMENT SET FOR 
PERMIT 12.23.20

LOCATION MAP
1" = 300'

ALLOWANCES
1. CAST STONE REPAIR $10,000
REMOVE MOLD, REHAB AND REPAIR EXISTING CAST STONE AT 
SOUTHWEST BALCONY AND COPING DETAILING - REPLACE/REPOINT 
MORTAR TO MATCH - COORDINATE WITH ARCHITECT IF RE-CASTING 
OF  ANY DAMAGED OR MISSING PIECES IS REQUIRED

2. TILE ROOF REPAIRS $2,000
THIS ALLOWANCE IS TO COVER ANY WORK RELATED TO ADDING, 
REWORKING, OR REMOVING  PLUMBING VENTS AND DUCTS 
THROUGH TILE ROOF 

3. BUILT-UP ROOF REPAIRS $2,000
THIS ALLOWANCE IS TO COVER ANY WORK RELATED TO ADDING, 
REWORKING, OR REMOVING  PLUMBING VENTS AND DUCTS 
THROUGH BUILT-UP ROOF AT LOCATIONS OTHER THAN THE LEVEL 
THREE ROOF DECK WHICH IS COVERED ELSEWHERE.

4. WALL AND CEILING PATCH $15,000
THIS ALLOWANCE IS TO COVER ANY AND ALL PATCHING 

5. OFFICE MILLWORK $400 EACH

6. EXTERIOR WOOD TRIM REPAIR $5,000
REPLACE MISSING, ROTTED, OR OTHERWISE DAMAGED
WOOD TRIM WHICH IS EITHER DESCRIBED SPECIFICALLY IN THIS SET 
OR IDENTIFIED DURING THE COURSE OF THE WORK.

REVISIONS

NO. DATE ISSUE

THIS WORK IS ASSOCIATED WITH DP 19-0165 AND NEW 
APARTMENTS T20CM00312, T20CM00313, T20CM00314
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B-A102.1 MONASTERY - BASEMENT FLOOR PLAN

B-A102.2 MONASTERY - LEVEL 1 FLOOR PLAN

B-A102.3 MONASTERY - LEVEL 2 FLOOR PLAN

B-A102.4 MONASTERY - LEVEL 3 FLOOR PLAN

B-A103 MONASTERY - ROOF PLAN

B-A104.1 MONASTERY - BASEMENT RCP

B-A104.2 MONASTERY - LEVEL 1 RCP

B-A104.3 MONASTERY - LEVEL 2 RCP

B-A104.4 MONASTERY - LEVEL 3 RCP

B-A201 MONASTERY - ELEVATIONS

B-A202 MONASTERY - ELEVATIONS
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CODE REVIEW
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THE BENEDICTINE

B-G002

12.4.20

© DATE: 12.4.20

SCALE: 1" = 60'-0"
1

SITE PLAN -  CODE DIAGRAM

FIRE PARTITIONS (708)
708.3 FIRE-RESISTANCE RATING. FIRE PARTITIONS SHALL HAVE A FIRE RESISTANCE RATING OF 
NOT LESS THAN 1 HOUR.

708.4 CONTINUITY. FIRE PARTITIONS SHALL EXTEND FROM THE TOP OF THE FOUNDATION OR 
FLOOR/CEILING ASSEMBLY BELOW TO THE UNDERSIDE OF THE FLOOR OR ROOF SHEATHING, 
SLAB OR DECK ABOVE OR TO THE FIRE-RESISTANCE-RATED FLOOR/CEILING OR ROOF/CEILING 
ASSEMBLY ABOVE, AND SHALL BE SECURELY ATTACHED THERETO.

HORIZONTAL ASSEMBLIES (711)
711.2.4.1 SEPARATING MIXED OCCUPANCIES. WHERE THE HORIZONTAL ASSEMBLY SEPARATES 
MIXED OCCUPANCIES, THE ASSEMBLY SHALL HAVE A FIRE-RESISTANCE RATING OF NOT LESS
THAN THAT REQUIRED BY SECTION 508.4 BASED ON THE OCCUPANCIES BEING SEPARATED..
(NO HORIZONTAL RATED ASSEMBLIES EXIST IN THE BUILDING)

SHAFT ENCLOSURES (713)
713.4 FIRE-RESISTANCE RATING. SHAFT ENCLOSURES SHALL HAVE A FIRE-RESISTANCE RATING 

OF NOT LESS THAN 2 HOURS WHERE CONNECTING FOUR STORIES OR MORE, AND NOT LESS 
THAN 1 HOUR WHERE CONNECTING LESS THAN FOUR STORIES.

713.5 CONTINUITY. SHAFT ENCLOSURES SHALL BE CONSTRUCTED AS FIRE BARRIERS IN 
ACCORDANCE WITH SECTION 707 OR HORIZONTAL ASSEMBLIES CONSTRUCTED IN 
ACCORDANCE WITH SECTION 711.

713.6 EXTERIOR WALLS. WHERE EXTERIOR WALLS SERVE AS A PART OF A REQUIRED SHAFT 
ENCLOSURE, SUCH WALLS SHALL COMPLY WITH THE REQUIREMENTS OF SECTION 705 FOR 
EXTERIOR WALLS AND THE FIRE RESISTANCE-RATED ENCLOSURE REQUIREMENTS SHALL NOT 
APPLY.
EXCEPTION: EXTERIOR WALLS REQUIRED TO BE FIRE-RESISTANCE RATED IN ACCORDANCE 
WITH SECTION 1021.2 FOR EXTERIOR EGRESS BALCONIES, SECTION 1023.7 FOR INTERIOR EXIT 

STAIRWAYS AND RAMPS AND SECTION 1027.6 FOR EXTERIOR EXIT STAIRWAYS AND RAMPS.

713.12 ENCLOSURE AT TOP. A SHAFT ENCLOSURE THAT DOES NOT EXTEND TO THE UNDERSIDE 
OF THE ROOF SHEATHING, DECK OR SLAB OF THE BUILDING SHALL BE ENCLOSED AT THE TOP 
WITH CONSTRUCTION OF THE SAME FIRE-RESISTANCE RATING AS THE TOPMOST FLOOR 
PENETRATED BY THE SHAFT, BUT NOT LESS THAN THE FIRE-RESISTANCE RATING REQUIRED 
FOR THE SHAFT ENCLOSURE.

713.13.1 WASTE AND LINEN. OPENINGS INTO THE SHAFT, FROM ACCESS ROOMS AND DISCHARGE 
ROOMS, SHALL BE PROTECTED IN ACCORDANCE WITH THIS SECTION AND SECTION 716. DOORS 
INTO CHUTES SHALL BE SELF-CLOSING. DISCHARGE DOORS SHALL BE SELF- OR AUTOMATIC-
CLOSING UPON THE ACTUATION OF A SMOKE DETECTOR IN ACCORDANCE WITH SECTION 
(NOTE THAT HISTORIC LAUNDRY AND TRASH CHUTES EXIST WITHING THE BUILDING - THESE 
ARE TO BE BLOCKED WITH FIRE RESISTANT CONSTRUCTION AT EACH FLOOR AND SEALED 
SHUT)

OPENING PROTECTIVES (716)

(NO NEW WORK)

CONCEALED SPACES (718)
FIREBLOCKING SHALL BE INSTALLED IN COMBUSTABLE CONCEALED LOCATIONS TO CUT OFF 
CONCEALED DRAFT OPENINGS (BOTH VERTICAL AND HORIZONTAL) AND SHALL FORM AN 
EFFECTIVE BARRIER BETWEEN FLOORS, BETWEEN A TOP STORY AND A ROOF OR ATTIC SPACE 
PER 718.2

DRAFTSTOPPING IS NOT REQUIRED IN BUILDINGS EQUIPPED THROUGHOUT WITH AN AUTOMATIC 
SPRINKLER SYSTEM IN ACCORDANCE WITH SECTION 903.3.1.1 PER EXCEPTION 2 IN 718.4.2

903.3.1.1 NFPA 13 SPRINKLER SYSTEM TO BE PROVIDED THROUGHOUT

906.1 PORTABLE FIRE EXTINGUISHERS PROVIDED, REFER TO PLANS

907 FIRE ALARM AND DETECTION SYSTEMS PROVIDED, REFER TO PLANS

2018 IBC* INTERNATIONAL BUILDING CODE
2018 IECC* INTERNATIONAL ENERGY CONSERVATION CODE
2018 IPC* INTERNATIONAL PLUMBING CODE
2018 IMC* INTERNATIONAL MECHANICAL CODE
2017 NEC* NATIONAL ELECTRICAL CODE
2018 IFC* INTERNATIONAL FIRE CODE
2009 ICC/ANSI A117.1 ACCESSIBILITY CODE

CITY OF TUCSON UNIFIED DEVELOPMENT CODE*
CITY OF TUCSON / PIMA COUNTY OUTDOOR LIGHTING CODE*

1998 FAIR HOUSING ACT DESIGN MANUAL
2010 ADA STANDARDS FOR ACCESSIBLE DESIGN

*WITH ALL CURRENT ADOPTED LOCAL AMENDMENTS

107.3.4.1 DESIGN PROFESSIONAL IN RESPONSIBLE CHARGE:
THE REGISTERED DESIGN PROFESSIONAL IN RESPONSIBLE CHARGE SHALL BE RESPONSIBLE 
FOR REVIEWING AND COORDINATING SUBMITTAL DOCUMENTS PREPARED BY OTHERS, 
INCLUDING PHASED AND DEFERRED SUBMITTAL ITEMS, FOR COMPATIBILITY WITH THE DESIGN 
OF THE BUILDING.

107.3.4.1 DEFERRED SUBMITTALS:
DOCUMENTS FOR DEFERRED SUBMITTAL ITEMS SHALL BE SUBMITTED TO THE REGISTERED 
DESIGN PROFESSIONAL IN RESPONSIBLE CHARGE, WHO SHALL REVIEW THEM AND FORWARD 
THEM TO THE BUILDING OFFICIAL WITH A NOTATION INDICATING THAT THE DEFERRED 
SUBMITTAL DOCUMENTS HAVE BEEN REVIEWED AND FOUND TO BE IN GENERAL CONFORMANCE 
WITH THE DESIGN OF THE BUILDING. THE DEFERRED SUBMITTAL ITEMS SHALL NOT BE 
INSTALLED UNTIL THE DEFERRED SUBMITTAL DOCUMENTS HAVE BEEN APPROVED BY THE 
BUILDING OFFICIAL.

DESIGN PROFESSIONALS:
POSTER MIRTO MCDONALD, INC., ARCHITECT
TLCP STRUCTURAL INC., STRUCTURAL ENGINEER

FIRE PROTECTION SYSTEM: TO BE SELECTED
FIRE ALARM: TO BE SELECTED **
STRUCTURAL DEFERRED SUBMITTALS: TO BE SELECTED

**PREPARER OF FIRE ALARM SYSTEM DEFERRED SUBMITTAL MUST INCLUDE ALL ELECTRICAL 
AND COMMUNICATIONS WIRING REQUIRED TO DELIVER A FULLY FUNCTIONAL SYSTEM OTHER 
THAN THAT WHICH IS SHOWN ON THESE PLANS.

HISTORIC MONASTERY BUILDING
BASEMENT A-3 COMMUNITY HALL

B BUSINESS

LEVEL 1 A-3 COMMUNITY HALL OR A-2 RESTAURANT
B BUSINESS

LEVEL 2 B BUSINESS

LEVEL 3 A-3 COMMUNITY HALL OR A-2 BAR
B BUSINESS

ALLOWABLE AREA FACTOR (At) PER TABLE 506.2

CONSTRUCTION TYPE IIIB, TWO OR MORE STORIES ABOVE GRADE PLANE

OCCUPANCY CLASSIFICATION ALLOWABLE AREA FACTOR (At)
CONSTRUCTION TYPE IIIB
B, SPRINKLERED, MULTI 57,000
A-2, SPRINKLERED, MULTI 28,500
A-3, SPRINKLERED, MULTI 28,500

HISTORIC MONASTERY BUILDING

BASEMENT (NON-SEPARATED OCC PER 508.3.2)
TABULAR ALLOWABLE AREA FACTOR (At) 28,500
FRONTAGE AREA FACTOR INCREASE (If) 0.29
FINAL MAXIMUM ALLOWABLE AREA 36,765

ACTUAL AREA 11,911

LEVEL 1 (NON-SEPARATED OCC PER 508.3.2)
IIIB/A-2 TABULAR ALLOWABLE AREA FACTOR (SM) 28,500
FRONTAGE AREA FACTOR INCREASE (If) 0.29
FINAL MAXIMUM ALLOWABLE AREA 36,765
ACTUAL AREA 26,649

LEVEL 2 (NON-SEPARATED OCC PER 508.3.2)
TABULAR ALLOWABLE AREA FACTOR (At) 28,500
FRONTAGE AREA FACTOR INCREASE (If) 0.29
FINAL MAXIMUM ALLOWABLE AREA 36,765
ACTUAL AREA 20,451

LEVEL 3 (NON-SEPARATED OCC PER 508.3.2)
TABULAR ALLOWABLE AREA FACTOR (At) 28,500
FRONTAGE AREA FACTOR INCREASE (If) 0.29
FINAL MAXIMUM ALLOWABLE AREA 36,765

ACTUAL AREA 5,435

FRONTAGE INCREASE If = (F/P - 0.25)W/30
[(776/776) - 0.25]29.125/30 = 0.29

NONSEPARATED OCCUPANCIES AREA CALCULATIONS

ALLOWABLE AREA (Aa) = [At + (NS x If)] x Sa
ALL LEVELS, NONSEP USES, A-3 MOST RESTRICTIVE
[28,500 + (28,500 x 0.29)] x 1 = 36,765 FOR SINGLE STORY

ACTUAL MAXIMUM AREA AT ANY STORY 26,649 SF
ACTUAL TOTAL AREA 64,446 SF 

USE AND OCCUPANCY CLASSIFICATION (IBC CH 3)

CONSTRUCTION TYPE IIIB 

FIRE-RESISTANCE RATING PER TABLE 601:

PRIMARY STRUCTURAL FRAME 0 HR
BEARING WALLS:
EXTERIOR 2 HR
INTERIOR 0 HR    
NONBEARING WALLS & PARTITIONS:
EXTERIOR PER TABLE 602
INTERIOR 0 HR
FLOOR CONSTRUCTION 0 HR
ROOF CONSTRUCTION 0 HR

FIRE-RESISTANCE RATING FOR EXTERIOR WALLS BASED ON FIRE SEPARATION DISTANCE 
PER TABLE 602:

X < 5 1 HR
5 </= X < 10 1 HR
10 </= X < 30 0 HR
X >/= 30 0 HR

SEE DIAGRAM FOR DISTANCE TO IMAGINARY LINES AT ADJACENT BUILDINGS

ADMINISTRATION (IBC CH 1)

SUMMARY OF GOVERNING REGULATIONS

TYPES OF CONSTRUCTION (IBC CH 6)

MAXIMUM FLOOR AREA ALLOWANCES PER OCCUPANT PER TABLE 1004.1.2:
REFER TO PLAN REVIEW DIAGRAMS FOR OCCUPANT LOAD

REQUIRED CAPACITY BASED ON OCCUPANT LOAD (IN INCHES) PER 1005.3
(WORST-CASE UPSTAIRS LOAD USED)
STAIRWAYS 0.3 PER OCCUPANT

REQUIRED (x 322) 96.6 TOTAL FOR FLOOR
PROVIDED 60" AT MAIN STAIR, 49" AT SPIRAL STAIR

OTHER EGRESS COMPONENTS 0.2 PER OCCUPANT
REQUIRED (x 322 MAX) 64.4
PROVIDED (MIN) 68"

MINIMUM NUMBER OF EXITS OR ACCESS TO EXITS PER STORY FOR OCCUPANT LOAD PER TABLE 
1006.3.1:

1-500 2 (PER STORY)
PROVIDED (MIN) 2

1007.1.1 TWO EXITS OR EXIT ACCESS DOORWAYS SHALL BE PLACED A DISTANCE APART EQUAL 
TO NOT LESS THAN ONE-THIRD THE LENGTH OF THE MAXIMUM OVERALL DIAGONAL DIMENSION 
OF THE AREA SERVED.

OVERALL DIAGONAL AT ROOF DECK 157'-0"
REQUIRED 52'-4"
PROVIDED 107'-0"

OVERALL DIAGONAL AT MPR 61'-0"
REQUIRED 20'-4"
PROVIDED 20'-4"

MEANS OF EGRESS (IBC CH 10)

AT LEAST 60 PERCENT OF ALL PUBLIC ENTRANCES SHALL BE ACCESSIBLE PER 1105.1
PROVIDED REFERENCE DIAGRAM

ACCESSIBLE PARKING SPACES ARE TO BE PROVIDED PER TABLE 1106.1:
351 PARKING SPACES PROVIDED 8 REQUIRED MINIMUM
PROVIDED 8 REFER TO DEVELOPMENT PACKAGE

ACCESSIBILITY (IBC CH 11)

INTERIOR WALL AND CEILING FINISH REQUIREMENTS BY OCCUPANCY PER TABLE 803.11:

GROUP A-3
INTERIOR EXIT STAIRS AND EXIT PASSAGEWAYS CLASS B (FS 26-75; S-D 0-450)
CORRIDORS AND EXIT ENCLOSURES CLASS B (FS 26-75; S-D 0-450)
ROOMS AND ENCLOSED SPACES CLASS C (FS 76-200; S-D 0-450)
GROUP B
INTERIOR EXIT STAIRS AND EXIT PASSAGEWAYS CLASS B (FS 26-75; S-D 0-450)
CORRIDORS AND EXIT ENCLOSURES CLASS C (FS 76-200; S-D 0-450)
ROOMS AND ENCLOSED SPACES CLASS C (FS 76-200; S-D 0-450)
GROUPS AND S
INTERIOR EXIT STAIRS AND EXIT PASSAGEWAYS CLASS C (FS 76-200; S-D 0-450)
CORRIDORS AND EXIT ENCLOSURES CLASS C (FS 76-200; S-D 0-450)
ROOMS AND ENCLOSED SPACES CLASS C (FS 76-200; S-D 0-450)

INTERIOR FLOOR FINISH (SECTION 804) CLASS II MIN CRITICAL RADIANT FLUX

INTERIOR FINISHES (IBC CH 8)

FIRE PROTECTION SYSTEMS (IBC CH 9)

ALLOWABLE HEIGHT PER TABLE 504.3

OCCUPANCY CLASSIFICATION ALLOWABLE BUILDING HEIGHT

CONSTRUCTION TYPE IIIB
B, SPRINKLERED 75'
A, SPRINKLERED 75'

ACTUAL HEIGHTS SEE DIAGRAM - ALL HEIGHTS UNDER 75'

ALLOWABLE NUMBER OF STORIES PER TABLE 504.4

OCCUPANCY CLASSIFICATION ALLOWABLE NUMBER OF STORIES

CONSTRUCTION TYPE IIIB
B, SPRINKLERED 4
A-2 OR A-3, SPRINKLERED 3

ACTUAL STORIES THREE ABOVE GRADE, ONE BASEMENT LEVEL

GENERAL BUILDING HEIGHTS AND AREAS (IBC CH 5)

705.5 FIRE-RESISTANCE RATINGS. EXTERIOR WALLS SHALL BE FIRE-RESISTANCE RATED IN 
ACCORDANCE WITH TABLES 601 AND 602 AND THIS SECTION. THE REQUIRED FIRE-RESISTANCE 
RATING OF EXTERIOR WALLS WITH A FIRE SEPARATION DISTANCE OF GREATER THAN 10 FEET 
SHALL BE RATED FOR EXPOSURE TO FIRE FROM THE INSIDE. THE REQUIRED FIRE-RESISTANCE 
RATING OF EXTERIOR WALLS WITH A FIRE SEPARATION DISTANCE OF LESS THAN OR EQUAL TO 
10 FEET SHALL BE RATED FOR EXPOSURE TO FIRE FROM BOTH SIDES.

MAXIMUM AREA OF EXTERIOR WALL OPENINGS BASED ON FIRE SEPARATION DISTANCE AND 
DEGREE OF OPENING PROTECTION PER TABLE 705.8
UNPROTECTED, SPRINKLERED:

0' TO LESS THAN 3' NOT PERMITTED
3' TO LESS THAN 5' 15%
5' TO LESS THAN 10' 25%
10' TO LESS THAN 15' 45%
15' TO LESS THAN 20' 75%
20' TO LESS THAN 25' NO LIMIT
25' TO LESS THAN 30' NO LIMIT
30' OR GREATER NO LIMIT

GENERAL BUILDING HEIGHTS AND AREAS (IBC CH 5)

FIRE AND SMOKE PROTECTION FEATURES (IBC CH 7)

NONE APPLICABLE

SPECIAL DETAILED REQUIREMENTS BASED ON OCCUPANCY & USE (IBC CH 4)

IECC COMPLIANCE: IEBC EXCEPTION - COMPLIANCE WITH IECC NOT REQUIRED.

INTERNATIONAL ENERGY CONSERVATION CODE 

1011.2 WIDTH AND CAPACITY. THE REQUIRED CAPACITY OF STAIRWAYS SHALL BE DETERMINED 
AS SPECIFIED IN SECTION 1005.1, BUT THE MINIMUM WIDTH SHALL BE NOT LESS THAN 44 INCHES.

PROVIDED 44"

EXIT ACCESS TRAVEL DISTANCE FOR BUILDING WITH AUTOMATIC FIRE SPRINKLER SYSTEM PER 
TABLE 1017.2:

MAXIMUM 250' (A OCCUPANCY)
MAX PROVIDED 247'

CORRIDORS NOT REQUIRED TO BE FIRE-RESISTANCE RATED FOR BUILDING WITH AUTOMATIC 
FIRE SPRINKLER SYSTEM PER TABLE 1020.1:

A & B OCCUPANCY 0 HOURS

MINIMUM CORRIDOR WIDTH BASED ON OCCUPANCY PER TABLE 1020.2:
MINIMUM 44"
MIN PROVIDED 60"

INTERIOR EXIT STAIRWAYS AND RAMPS (1023)
1023.2 CONSTRUCTION. ENCLOSURES FOR INTERIOR EXIT STAIRWAYS AND RAMPS SHALL BE 
CONSTRUCTED AS FIRE BARRIERS IN ACCORDANCE WITH SECTION 707 OR HORIZONTAL 
ASSEMBLIES CONSTRUCTED IN ACCORDANCE WITH SECTION 711, OR BOTH. INTERIOR EXIT 
STAIRWAY AND RAMP ENCLOSURES SHALL HAVE A FIRE-RESISTANCE RATING OF NOT LESS 
THAN 2 HOURS WHERE CONNECTING FOUR STORIES OR MORE AND NOT LESS THAN 1 HOUR 
WHERE CONNECTING LESS THAN FOUR STORIES. THE NUMBER OF STORIES CONNECTED BY 
THE INTERIOR EXIT STAIRWAYS OR RAMPS SHALL INCLUDE ANY BASEMENTS, BUT NOT ANY 
MEZZANINES. INTERIOR EXIT STAIRWAYS AND RAMPS SHALL HAVE A FIRE RESISTANCE RATING 
NOT LESS THAN THE FLOOR ASSEMBLY PENETRATED, BUT NEED NOT EXCEED 2 HOURS.
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SCALE: 1" = 40'-0"
1

CODE DIAGRAM - MONASTERY - BASEMENT

SCALE: 1" = 40'-0"
2

CODE DIAGRAM - MONASTERY - LEVEL 1

SCALE: 1" = 40'-0"
3

CODE DIAGRAM - MONASTERY - LEVEL 2

SCALE: 1" = 40'-0"
4

CODE DIAGRAM - MONASTERY - LEVEL 3
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+ ABBREVIATIONS
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B-G005
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© DATE: 12.4.20

1. ALL WORK AND MATERIALS SHALL BE IN FULL ACCORDANCE WITH THE 
REQUIREMENTS OF THE CODES AND ALL APPLICABLE LOCAL ORDINANCES. WHERE 
CONTRACT DOCUMENTS EXCEED SUCH REQUIREMENTS, WITHOUT VIOLATING SUCH 
CODES, REGULATIONS AND ORDINANCES, CONTRACT DOCUMENTS TAKE 
PRECEDENCE. WHERE CODES CONFLICT, THE MORE STRINGENT SHALL APPLY.

2. DURING THE CONSTRUCTION PERIOD, IT SHALL BE THE SOLE RESPONSIBILITY OF 
THE CONTRACTOR TO MAINTAIN CONDITIONS AT THE PROJECT SITE AND TO MEET 
THE REQUIREMENTS OF THE FEDERAL OCCUPATIONAL SAFETY AND HEALTH 
ADMINISTRATION (OSHA). THIS PROVISION SHALL COVER THE CONTRACTOR'S 
EMPLOYEES AND ALL OTHER PERSONS WORKING UPON OR VISITING THE SITE. THE 
CONTRACTOR SHALL BECOME FULLY INFORMED OF ALL APPLICABLE STANDARDS 
AND REGULATIONS AND INFORM ALL PERSONS AND REPRESENTATIVES 
RESPONSIBLE FOR WORK UNDER THIS CONTRACT.

3. CONFIRM ALL NEW AND EXISTING CONDITIONS WITH THE CONTRACT DOCUMENTS. 
NOTIFY ARCHITECT IMMEDIATELY IN WRITING OF ALL DISCREPANCIES OR 
CONFLICTS. DO NOT PROCEED WITH WORK IN THE AREA OF DISCREPANCY OR 
CONFLICT UNTIL DIRECTION IS GIVEN BY ARCHITECT. IF THE CONTRACTOR 
PROCEEDS WITHOUT DIRECTION FROM ARCHITECT, IT SHALL BE AT CONTRACTORS 
RISK, AND CONTRACTOR SHALL BE RESPONSIBLE FOR ALL REQUIRED CORRECTIVE 
ACTION.

4. REVIEW THE ARCHITECTURAL DRAWINGS BEFORE THE INSTALLATION OF SYSTEMS 
SHOWN ON CONSULTING ENGINEERS DOCUMENTS. DISCREPANCIES BETWEEN THE 
ARCHITECTURAL AND CONSULTING ENGINEER'S DOCUMENTS SHALL BE BROUGHT 
TO ARCHITECT'S ATTENTION FOR DIRECTION. 

5. DO NOT SCALE THE CONSTRUCTION DOCUMENTS. WRITTEN DIMENSIONS TAKE 
PRECEDENCE OVER SCALED GRAPHICS. NOTIFY ARCHITECT IMMEDIATELY IN 
WRITING OF ALL ADDITIONAL REQUIRED DIMENSIONS. DO NOT PROCEED WITH 
WORK IN THE AREA OF DISCREPANCY OR CONFLICT UNTIL DIRECTION IS GIVEN BY 
ARCHITECT. IF THE CONTRACTOR PROCEEDS WITHOUT DIRECTION FROM 
ARCHITECT, IT SHALL BE AT CONTRACTORS RISK, AND CONTRACTOR SHALL BE 
RESPONSIBLE FOR ALL REQUIRED CORRECTIVE ACTION.

6. CORRECT ALL WORK INSTALLED IN CONFLICT WITH THE CONSTRUCTION 
DOCUMENTS BY CONTRACTOR AS DIRECTED BY ARCHITECT AND AT NO ADDITIONAL 
EXPENSE TO THE OWNER.

7. VISIT JOB SITE PRIOR TO BEGINNING WORK AND VERIFY ALL DIMENSIONS.

8. COORDINATE THE SECURING OF ALL PERMITS, GOVERNMENTAL FEES AND 
LICENSES REQUIRED FOR PROPER COMPLETION OF THE WORK. REQUEST ALL 
INSPECTIONS REQUIRED BY LOCAL GOVERNMENTAL AGENCIES AND COORDINATE 
THE WORK ACCORDINGLY.  SEE SPECS AND/OR CONTRACTS FOR OWNER'S 
RESPONSIBILITY.

9. WHERE WORK OR EQUIPMENT IS INDICATED "N.I.C." (NOT IN CONTRACT) ON THE 
DRAWINGS, SUCH WORK AND/OR EQUIPMENT SHALL BE PROVIDED BY OTHERS. 
CONTRACTOR SHALL COORDINATE AND COOPERATE TO EFFECT SUCH 
INSTALLATION.

10. ALL PLAN DIMENSIONS SHOWN AT CENTER OF WALL REPRESENT CENTER LINE OF 
STUD OR STRUCTURAL ELEMENT UNLESS NOTED OTHERWISE.

11. ALL PLAN DIMENSIONS FOR MASONRY AND CONCRETE REPRESENT FACE OF 
MATERIAL AND OPENING UNLESS NOTED OTHERWISE.

12. ALL PLAN DIMENSIONS FOR STUD WALLS REPRESENT FACE OF STUD UNLESS 
NOTED OTHERWISE.

13. DIMENSIONS ARE NOT ADJUSTABLE WITHOUT THE REVIEW OF ARCHITECT UNLESS 
NOTED (+/-) OR "VERIFY". DIMENSIONS NOTED "HOLD" SHALL BE CONSIDERED AS 
ABSOLUTE AND USED FOR LAY-OUT CONTROL UNLESS OTHERWISE DIRECTED BY 
ARCHITECT.

14. ALL HEIGHTS ARE DIMENSIONED FROM TOP OF SLAB UNLESS NOTED "AFF" (ABOVE 
FINISH FLOOR).

15. "TYPICAL" MEANS COMPARABLE CHARACTERISTICS FOR THE ELEVATION OR DETAIL 
NOTED. WHEN A DETAIL OR NOTE IS IDENTIFIED AS "TYPICAL", CONTRACTOR SHALL 
APPLY THIS DETAIL OR NOTE TO EVERY LIKE CONDITION, WHETHER OR NOT THE 
REFERENCE IS REPEATED IN EVERY INSTANCE. VERIFY DIMENSIONS AND 
ORIENTATION ON PLANS.

16. "SIMILAR" MEANS COMPARABLE CHARACTERISTICS FOR THE ELEVATION OR DETAIL 
NOTED - VERIFY DIMENSIONS AND ORIENTATION ON PLANS.

17. ABBREVIATIONS THROUGHOUT THE DOCUMENTS COMPLY WITH DOCUMENT 
ABBREVIATION LIST OR ARE THOSE IN COMMON USE. ARCHITECT WILL DEFINE THE 
INTENT OF ANY IN QUESTION.

18. REFER TO THE PROJECT MANUAL AND/OR CONTRACT BETWEEN OWNER AND 
CONTRACTOR FOR GENERAL CONDITIONS, SUPPLEMENTARY AND SPECIAL 
CONDITIONS, AND OTHER REQUIREMENTS.

19. PROVIDE BARRICADES AND PROTECTIVE DEVICES SEPARATING CONSTRUCTION 
AREAS. PROVIDE TEMPORARY PASSAGES AS REQUIRED. PRIOR TO DELIVERY OF 
MATERIALS TO CONSTRUCTION ZONE AND REMOVAL OF WASTE FROM SITE, CHECK 
WITH OWNER FOR ACCEPTABLE ACCESS ROUTE AND TIME. UNDER NO 
CIRCUMSTANCES USE AREA OUTSIDE THE CONSTRUCTION ZONE WITHOUT PRIOR 
CLEARANCE FROM THE OWNER. COMPLY WITH REQUIREMENTS AS SPECIFIED IN 
PROJECT MANUAL.

20. PROVIDE FOR THE PROPER SEQUENCE OF CONSTRUCTION, LOCATION AND SIZE OF 
OPENINGS. COORDINATE ALL CONSTRUCTION AS INDICATED BY THE CONTRACT 
DOCUMENTS, INCLUDING SHOP DRAWINGS REVIEWED BY ARCHITECT.

21. VERIFY POINTS OF CONNECTION, INCLUDING SIZES AND LOCATIONS, AND ALL 
OTHER REQUIRED OPERATING CRITERIA WITH EQUIPMENT MANUFACTURER.

22. COORDINATE THE LOCATION AND TYPE OF ALL ACCESS PANELS REQUIRED FOR 
ACCESSING MECHANICAL, PLUMBING, ELECTRICAL AND OTHER BUILDING SYSTEMS 
WITH ARCHITECT.

23. CONTRACTOR SHALL STIPULATE THAT ALL PROPOSED SUBSTITUTIONS ARE EQUAL 
IN PERFORMANCE AND COMPLY WITH APPLICABLE CODES AND REGULATIONS. 
CONTRACTOR'S SUBSTITUTION OF ALTERNATE MATERIALS OR SYSTEMS SHALL BE 
AT NO ADDITIONAL COST TO OWNER.

24. CONTRACTOR SHALL ENSURE ALL CONSTRUCTION SHALL REMAIN ACCESSIBLE AND 
EXPOSED FOR INSPECTION PURPOSES UNTIL APPROVED BY THE INSPECTOR OF 
RECORD. FOR CONTINUOUS INSPECTION, TESTING, AND OBSERVATION 
REQUIREMENTS, REFER TO THE TESTING AND OBSERVATION PROGRAM.

GENERAL NOTES

AB ANCHOR BOLT 
ABV ABOVE 
ACT ACOUSTICAL CEILING TILE
ADJ ADJUSTABLE 
AFF ABOVE FINISHED FLOOR 
AHU AIR HANDLING UNIT 
ALT ALTERNATE 
ALUM ALUMINUM 
APPROX APPROXIMATE 
ARCH ARCHITECT(URAL) 
BD BOARD 
BEL BELOW 
BLDG BUILDING 
BLK BLOCK 
BLKG BLOCKING 
BM BEAM
BR BEDROOM 
BOT BOTTOM 
BRG BEARING 
BTWN BETWEEN 
BUR BUILT UP ROOF 
CAB CABINET 
CFL COUNTER FLASHING 
CJ CONTROL JOINT 
CLG CEILING 
CLR CLEAR 
COL COLUMN 
CMU CONCRETE MASONRY UNIT 
CONC CONCRETE 
CONST CONSTRUCTION 
CONT CONTINUOUS 
CONTR CONTRACTOR 
CP CONTROL PANEL
COORD COORDINATION
CORR CORRIDOR 
CPT CARPET 
CT CERAMIC TILE
DG DECOMPOSED GRANITE
DTL(S) DETAIL(S)
DP DEVELOPMENT PACKAGE
DF DRINKING FOUNTAIN 
DIAM DIAMETER 
DIM DIMENSION 
DN DOWN 
DWG DRAWING 
EA EACH 
EJ EXPANSION JOINT 
ELEV ELEVATION 
ELEC ELECTRIC(AL) 
EMER EMERGENCY 
ENCL ENCLOSURE 
EQ EQUAL 
EQUIP EQUIPMENT 
EXIST EXISTING
EXH EXHAUST 
EXP EXPANSION 
EXT EXTERIOR 
FBO FURNISHED BY OTHER 
FD FLOOR DRAIN 
FEC FIRE EXTINGUISHER CAB 
FFE FINISHED FLOOR ELEVATION 
FIN FINISH(ED) 
FIX FIXTURE 
FLR FLOOR 
FNDN FOUNDATION 
FOC FACE OF CONCRETE 
FOM FACE OF MASONRY 
FOS FACE OF STUDS 
FTG FOOTING 
FURR FURRED, FURRING 
FUT FUTURE 
GA GAUGE 
GALV GALVANIZED 
GB GRAB BAR 
GC GENERAL CONTRACTOR 
GL GLASS, GLAZING 
GRD GRADE, GRADING 
GWB GYPSUM WALLBOARD 
GYP GYPSUM 
HB HOSE BIBB 
HC HOLLOW CORE
HW HARDWARE 
HM HOLLOW METAL 

COMMON ABBREVIATIONS

HORZ HORIZONTAL 
HT HEIGHT 
ID INSIDE DIAMETER 
INCL INCLUDE(D), INCLUDING 
INT INTERIOR 
JAN JANITOR'S CLOSET 
KIT KITCHEN 
LAV LAVATORY 
L LENGTH 
LF LINEAR FOOT 
LT LIGHT 
LVP LUXURY VINYL PLANK
MAS MASONRY
MFR MANUFACTURER
MFD MANUFACTURED
MAX MAXIMUM 
MECH MECHANICAL 
MTL METAL 
MIN MINIMUM 
MT MOUNT 
N NORTH 
NIC NOT IN CONTRACT 
NOM NOMINAL 
NTS NOT TO SCALE 
OC ON CENTER 
OD OUTSIDE DIAMETER 
OH OVERHEAD 
OPNG OPENING
OPP OPPOSITE 
PROP PROPERTY 
PLAM PLASTIC LAMINATE
PLBG PLUMBING
PLF POUNDS PER LIN FOOT 
PL PLATE 
PR PAIR 
PSF POUNDS PER SQ FOOT 
PSI POUNDS PER SQUARE INCH 
PT POINT 
PVC POLYVINYL CHLORIDE 
PVMT PAVEMENT 
RA RETURN AIR 
RAD RADIUS 
RB RUBBER BASE 
RD ROOF DRAIN 
REF REFERENCE 
REQD REQUIRED
RM ROOM 
RO ROUGH OPENING 
ROW RIGHT OF WAY 
RWL RAINWATER LEADER 
SC SOLID CORE 
SECT SECTION 
SF SQUARE FOOT 
SHT SHEET 
SIM SIMILAR 
SPEC SPECIFICATION 
SQ SQUARE 
S/S STAINLESS STEEL 
STAND STANDARD 
STL STEEL 
STOR STORAGE
STRL STRUCTURAL 
T&G TONGUE AND GROOVE 
TB TOWEL BAR 
TEL TELEPHONE 
TEMP TEMPORARY 
THK THICK(NESS) 
TOC TOP OF CONCRETE 
TOM TOP OF MASONRY 
TOS TOP OF STEEL 
TPL TOP OF PLATE 
TV TELEVISION 
TYP TYPICAL 
UG UNDERGROUND 
VB VAPOR BARRIER 
VCT VINYL COMPOSITION TILE
VERT VERTICAL 
W/ WITH
W/O WITHOUT 
WC WATER CLOSET 
WD WOOD 
WWF WELDED WIRE FABRIC
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PLAN
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SCALE: 1/16" = 1'-0"
1

SITE PLAN  -  ARCHITECTURAL
REVISIONS
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DEMO GENERAL NOTES 

1.VERIFY ALL CONDITIONS IN THE FIELD

2. NOT USED

3.ALL ABANDONED UTILITY LINES TO BE TERMINATED AND 
PROTECTED AS REQUIRED TO CONNECT WITH NEW WORK.

4.CONTRACTOR TO COORDINATE PATCHING BETWEEN DEMOLITION 
ACTIVITY AND NEW CONSTRUCTION. U.N.O. PATCH TO MATCH NEW 
AND/OR EXISTING CONSTRUCTION AND  PREP FOR FINAL FINISH.

5.CONTRACTOR TO PROVIDE PROTECTION FOR EXISTING 
STRUCTURE TO REMAIN.

6.REFERENCE STRUCTURAL, MECHANICAL, PLUMBING, AND 
ELECTRICAL DRAWINGS FOR ADDITIONAL DEMOLITION WORK.

7. DEMOLISH CONCRETE FLOOR SLAB AND EXCAVATE AS NEEDED 
FOR INSTALLATION OF WASTE LINES - REFERENCE PLUMBING. 
BACKFILL AND REPLACE CONCRETE SLAB AFTER INSTALL OF PIPING.

TYPICAL BUILDING DEMOLITION, U.N.O., SHALL INCLUDE:

•REMOVE EXISTING EXTERIOR WALL ASSEMBLIES INCLUDING 
MASONRY, GLAZING +FRAMES, DOORS + FRAMES TO THE EXTENT 
SHOWN ON DEMO PLANS. PATCH ALL PENETRATIONS AT CONCRETE 
SLAB AND COLUMNS. 
•REMOVE EXISTING INTERIOR PARTITIONS, FINISHES,  INSULATION, 
DOORS + FRAMES, AND CEILINGS TO THE EXTENT SHOWN ON DEMO 
PLANS. REMOVAL OF INTERIOR PARTITIONS INCLUDES ITEMS 
MOUNTED TO AND IN PARTITION SUCH AS CONDUIT/ ELECTRICAL 
DEVICES, WALL BASE, TRIM, SIGNAGE, ETC. REMOVAL OF INTERIOR 
CEILINGS INCLUDES ITEMS MOUNTED TO, IN, AND ABOVE CEILINGS 
SUCH AS CONDUIT/ ELECTRICAL DEVICES, TRIM, SIGNAGE, BATT 
INSULATION, ETC. REFER TO SALVAGE NOTES FOR ADDITIONAL 
INFO.
•REMOVE EXISTING INTERIOR LIGHT FIXTURES, PLUMBING FIXTURES, 
ELECTRICAL, PANELS, MECHANICAL EQUIPMENT, FIRE SUPPRESSION 
SYSTEMS, PIPING AND CONDUIT, TO THE EXTENT SHOWN ON DEMO 
PLANS, UNLESS NOTED OTHERWISE ON MECHANICAL AND 
ELECTRICAL DRAWINGS.
•FOR CLARITY, PENETRATIONS AND SAWCUT LOCATIONS IN 
CONCRETE FLOOR STRUCTURE FOR NEW WORK WHERE SHOWN 
ARE SHOWN FOR COORDINATION ONLY. CONTRACTOR TO 
COORDINATE DEMOLITION WORK WITH CIVIL, STRUCTURAL, 
MECHANICAL, PLUMBING AND ARCHITECTURAL DRAWINGS.
* REMOVE ALL EXISTING WINDOW COVERINGS AND ASSCIATED 
BRACKETS - PATCH ANY HOLES OR OTHER DAMAGE.
•REPAIR ALL DEMOLITION PERFORMED IN EXCESS OF THAT 
REQUIRED, AT NO ADDITIONAL COST TO THE OWNER.

SELECTIVE DEMOLITION:

•PATCH ALL ABANDONED PENETRATIONS THROUGH EXISTING SLAB, 
INCLUDING BUT NOT LIMITED TO FLOOR DRAINS, TRENCH DRAINS, 
STUB OUTS, EXTERIOR ENVELOPE, ETC.
•FOR AREAS TO RECEIVE FLOOR FINISHES, PROVIDE LEVEL AND 
SMOOTH SUBSTRATE MATERIAL APPROPRIATE FOR FINISH 
SCHEDULED AT REQUIRED ELEVATION.
•FOR ANY DEMO, PATCH, AND REPAIR ACTIVITIES AT LOCATIONS 
SCHEDULED TO HAVE EXISTING CONCRETE SLAB EXPOSED 
(POLISHED,SEALED), CONTRACTOR TO PROTECT AREA FROM 
DAMAGE FROM CONSTRUCTION ACTIVITIES NOT RELATED TO WORK 
SPECIFIC TO SLAB  DEMO, PATCH AND REPAIR. CONSULT WITH 
ARCHITECT PRIOR TO DEMO ACTIVITIES.

REFERENCE MPE/S DRAWINGS FOR ADDITIONAL DEMOLITION 
INFORMATION

HAZARDOUS MATERIAL ABATEMENT NOTES: 
ABATEMENT OF LEAD AND ASBESTOS CONTAINING MATERIALS 
SHALL BE BY OWNER. 

COORDINATE WITH OWNER FOR SCHEDULING AND ACCESS 
REQUIREMENTS.
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PROJECT NO: 1421
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MONASTERY -

BASEMENT DEMO

PLAN

800 N COUNTRY CLUB RD, TUCSON, AZ 85716

THE BENEDICTINE

B-A000.1

12.4.20

© DATE: 12.4.20

SCALE: 1/8" = 1'-0"
1

FLOOR PLAN - MONASTERY - BASEMENT - DEMO

KEYNOTES

2.26 CARPET FLOORING TO BE DEMOLISHED -
TYPICAL OF ALL AREAS

2.29 STEEL SECURITY BARS ON INTERIOR OR
EXTERIOR OF WINDOWS TO BE DEMOLISHED -
TYP OF ALL

2.30 TRANSLUCENT GLASS TO BE REMOVED -
REPLACE WITH CLEAR GLASS PER THE NEW
WORK - TYP OF ALL BASEMENT WINDOWS

2.66 REMOVE EXISTING WINDOWS AND FRAMES AND
ANY MASONRY OR FRAMING BETWEEN ENTIRELY
WITHIN DIMENSIONED AREA

2.71 REMOVE WALL MOUNTED HANDRAIL AND
ASSOCIATED BRACKETS AND FASTENERS -
PATCH ALL HOLES

2.78 REMOVE EXISTING DOOR AND FRAME AND
DISCARD

2.79 DEMOLISH EXISTING NON-STRUCTURAL FRAME
AND PLASTER PARTITION ENTIRELY INCLUDING
ANY ELECTRICAL, PLUMBING AND OTHER
SYSTEMS WITHIN WALL

2.80 REMOVE FLOOR SLAB WHICH IS NOT AT
BASEMENT LEVEL - REMOVE FILL AS NEEDED TO
PREP FOR INSTALLATION OF SLAB AT HEIGHTS
INDICATED IN NEW WORK PLANS.

2.81 DEMOLISH INTERIOR CONCRETE STAIR ENTIRELY

2.82 DEMOLISH CONCRETE BENCH ELEMENT
ENTIRELY

2.84 DEMOLISH FLOORING FROM EXISTING RAMPED
FLOOR SURFACE

2.85 CAREFULLY REMOVE STUCCO FROM FACE OF
BRICK - FINISHED BRICK SURFACE WILL BE
EXPOSED, AND SHOULD BE FREE OF CHISEL,
GRIDER AND OTHER TOOL MARKS AS WELL AS
STUCCO RESIDUE.

2.87 SAWCUT AND REMOVE DIMENSIONED PORTION
OF BRICK MASONRY WALL - REFERENCE
STRUCTURAL FOR SHORING INFORMATION.

2.88 DEMOLISH DIMENSIONED PORTION OF BRICK
MASONRY WALL - REFERENCE STRUCTURAL FOR
SHORING INFORMATION. AT THIS LOCATION
ONLY, SALVAGE BRICK AS NEEDED TO INFILL
ADJACENT OPENINGS AS INDICATED ON NEW
WORK PLAN. SALVAGE BRICK WHICH MOST
CLOSELY MATCHES EXISTING TO REMAIN.

2.89 REMOVE WOOD PANELING AND ANY FURRING
FROM WALL AND DISCARD - REMOVE ALL
ELECTRICAL AND OTHER UTILITY MATERIAL
RUNNING WITHIN FURRED SPACE. REMOVE ALL
ADHESIVE COMPLETELY AND PATCH ALL HOLES.

2.90 REMOVE EXISTING TOILET AND DISCARD

2.91 REMOVE EXISTING LAVATORY AND DISCARD

2.92 REMOVE EXISTING METAL TOILET PARTITIONS
ENTIRELY AND DISCARD

2.94 REMOVE EXISTING SHOWER ENTIRELY
INCLUDING TILE, MUDBED, CONTROLS, HEAD,
AND DRAIN FIXTURES AND PIPING - SEE
PLUMBING FOR MORE INFORMATION.

2.96 REMOVE PIPESTEEL GUARD RAIL ELEMENT
COMPLETELY AND PATCH CONCRETE

2.97 REMOVE KITCHEN CABINETS, COUNTERS, AND
ALL APPLIANCES

2.100 DEMOLISH EXISTING BUILT-IN MILLWORK -
SALVAGE DOORS AND HARDWARE ONLY FOR
POSSIBLE REINSTALLATION

2.108 REMOVE ALL EXISTING HANDRAILS FROM
EXISTING STAIRS - PATCH ALL HOLES AND
OTHER DAMAGE - TYPICAL OF ALL STAIRS

2.128 REMOVE NON-STRUCTURAL BRICK PARTITION
ENTIRELY - CONFIRM THAT SLAB OR OTHER
CONSTRUCTION ABOVE DOES NOT BEAR ON THIS
ELEMENT BEFORE DEMOLITION.

2.137 EXISTING EXTERIOR CAST IN PLACE CONCRETE
STAIR TO REMAIN

2.143 REMOVE EXISTING OVERFRAMED ALUMINUM
RAMP AND ALL ASSOCIATED RAILING ENTIRELY

2.144 REMOVE EXISTING GARAGE DOOR, TRACKS,
DRIVE UNIT, AND ALL ASSOCIATED ELECTRICAL
WIRING ENTIRELY

2.145 REMOVE EXISTING ALTAR LIFT ENTIRELY - PATCH
OPENING IN CONCRETE FLOOR SLAB PER
STRUCTURAL

2.146 REMOVE EXISTING ALTAR LIFT POWER UNIT
ENTIRELY - REMOVE ALL ASSOCIATED
ELECTRICAL AND HYDRAULIC WORK
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NO. DATE ISSUE



DN

M1

M2

M3

M4

MA MB MC MD ME

M5

M6

14.05

2.104

2.33

2.35

2.382.38

B
-A

0
2
2

1

B-A021

2

B
-A

0
2
2

2

B-A024

B-A021

1

B-A023B-A203

4

D100

D109

D110

D111

EL1

D113

D114

D115
E102

D116

D117

D115A

119

D119B

D119A D117A

E130C

D120

D121

D122D123D124

D125 E143

E130A

D127

D129

D130

D131

D134

E126

D135

E122

E122A

D138

D139

D140

D141

D102

D102A

D103

D104

D106

D105A

D105

2.147

2.101

2.101

2.101

2.105

2.105

2.106

2.107

2.108

2.108

2.108

2.982.98

2.79

2.79

2.99

2.90

2.100 2.79

2.104

2.147

2.147

2.147
2.100

2.912.91
2.91

2.147

2.147

2.104

2.106

2.1042.104

2.105

2.104

2.79

2.101

2.90

2.92

1
' 
- 

1
0

"
6

' 
- 

0
"

6
' 
- 

0
"

6' - 0"7' - 6 1/2"

2.147

2.872.872.87

2.104

2.92

2.90

2.782.78

2.1002.100

2.422.42

2.141

2.139

2.139

TYP

2.902.922.93

2.104

2.94

2.79

2.952.95

2.33

CONTRACTOR TO 
COORD OPNGS IN 
FLOOR AS NEEDED 
TO ACCESS CRAWL 
SPACES

2.29

TYP

2.87

5
' 
- 

0
"

6
' 
- 

1
0

 1
/2

"

2.87

2.79

2.108

2.166 5.29

2.1682.168

2.1672.167

2.169

2.87

7' - 11 1/2" 6' - 6" 8' - 8"

2.64

2.64

2.79

2.100

2.100

2.90

2.101

2.93

2.97

2.62

2.62

ALIGN

D112

2.38
TYP. 

2.38
TYP.

22.20
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DEMO GENERAL NOTES 

1.VERIFY ALL CONDITIONS IN THE FIELD

2. NOT USED

3.ALL ABANDONED UTILITY LINES TO BE TERMINATED AND 
PROTECTED AS REQUIRED TO CONNECT WITH NEW WORK.

4.CONTRACTOR TO COORDINATE PATCHING BETWEEN DEMOLITION 
ACTIVITY AND NEW CONSTRUCTION. U.N.O. PATCH TO MATCH NEW 
AND/OR EXISTING CONSTRUCTION AND  PREP FOR FINAL FINISH.

5.CONTRACTOR TO PROVIDE PROTECTION FOR EXISTING 
STRUCTURE TO REMAIN.

6.REFERENCE STRUCTURAL, MECHANICAL, PLUMBING, AND 
ELECTRICAL DRAWINGS FOR ADDITIONAL DEMOLITION WORK.

7. DEMOLISH CONCRETE FLOOR SLAB AND EXCAVATE AS NEEDED 
FOR INSTALLATION OF WASTE LINES - REFERENCE PLUMBING. 
BACKFILL AND REPLACE CONCRETE SLAB AFTER INSTALL OF PIPING.

TYPICAL BUILDING DEMOLITION, U.N.O., SHALL INCLUDE:

•REMOVE EXISTING EXTERIOR WALL ASSEMBLIES INCLUDING 
MASONRY, GLAZING +FRAMES, DOORS + FRAMES TO THE EXTENT 
SHOWN ON DEMO PLANS. PATCH ALL PENETRATIONS AT CONCRETE 
SLAB AND COLUMNS. 
•REMOVE EXISTING INTERIOR PARTITIONS, FINISHES,  INSULATION, 
DOORS + FRAMES, AND CEILINGS TO THE EXTENT SHOWN ON DEMO 
PLANS. REMOVAL OF INTERIOR PARTITIONS INCLUDES ITEMS 
MOUNTED TO AND IN PARTITION SUCH AS CONDUIT/ ELECTRICAL 
DEVICES, WALL BASE, TRIM, SIGNAGE, ETC. REMOVAL OF INTERIOR 
CEILINGS INCLUDES ITEMS MOUNTED TO, IN, AND ABOVE CEILINGS 
SUCH AS CONDUIT/ ELECTRICAL DEVICES, TRIM, SIGNAGE, BATT 
INSULATION, ETC. REFER TO SALVAGE NOTES FOR ADDITIONAL 
INFO.
•REMOVE EXISTING INTERIOR LIGHT FIXTURES, PLUMBING FIXTURES, 
ELECTRICAL, PANELS, MECHANICAL EQUIPMENT, FIRE SUPPRESSION 
SYSTEMS, PIPING AND CONDUIT, TO THE EXTENT SHOWN ON DEMO 
PLANS, UNLESS NOTED OTHERWISE ON MECHANICAL AND 
ELECTRICAL DRAWINGS.
•FOR CLARITY, PENETRATIONS AND SAWCUT LOCATIONS IN 
CONCRETE FLOOR STRUCTURE FOR NEW WORK WHERE SHOWN 
ARE SHOWN FOR COORDINATION ONLY. CONTRACTOR TO 
COORDINATE DEMOLITION WORK WITH CIVIL, STRUCTURAL, 
MECHANICAL, PLUMBING AND ARCHITECTURAL DRAWINGS.
* REMOVE ALL EXISTING WINDOW COVERINGS AND ASSCIATED 
BRACKETS - PATCH ANY HOLES OR OTHER DAMAGE.
•REPAIR ALL DEMOLITION PERFORMED IN EXCESS OF THAT 
REQUIRED, AT NO ADDITIONAL COST TO THE OWNER.

SELECTIVE DEMOLITION:

•PATCH ALL ABANDONED PENETRATIONS THROUGH EXISTING SLAB, 
INCLUDING BUT NOT LIMITED TO FLOOR DRAINS, TRENCH DRAINS, 
STUB OUTS, EXTERIOR ENVELOPE, ETC.
•FOR AREAS TO RECEIVE FLOOR FINISHES, PROVIDE LEVEL AND 
SMOOTH SUBSTRATE MATERIAL APPROPRIATE FOR FINISH 
SCHEDULED AT REQUIRED ELEVATION.
•FOR ANY DEMO, PATCH, AND REPAIR ACTIVITIES AT LOCATIONS 
SCHEDULED TO HAVE EXISTING CONCRETE SLAB EXPOSED 
(POLISHED,SEALED), CONTRACTOR TO PROTECT AREA FROM 
DAMAGE FROM CONSTRUCTION ACTIVITIES NOT RELATED TO WORK 
SPECIFIC TO SLAB  DEMO, PATCH AND REPAIR. CONSULT WITH 
ARCHITECT PRIOR TO DEMO ACTIVITIES.

REFERENCE MPE/S DRAWINGS FOR ADDITIONAL DEMOLITION 
INFORMATION

HAZARDOUS MATERIAL ABATEMENT NOTES: 
ABATEMENT OF LEAD AND ASBESTOS CONTAINING MATERIALS 
SHALL BE BY OWNER. 

COORDINATE WITH OWNER FOR SCHEDULING AND ACCESS 
REQUIREMENTS.
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PROJECT NO: 1421

DRAWN BY: EJB

CHECKED BY: SGM

MONASTERY - LEVEL 1

DEMO PLAN

800 N COUNTRY CLUB RD, TUCSON, AZ 85716

THE BENEDICTINE

B-A000.2

12.4.20

© DATE: 12.4.20

SCALE: 1/8" = 1'-0"
1

FLOOR PLAN - MONASTERY - LEVEL 1 - DEMO

KEYNOTES

2.29 STEEL SECURITY BARS ON INTERIOR OR EXTERIOR
OF WINDOWS TO BE DEMOLISHED - TYP OF ALL

2.33 LINOLEUM FLOORING IN CORRIDORS TO REMAIN AND
BE PROTECTED

2.35 WOOD-FRAMED WALLS WITH PLASTER FINISH ON
LATH TO BE REMOVED FULL-HEIGHT INCLUDING ALL
ASSOCIATED UTILITY LINES/PIPING - EXTENTS
SHOWN DASHED - VERIFY WITH NEW WORK PLANS
AND PROTECT EXISTING PORTIONS TO REMAIN

2.38 REMOVE EXISTING RESILIENT FLOORING AND PREP
SLAB FOR INSTALLATION OF NEW FLOORING.

2.42 REMOVE EXISTING DOOR - FRAME TO BE
ABANDONED IN PLACE - SEE NEW WORK PLANS

2.62 REMOVE EXISTING WATER FOUNTAIN, PATCH UP
EXISTING WALL WHERE WALL IS SHOWN

2.64 REMOVE EXISTING NON-COMPLIANT PIPE GUARD
RAIL ENTIRELY.

2.78 REMOVE EXISTING DOOR AND FRAME AND DISCARD

2.79 DEMOLISH EXISTING NON-STRUCTURAL FRAME AND
PLASTER PARTITION ENTIRELY INCLUDING ANY
ELECTRICAL, PLUMBING AND OTHER SYSTEMS
WITHIN WALL

2.87 SAWCUT AND REMOVE DIMENSIONED PORTION OF
BRICK MASONRY WALL - REFERENCE STRUCTURAL
FOR SHORING INFORMATION.

2.90 REMOVE EXISTING TOILET AND DISCARD

2.91 REMOVE EXISTING LAVATORY AND DISCARD

2.92 REMOVE EXISTING METAL TOILET PARTITIONS
ENTIRELY AND DISCARD

2.93 REMOVE EXISTING BATH TUB ENTIRELY AND
DISCARD.

2.94 REMOVE EXISTING SHOWER ENTIRELY INCLUDING
TILE, MUDBED, CONTROLS, HEAD, AND DRAIN
FIXTURES AND PIPING - SEE PLUMBING FOR MORE
INFORMATION.

2.95 DEMOLISH EXISTING WOOD FRAMED MECHANICAL
BUILDING ENTIRELY INCLUDING CONCRETE SLAB
AND ALL ASSOCIATED FOOTINGS - SEE MECHANICAL
AND ELECTRICAL FOR INFORMATION ON DEMOLITION
OF EQUIPMENT WITHIN

2.97 REMOVE KITCHEN CABINETS, COUNTERS, AND ALL
APPLIANCES

2.98 PROTECT ORNATE COLUMNS AND ARCH DETAILING
AT ENTRY FROM HARM OR DAMAGE - CAREFULLY
SAWCUT ATTACHED WALLS AND CEILINGS TO BE
DEMOLISHED.

2.99 SALVAGE EXISTING WALL MOUNTED FOLDING DINING
TABLE AND BENCHES FOR REINSTALLATION

2.100 DEMOLISH EXISTING BUILT-IN MILLWORK - SALVAGE
DOORS AND HARDWARE ONLY FOR POSSIBLE
REINSTALLATION

2.101 REMOVE EXISTING LAVATORY AND DISCARD- PATCH
HOLES IN STUCCO ASSOCIATED WITH PIPING

2.104 REMOVE EXISTING CERAMIC TILE FLOORING -
REMOVE ONLY SECTIONS OF MUD BED NECESSARY
TO PREP FLOOR FOR NEW SHEET FLOORING - PATCH
ALL HOLES AT REMOVALS OF PIPING

2.105 REMOVE ANY REMAINING COMMERCIAL KITCHEN
EQUIPMENT AND DISCARD

2.106 REMOVE WALKIN COOLER / FREEZER ENTIRELY AND
DISCARD

2.107 REMOVE EXISTING KITCHEN VENTILATION HOOD AND
ALL ASSOCIATED PIPING, DUCTWORK, AND
ELECTRICAL LINES

2.108 REMOVE ALL EXISTING HANDRAILS FROM EXISTING
STAIRS - PATCH ALL HOLES AND OTHER DAMAGE -
TYPICAL OF ALL STAIRS

2.138 EXISTING ORNATE ENTRY DOOR TO REMAIN

2.139 EXISTING BATHROOM - FINISHES TO REMAIN - SEE
MEP DEMO FOR ADDITIONAL INFORMATION - ALL
PIPING DEMOLITION WORK SHALL OCCUR FROM
OTHER SIDE OF WALLS.

2.141 EXTERIOR DOOR TO REMAIN - SEE DOOR SCHEDULE
FOR ADDITIONAL WORK TO HARDWARE AND SCREEN
DOORS.

2.147 PROTECT EXISTING BUILT-IN MILLWORK IN PLACE

2.166 PATCH HOLES FROM REMOVAL OF CHILLED WATER
LINES

2.167 REMOVE EXISTING BOILER ENTIRELY INCLUDING ALL
PIPING AND ELECTRICAL CONNECTIONS - SEE
ELECTRICAL AND MECHANICAL DRAWINGS FOR
MORE

2.168 REMOVE EXISTING SLOPED CONCRETE SLAB AND
SUMP PIT ENTIRELY

2.169 RELOCATE EXISTING CHILLER PER MEP DRAWINGS

5.29 EXISTING STEEL GUARD RAIL TO REMAIN - PAINT

22.20 SUMP PIT WITH PUMP - SEE PLBG

TYPICAL OFFICE DEMOLITION: 

UNLESS NOTED OTHERWISE, PERFORM THE FOLLOWING WORK IN 
EACH SMALL AND MEDIUM SIZED ROOM / OFFICE
• REMOVE LAVATORY UNIT AND PATCH ANY HOLES IN WALL 

OR FLOOR RELATED TO PLUMING PIPING

• REMOVE ALL LAVATORY PIPING ENTIRELY AND PATCH ANY 
HOLES IN WALLS OR FLOORS ASSOCIATED WITHVTHE 
CONTINUATION OF THIS PIPING

• REMOVE MIRROR / MEDICINE CABINETS ENTIRELY AND 
PATCH WALL

• CAREFULLY REMOVE LINOLEUM BASE AND ALL 
ASSOCIATED METAL TRIM

• REMOVE EXISTING LIGHT FIXTURES - CONDUCTORS, 
CONDUIT AND J-BOX REMAIN

• REMOVE EXISTING WINDOW COVERINGS AND ALL 
ASSOCIATED BRACKETS AND FASTENERS AND PATCH 
WAL

• REMOVE ANY HOOKS, HANGING RODS, MIRRORS AND 
OTHER SUCH HARDWARE ENTIRELY AND PATCH SURFACE 
TO WHICH THEY WERE ATTACHED.

• WIRE MOLD IS TO REMAIN UNLESS DIRECTED OTHERWISE 
AS PART OF ALLOWANCE WORK

• REMOVE ANY CARPET AND ASSESS CONDITION OF 
FLOORING BENEATH - ALL LINOLEUM IS TO REMAIN

REVISIONS
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2.79

2.147

2.147

2.92

2.90

2.932.93

2.92

2.104

2.1482.148 2.148

2.108

2.912.91
2.100

LIMITED WORK IN THIS AREA -
FOR REFERENCE ONLY 

2.57

2.582.58

2.582.58

2.108

2.108

2.148

5' - 8 1/2"

2.139

2.36

6
' 
- 

6
"

TYP.

2.147

2.108

INFILL EXISTING LAUNDRY CHUTE 
OPENING WITH NEW CONCRETE

D212 D211

DEMO GENERAL NOTES 

1.VERIFY ALL CONDITIONS IN THE FIELD

2. NOT USED

3.ALL ABANDONED UTILITY LINES TO BE TERMINATED AND 
PROTECTED AS REQUIRED TO CONNECT WITH NEW WORK.

4.CONTRACTOR TO COORDINATE PATCHING BETWEEN DEMOLITION 
ACTIVITY AND NEW CONSTRUCTION. U.N.O. PATCH TO MATCH NEW 
AND/OR EXISTING CONSTRUCTION AND  PREP FOR FINAL FINISH.

5.CONTRACTOR TO PROVIDE PROTECTION FOR EXISTING 
STRUCTURE TO REMAIN.

6.REFERENCE STRUCTURAL, MECHANICAL, PLUMBING, AND 
ELECTRICAL DRAWINGS FOR ADDITIONAL DEMOLITION WORK.

7. DEMOLISH CONCRETE FLOOR SLAB AND EXCAVATE AS NEEDED 
FOR INSTALLATION OF WASTE LINES - REFERENCE PLUMBING. 
BACKFILL AND REPLACE CONCRETE SLAB AFTER INSTALL OF PIPING.

TYPICAL BUILDING DEMOLITION, U.N.O., SHALL INCLUDE:

•REMOVE EXISTING EXTERIOR WALL ASSEMBLIES INCLUDING 
MASONRY, GLAZING +FRAMES, DOORS + FRAMES TO THE EXTENT 
SHOWN ON DEMO PLANS. PATCH ALL PENETRATIONS AT CONCRETE 
SLAB AND COLUMNS. 
•REMOVE EXISTING INTERIOR PARTITIONS, FINISHES,  INSULATION, 
DOORS + FRAMES, AND CEILINGS TO THE EXTENT SHOWN ON DEMO 
PLANS. REMOVAL OF INTERIOR PARTITIONS INCLUDES ITEMS 
MOUNTED TO AND IN PARTITION SUCH AS CONDUIT/ ELECTRICAL 
DEVICES, WALL BASE, TRIM, SIGNAGE, ETC. REMOVAL OF INTERIOR 
CEILINGS INCLUDES ITEMS MOUNTED TO, IN, AND ABOVE CEILINGS 
SUCH AS CONDUIT/ ELECTRICAL DEVICES, TRIM, SIGNAGE, BATT 
INSULATION, ETC. REFER TO SALVAGE NOTES FOR ADDITIONAL 
INFO.
•REMOVE EXISTING INTERIOR LIGHT FIXTURES, PLUMBING FIXTURES, 
ELECTRICAL, PANELS, MECHANICAL EQUIPMENT, FIRE SUPPRESSION 
SYSTEMS, PIPING AND CONDUIT, TO THE EXTENT SHOWN ON DEMO 
PLANS, UNLESS NOTED OTHERWISE ON MECHANICAL AND 
ELECTRICAL DRAWINGS.
•FOR CLARITY, PENETRATIONS AND SAWCUT LOCATIONS IN 
CONCRETE FLOOR STRUCTURE FOR NEW WORK WHERE SHOWN 
ARE SHOWN FOR COORDINATION ONLY. CONTRACTOR TO 
COORDINATE DEMOLITION WORK WITH CIVIL, STRUCTURAL, 
MECHANICAL, PLUMBING AND ARCHITECTURAL DRAWINGS.
* REMOVE ALL EXISTING WINDOW COVERINGS AND ASSCIATED 
BRACKETS - PATCH ANY HOLES OR OTHER DAMAGE.
•REPAIR ALL DEMOLITION PERFORMED IN EXCESS OF THAT 
REQUIRED, AT NO ADDITIONAL COST TO THE OWNER.

SELECTIVE DEMOLITION:

•PATCH ALL ABANDONED PENETRATIONS THROUGH EXISTING SLAB, 
INCLUDING BUT NOT LIMITED TO FLOOR DRAINS, TRENCH DRAINS, 
STUB OUTS, EXTERIOR ENVELOPE, ETC.
•FOR AREAS TO RECEIVE FLOOR FINISHES, PROVIDE LEVEL AND 
SMOOTH SUBSTRATE MATERIAL APPROPRIATE FOR FINISH 
SCHEDULED AT REQUIRED ELEVATION.
•FOR ANY DEMO, PATCH, AND REPAIR ACTIVITIES AT LOCATIONS 
SCHEDULED TO HAVE EXISTING CONCRETE SLAB EXPOSED 
(POLISHED,SEALED), CONTRACTOR TO PROTECT AREA FROM 
DAMAGE FROM CONSTRUCTION ACTIVITIES NOT RELATED TO WORK 
SPECIFIC TO SLAB  DEMO, PATCH AND REPAIR. CONSULT WITH 
ARCHITECT PRIOR TO DEMO ACTIVITIES.

REFERENCE MPE/S DRAWINGS FOR ADDITIONAL DEMOLITION 
INFORMATION

HAZARDOUS MATERIAL ABATEMENT NOTES: 
ABATEMENT OF LEAD AND ASBESTOS CONTAINING MATERIALS 
SHALL BE BY OWNER. 

COORDINATE WITH OWNER FOR SCHEDULING AND ACCESS 
REQUIREMENTS.
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PROJECT NO: 1421

DRAWN BY: EJB

CHECKED BY: SGM

MONASTERY - LEVEL 2

DEMO PLAN

800 N COUNTRY CLUB RD, TUCSON, AZ 85716

THE BENEDICTINE

B-A000.3

12.4.20

© DATE: 12.4.20SCALE: 1/8" = 1'-0"
1

FLOOR PLAN - MONASTERY - LEVEL 2 - DEMO

KEYNOTES

2.36 PLUMBING FIXTURES TO BE REMOVED INCLUDING
ASSOCIATED PIPING - VERIFY WITH NEW WORK
PLANS AND CAP PIPING BACK TO MAINS AS
REQUIRED

2.41 ACOUSTICAL DROPPED CEILING TO BE DEMOLISHED

2.42 REMOVE EXISTING DOOR - FRAME TO BE
ABANDONED IN PLACE - SEE NEW WORK PLANS

2.57 REMOVE EXISTING WOOD FRAMED RAMADA
STRUCTURE ENTIRELY.

2.58 REMOVE EXISTING CHAIN LINK GUARD RAIL
ENTIRELY INCLUDING ALL POSTS, BASEPLATES AND
FASTENERS - PATCH CAST STONE AT REMOVAL.

2.61 CAST STONE ARCHES AND COLUMNS TO REMAIN

2.79 DEMOLISH EXISTING NON-STRUCTURAL FRAME AND
PLASTER PARTITION ENTIRELY INCLUDING ANY
ELECTRICAL, PLUMBING AND OTHER SYSTEMS
WITHIN WALL

2.90 REMOVE EXISTING TOILET AND DISCARD

2.91 REMOVE EXISTING LAVATORY AND DISCARD

2.92 REMOVE EXISTING METAL TOILET PARTITIONS
ENTIRELY AND DISCARD

2.93 REMOVE EXISTING BATH TUB ENTIRELY AND
DISCARD.

2.94 REMOVE EXISTING SHOWER ENTIRELY INCLUDING
TILE, MUDBED, CONTROLS, HEAD, AND DRAIN
FIXTURES AND PIPING - SEE PLUMBING FOR MORE
INFORMATION.

2.100 DEMOLISH EXISTING BUILT-IN MILLWORK - SALVAGE
DOORS AND HARDWARE ONLY FOR POSSIBLE
REINSTALLATION

2.104 REMOVE EXISTING CERAMIC TILE FLOORING -
REMOVE ONLY SECTIONS OF MUD BED NECESSARY
TO PREP FLOOR FOR NEW SHEET FLOORING - PATCH
ALL HOLES AT REMOVALS OF PIPING

2.108 REMOVE ALL EXISTING HANDRAILS FROM EXISTING
STAIRS - PATCH ALL HOLES AND OTHER DAMAGE -
TYPICAL OF ALL STAIRS

2.109 DEMOLITION WORK WITHIN SECOND FLOOR AREA
WHICH WAS PARTIALLY DEMOLISHED IN AN EARLIER
PHASE: REMOVE ALL EXISTING VENT, WASTE,
DOMESTIC AND HOT WATER PIPING ENTIRELY AND
PATCH ALL HOLES THROUGH CONCRETE FLOOR
SLAB OR BRICK WALL. PATCH INTERIOR PLASTER AT
EXTERIOR WALL AT REMOVALS OF PARTITION WALLS
AND WALL TILE. INFILL NICHES AND PATCH PLASTER.
REMOVE AND/ OR PATCH DEPRESSED SLAB AREAS -
IT IS NOT NECESSARY TO REMOVE MUDBEDS, BUT
FLOOR MUST BE PREPPED FOR INSTALLATION OF
SHEET FLOORING. BATT INSULATION SHALL REMAIN
UNLESS REMOVAL IS NECESSARY DUE TO
STRUCTURAL UPGRADES. REMOVE ANY REMAINING
DUCT WORK AND ASSOCIATED REGISTERS. REMOVE
ALL EXISTING ELECTRICAL CONDUIT RUNNING IN
JOIST SPACE.

2.110 REMOVE EXISTING NON-HISTORIC TILE AT WINDOW
SILLS  - PATCH BACK WITH PLASTER TO MATCH
EXISTING WALLS - TYP OF ALL LOCATINGS WHERE
EXISTS.

2.111 REMOVE EXISTING SLIDING PARTITION AND
ASSOCIATED FRAME - PATCH PLASTER

2.139 EXISTING BATHROOM - FINISHES TO REMAIN - SEE
MEP DEMO FOR ADDITIONAL INFORMATION - ALL
PIPING DEMOLITION WORK SHALL OCCUR FROM
OTHER SIDE OF WALLS.

2.147 PROTECT EXISTING BUILT-IN MILLWORK IN PLACE

2.148 REMOVE EXISTING LOW FRAME AND PLASTER PIPE
CHASE ENTIRELY - PATCH WALL - INSTALL SALVAGED
FLOORING PATCH

TYPICAL OFFICE DEMOLITION: 

UNLESS NOTED OTHERWISE, PERFORM THE FOLLOWING WORK IN 
EACH SMALL AND MEDIUM SIZED ROOM / OFFICE
• REMOVE LAVATORY UNIT AND PATCH ANY HOLES IN WALL 

OR FLOOR RELATED TO PLUMING PIPING

• REMOVE ALL LAVATORY PIPING ENTIRELY AND PATCH ANY 
HOLES IN WALLS OR FLOORS ASSOCIATED WITHVTHE 
CONTINUATION OF THIS PIPING

• REMOVE MIRROR / MEDICINE CABINETS ENTIRELY AND 
PATCH WALL

• CAREFULLY REMOVE LINOLEUM BASE AND ALL 
ASSOCIATED METAL TRIM - SALVAGE 250 LF IN GOOD 
CONDITION FOR PATCHING 

• REMOVE EXISTING LIGHT FIXTURES - CONDUCTORS, 
CONDUIT AND J-BOX REMAIN

• REMOVE EXISTING WINDOW COVERINGS AND ALL 
ASSOCIATED BRACKETS AND FASTENERS AND PATCH 
WAL

• REMOVE ANY HOOKS, HANGING RODS, MIRRORS AND 
OTHER SUCH HARDWARE ENTIRELY AND PATCH SURFACE 
TO WHICH THEY WERE ATTACHED.

• WIRE MOLD IS TO REMAIN UNLESS DIRECTED OTHERWISE 
AS PART OF ALLOWANCE WORK

• REMOVE ANY CARPET AND ASSESS CONDITION OF 
FLOORING BENEATH - ALL LINOLEUM IS TO REMAIN

REVISIONS

NO. DATE ISSUE



M1

M2

M3

M4

MA MB MC MD ME

M5

M6

B-A021

2

B-A024

B-A021

1

B-A023B-A203

4

E303

D302

D303

2.132

2.132

2.125

2.124

2.120

2.117

2.1192.112

2.122

2.123

2.126

2.125

2.94

2.100

2.1122.112

2.113

2.115

2.114

2.116

2.114

2.1142.114

2.90

2.91

2.92

E301B2.113

TYP.

2.26

DEMO GENERAL NOTES 

1.VERIFY ALL CONDITIONS IN THE FIELD

2. NOT USED

3.ALL ABANDONED UTILITY LINES TO BE TERMINATED AND 
PROTECTED AS REQUIRED TO CONNECT WITH NEW WORK.

4.CONTRACTOR TO COORDINATE PATCHING BETWEEN DEMOLITION 
ACTIVITY AND NEW CONSTRUCTION. U.N.O. PATCH TO MATCH NEW 
AND/OR EXISTING CONSTRUCTION AND  PREP FOR FINAL FINISH.

5.CONTRACTOR TO PROVIDE PROTECTION FOR EXISTING 
STRUCTURE TO REMAIN.

6.REFERENCE STRUCTURAL, MECHANICAL, PLUMBING, AND 
ELECTRICAL DRAWINGS FOR ADDITIONAL DEMOLITION WORK.

7. DEMOLISH CONCRETE FLOOR SLAB AND EXCAVATE AS NEEDED 
FOR INSTALLATION OF WASTE LINES - REFERENCE PLUMBING. 
BACKFILL AND REPLACE CONCRETE SLAB AFTER INSTALL OF PIPING.

TYPICAL BUILDING DEMOLITION, U.N.O., SHALL INCLUDE:

•REMOVE EXISTING EXTERIOR WALL ASSEMBLIES INCLUDING 
MASONRY, GLAZING +FRAMES, DOORS + FRAMES TO THE EXTENT 
SHOWN ON DEMO PLANS. PATCH ALL PENETRATIONS AT CONCRETE 
SLAB AND COLUMNS. 
•REMOVE EXISTING INTERIOR PARTITIONS, FINISHES,  INSULATION, 
DOORS + FRAMES, AND CEILINGS TO THE EXTENT SHOWN ON DEMO 
PLANS. REMOVAL OF INTERIOR PARTITIONS INCLUDES ITEMS 
MOUNTED TO AND IN PARTITION SUCH AS CONDUIT/ ELECTRICAL 
DEVICES, WALL BASE, TRIM, SIGNAGE, ETC. REMOVAL OF INTERIOR 
CEILINGS INCLUDES ITEMS MOUNTED TO, IN, AND ABOVE CEILINGS 
SUCH AS CONDUIT/ ELECTRICAL DEVICES, TRIM, SIGNAGE, BATT 
INSULATION, ETC. REFER TO SALVAGE NOTES FOR ADDITIONAL 
INFO.
•REMOVE EXISTING INTERIOR LIGHT FIXTURES, PLUMBING FIXTURES, 
ELECTRICAL, PANELS, MECHANICAL EQUIPMENT, FIRE SUPPRESSION 
SYSTEMS, PIPING AND CONDUIT, TO THE EXTENT SHOWN ON DEMO 
PLANS, UNLESS NOTED OTHERWISE ON MECHANICAL AND 
ELECTRICAL DRAWINGS.
•FOR CLARITY, PENETRATIONS AND SAWCUT LOCATIONS IN 
CONCRETE FLOOR STRUCTURE FOR NEW WORK WHERE SHOWN 
ARE SHOWN FOR COORDINATION ONLY. CONTRACTOR TO 
COORDINATE DEMOLITION WORK WITH CIVIL, STRUCTURAL, 
MECHANICAL, PLUMBING AND ARCHITECTURAL DRAWINGS.
* REMOVE ALL EXISTING WINDOW COVERINGS AND ASSCIATED 
BRACKETS - PATCH ANY HOLES OR OTHER DAMAGE.
•REPAIR ALL DEMOLITION PERFORMED IN EXCESS OF THAT 
REQUIRED, AT NO ADDITIONAL COST TO THE OWNER.

SELECTIVE DEMOLITION:

•PATCH ALL ABANDONED PENETRATIONS THROUGH EXISTING SLAB, 
INCLUDING BUT NOT LIMITED TO FLOOR DRAINS, TRENCH DRAINS, 
STUB OUTS, EXTERIOR ENVELOPE, ETC.
•FOR AREAS TO RECEIVE FLOOR FINISHES, PROVIDE LEVEL AND 
SMOOTH SUBSTRATE MATERIAL APPROPRIATE FOR FINISH 
SCHEDULED AT REQUIRED ELEVATION.
•FOR ANY DEMO, PATCH, AND REPAIR ACTIVITIES AT LOCATIONS 
SCHEDULED TO HAVE EXISTING CONCRETE SLAB EXPOSED 
(POLISHED,SEALED), CONTRACTOR TO PROTECT AREA FROM 
DAMAGE FROM CONSTRUCTION ACTIVITIES NOT RELATED TO WORK 
SPECIFIC TO SLAB  DEMO, PATCH AND REPAIR. CONSULT WITH 
ARCHITECT PRIOR TO DEMO ACTIVITIES.

REFERENCE MPE/S DRAWINGS FOR ADDITIONAL DEMOLITION 
INFORMATION

HAZARDOUS MATERIAL ABATEMENT NOTES: 
ABATEMENT OF LEAD AND ASBESTOS CONTAINING MATERIALS 
SHALL BE BY OWNER. 

COORDINATE WITH OWNER FOR SCHEDULING AND ACCESS 
REQUIREMENTS.

M4

MC

ACCESS 
LADDER TO 
REMAIN

ELEVATOR CONTROL AND 
POWER UNITS TO 
REMAIN - SEE ELEVATOR 
NOTE ON B-A102.2 FOR 
INFORMATION

8.23

8.238.238.23
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PROJECT NO: 1421

DRAWN BY: EJB

CHECKED BY: Checker

MONASTERY - LEVEL 3

DEMO PLAN

800 N COUNTRY CLUB RD, TUCSON, AZ 85716

THE BENEDICTINE

B-A000.4

12.4.20

© DATE: 12.4.20

SCALE: 1/8" = 1'-0"
1

FLOOR PLAN - MONASTERY - LEVEL 3 - DEMO

KEYNOTES

2.26 CARPET FLOORING TO BE DEMOLISHED - TYPICAL OF
ALL AREAS

2.90 REMOVE EXISTING TOILET AND DISCARD

2.91 REMOVE EXISTING LAVATORY AND DISCARD

2.92 REMOVE EXISTING METAL TOILET PARTITIONS
ENTIRELY AND DISCARD

2.94 REMOVE EXISTING SHOWER ENTIRELY INCLUDING
TILE, MUDBED, CONTROLS, HEAD, AND DRAIN
FIXTURES AND PIPING - SEE PLUMBING FOR MORE
INFORMATION.

2.100 DEMOLISH EXISTING BUILT-IN MILLWORK - SALVAGE
DOORS AND HARDWARE ONLY FOR POSSIBLE
REINSTALLATION

2.112 REMOVE EXISTING SOLAR HOT WATER HEATER
COLLECTION PANELS ENTIRELY INCLUDING ALL
PIPING. PATCH HOLES IN SLAB AND ROOFING.

2.113 REMOVE ALL ABANDONED PLUMBING VENTS AND
PATCH SLAB AND ROOFING. COORDINATE WITH
PLUMBING TO REUSE VENT OPENINGS WHERE
POSSIBLE.

2.114 EXISTING ROOF DRAIN TO REMAIN - SEE NEW WORK
PLAN FOR ADDITIONAL WORK.

2.115 REMOVE EXISTING LAUNDRY LINE SUPPORT.

2.116 REMOVE EXISTING SOLAR HOT WATER PIPING FROM
PARAPET CAP - PATCH ALL HOLES

2.117 REMOVE EXISTING DOOR AND FRAME ENTIRELY

2.119 REMOVE EXISTING STORAGE CABINET AND DISCARD

2.120 REMOVE EXISTING COMMERCIAL DRYER AND
DISCARD - REMOVE ALL PIPING, ELECTRICAL WIRING,
AND VENT DUCTING ENTIRELY AND PATCH ANY
HOLES.

2.122 REMOVE EXISTING INSTANTANEOUS WATER HEATER
AND ALL ASSOCIATED PIPING AND WIRING  - PATCH
ANY ASSOCIATED DAMAGE OR HOLES

2.123 REMOVE EXISTING CEILING MOUNTED PARTITION
ENTIRELY AND PATCH ANY DAMAGE ASSOCIATED
WITH REMOVAL

2.124 REMOVE EXISTING CEILING FAN ENTIRELY

2.125 REMOVE EXISTING WINDOW AIR CONDITIONER

2.126 REMOVE EXISTING EQUIPMENT CURB AND DISCARD

2.132 EXISTING RECESSED IRONING BOARD CASE TO
REMAIN - PROTECT FROM HARM.

8.23 EXISTING HISTORIC WINDOW TO REMAIN - PROVIDE
PAINTED FINISH AND REMOVE ALL EXISTING WINDOW
COVERINGS - APPLY TRANSLUCENT FILM TO
INTERIOR FACE OF GLASS - TYPICAL ALL IN TOWER

SCALE: 1/8" = 1'-0"
2

FLOOR PLAN - MONASTREY - PENTHOUSE - DEMO

REVISIONS

NO. DATE ISSUE



M1

M2

M3

M4

MA MB MC MD ME

B
-A

2
0
1

2

B
-A

2
0
2

2

B
-A

2
0
2

1

M5

M6

2

B-A301

1

B-A301

3

B-A301

1

B-A302

2

B-A302

7.11

7.12

7.34

7.12

7.11

7.12

7.34

B-A203

2

B-A203

1

B-A203

3

B-A204

4

B-A204

1

2

B-XA311

1

B-XA311

7.12

2.62

7.117.11

7.11

2.76

9.35

7.11

7.11

7.117.11 4.11

REPAIR WORK 
VIA ALLOWANCE
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PROJECT NO: 1421

DRAWN BY: Author

CHECKED BY: Checker

MONASTERY - DEMO

ROOF PLAN

800 N COUNTRY CLUB RD, TUCSON, AZ 85716

THE BENEDICTINE

B-A003

12.4.20

© DATE: 12.4.20SCALE: 1/8" = 1'-0"
1

ROOF PLAN - MONASTERY DEMO

KEYNOTES

2.62 REMOVE EXISTING WATER FOUNTAIN, PATCH UP
EXISTING WALL WHERE WALL IS SHOWN

2.76 EXISTING CAST STONE MONUMENTAL ENTRY
ELEMENT IN GOOD CONDITION - NO WORK.

4.11 EXISTING CHIMNEY - REFERENCE NEW WORK
ELEVATION PAINTING NOTES - NO OTHER WORK

7.11 CLAY TILE ROOFING - NO WORK ANTICIPATED OTHER
THAN MINOR MISC REPAIRS - REFERENCE
ALLOWANCE SCHEDULE / G000

7.12 BUILT-UP ROOFING - NEW WALK SURFACE FOR THE
ENTIRE AREA - REFERENCE ALLOWANCE SCHEDULE /
G000

7.34 BUILT-UP ROOFING AT LOCATION OF ROOF PAVER
SYSTEM - PREP FOR RECOAT

9.35 EXISTING TILE DOME - NO WORK

REVISIONS

NO. DATE ISSUE



M1

M2

M3

M4

MA MB MC MD ME

R

M5

M6

9' - 8"

6' - 9 3/8"

8' - 2" 8' - 2" 8' - 2"

8' - 6"
9' - 0"

7' - 9"

8' - 5"

8' - 0"

8' - 4"

7' - 8"

9' - 8"

8' - 0"

EC1

7' - 8" A.F.F.

EC1

8' - 2" A.F.F.

EC1

8' - 2" A.F.F.

EC1

8' - 2" A.F.F.

EC1

9' - 0" A.F.F.

EC1

9' - 5" A.F.F.

EC1

9' - 0" A.F.F.

EC1

8' - 5" A.F.F.

EC1

8' - 6" A.F.F.

EC1

8' - 1" A.F.F.

EC1

8' - 0" A.F.F.

EC1

8' - 1" A.F.F.

EC1

8' - 2" A.F.F.

EC1

8' - 1" A.F.F.

2.1552.155

2.1552.155

2.1562.156

2.161

2.1602.1602.1602.160

2.1562.156

2.157

2.156 2.156

2.156 2.156
2.157

2.157

2.157

2.157

EC1

7' - 6" A.F.F.
EC1

8' - 7" A.F.F.

EC1

8' - 7" A.F.F.

2.156

2.157

2.157

EC1

8' - 6" A.F.F.

EC1

8' - 1" A.F.F.

2.157

2.157

EC1

8' - 2" A.F.F.

2.133

EC1

7' - 9" A.F.F.

2.1562.156

2.157
2.157

2.157

2.157

2.1572.157

EC1

8' - 0" A.F.F.

EC1

8' - 1" A.F.F.

EC1

8' - 1" A.F.F.

2.157

2.156

2.156

2.156

6
' 
- 

9
"

2.157

2.157

2.157

2.157

EC1

8' - 0" A.F.F.

EC1

8' - 4" A.F.F.

EC1

8' - 4" A.F.F.

EC1

6' - 11" A.F.F.

2.157

EC1

8' - 6" A.F.F.
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PROJECT NO: 1421

DRAWN BY: Author

CHECKED BY: Checker

MONASTERY -

BASEMENT DEMO

RCP

800 N COUNTRY CLUB RD, TUCSON, AZ 85716

THE BENEDICTINE

B-A004.1

12.4.20

© DATE: 12.4.20SCALE: 1/8" = 1'-0"
1

LEVEL 0-M DEMO

KEYNOTES

2.133 EXISTING WALK-IN COOLER TO REMAIN - NO WORK

2.155 REMOVE EXISTING PLASTER CEILING WITH GLUE-ON
ACCOUSTICAL TILE AND ALL NON-STRUCTURAL
SUPPORTING MEMBERS ENTIRELY. WALL IS TO BE
PATCHED AS PART OF NEW WORK, PROVIDE CLEAN
CUT LINE WITHOUT PROTRUSIONS BEYOND SURFACE
OF WALL AT EDGES OF REMOVAL

2.156 REMOVE EXISTING PLASTER CEILING AND ALL
NON-STRUCTURAL SUPPORTING MEMBERS
ENTIRELY. WALL ABOVE LINE OF CEILING IS TO BE
PATCHED AS PART OF NEW WORK, PROVIDE CLEAN
CUT LINE WITHOUT PROTRUSIONS BEYOND SURFACE
OF WALL AT EDGES OF REMOVAL

2.157 EXISTING PLASTER CEILING TO REMAIN - ANY
CUTTING AND PATCHING OF THIS CEILING REQUIRED
TO INSTALL PIPING OR OTHER MPE SHALL BE PART
OF OVERALL PATCHING ALLOWANCE - REFERENCE
ALLOWANCE SCHEDULE / G000. PROVIDE NEW
PAINTED FINISH - BLEND BACK AND RETEXTURE
AROUND PATCHES AS REQUIRED.

2.160 DEMOLISH BULKHEAD / SOFFIT FINISH AND FRAMING
ENTIRELY

2.161 ARCHED OPENING TO REMAIN - PREVENT DAMAGE
RESULTING FROM REMOVAL OF CEILING

REVISIONS
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PROJECT NO: 1421

DRAWN BY: Author

CHECKED BY: Checker

MONASTERY - LEVEL 1

DEMO RCP

800 N COUNTRY CLUB RD, TUCSON, AZ 85716

THE BENEDICTINE

B-A004.2

12.4.20

© DATE: 12.4.20
SCALE: 1/8" = 1'-0"

1
LEVEL 1-M DEMO

KEYNOTES

2.134 EXISTING PLASTER CEILING WITH GLUE-ON
ACOUSTICAL TILE TO REMAIN - CUT AND PATCH AS
NEEDED AS PART OF ALLOWANCE WORK PATCHING
NOT REQUIRED, NEW GWB WILL BE INSTALLED
BENEATH ACOUSTICAL TILE.

2.135 ORNATE CORBEL ELEMENT - PROTECT FROM HARM -
WORK AROUND THESE WHEN ROUTING MEP.

2.152 REMOVE ALL DASHED LIGHT FIXTURES AND CEILING
FANS - U.N.O, ONLY THE FIXTURES WITHIN THE
CORRIDORS ARE TO REMAIN.SEE ELECTRICAL FOR
MORE INFORMATION.

2.154 REMOVE EXISTING CEILING ENTIRELY

2.156 REMOVE EXISTING PLASTER CEILING AND ALL
NON-STRUCTURAL SUPPORTING MEMBERS
ENTIRELY. WALL ABOVE LINE OF CEILING IS TO BE
PATCHED AS PART OF NEW WORK, PROVIDE CLEAN
CUT LINE WITHOUT PROTRUSIONS BEYOND SURFACE
OF WALL AT EDGES OF REMOVAL

2.157 EXISTING PLASTER CEILING TO REMAIN - ANY
CUTTING AND PATCHING OF THIS CEILING REQUIRED
TO INSTALL PIPING OR OTHER MPE SHALL BE PART
OF OVERALL PATCHING ALLOWANCE - REFERENCE
ALLOWANCE SCHEDULE / G000. PROVIDE NEW
PAINTED FINISH - BLEND BACK AND RETEXTURE
AROUND PATCHES AS REQUIRED.

2.160 DEMOLISH BULKHEAD / SOFFIT FINISH AND FRAMING
ENTIRELY

2.162 REMOVE EXISTING PARTITION WALL ENGAGED WITH
LOWERED CEILING / SOFFIT TO REMAIN-
INVESTIGATE HOW SOFFIT IS SUPPORTED PRIOR TO
DEMOLISHING STRUCTURE - NOTIFY ARCHITECT IF
SOFFIT DEPENDS ON WALL TO BE DEMOLISHED FOR
SUPPORT.

9.24 EXISTING PLASTER CEILING - CLEAN, PATCH, PREP,
AND PROVIDE NEW PAINTED FINISH - BLEND BACK
AND RETEXTURE AROUND PATCHES AS REQUIRED
SEE DEMO PLANS FOR ADDIONAL INFORMATION -
SEE ALLOWANCE SCHEDULE ON G/000.

REVISIONS
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PROJECT NO: 1421

DRAWN BY: Author

CHECKED BY: Checker

MONASTERY - LEVEL 2

DEMO RCP

800 N COUNTRY CLUB RD, TUCSON, AZ 85716

THE BENEDICTINE

B-A004.3

12.4.20

© DATE: 12.4.20
SCALE: 1/8" = 1'-0"

1
LEVEL 2-M DEMO

KEYNOTES

2.152 REMOVE ALL DASHED LIGHT FIXTURES AND CEILING
FANS - U.N.O, ONLY THE FIXTURES WITHIN THE
CORRIDORS ARE TO REMAIN.SEE ELECTRICAL FOR
MORE INFORMATION.

2.156 REMOVE EXISTING PLASTER CEILING AND ALL
NON-STRUCTURAL SUPPORTING MEMBERS
ENTIRELY. WALL ABOVE LINE OF CEILING IS TO BE
PATCHED AS PART OF NEW WORK, PROVIDE CLEAN
CUT LINE WITHOUT PROTRUSIONS BEYOND SURFACE
OF WALL AT EDGES OF REMOVAL

2.157 EXISTING PLASTER CEILING TO REMAIN - ANY
CUTTING AND PATCHING OF THIS CEILING REQUIRED
TO INSTALL PIPING OR OTHER MPE SHALL BE PART
OF OVERALL PATCHING ALLOWANCE - REFERENCE
ALLOWANCE SCHEDULE / G000. PROVIDE NEW
PAINTED FINISH - BLEND BACK AND RETEXTURE
AROUND PATCHES AS REQUIRED.

REVISIONS
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PROJECT NO: 1421

DRAWN BY: Author

CHECKED BY: Checker

MONASTERY - LEVEL 3

DEMO RCP

800 N COUNTRY CLUB RD, TUCSON, AZ 85716

THE BENEDICTINE

B-A004.4

12.4.20

© DATE: 12.4.20

SCALE: 1/8" = 1'-0"
1

LEVEL 3-M DEMO

KEYNOTES

2.123 REMOVE EXISTING CEILING MOUNTED PARTITION
ENTIRELY AND PATCH ANY DAMAGE ASSOCIATED
WITH REMOVAL

2.124 REMOVE EXISTING CEILING FAN ENTIRELY

2.157 EXISTING PLASTER CEILING TO REMAIN - ANY
CUTTING AND PATCHING OF THIS CEILING REQUIRED
TO INSTALL PIPING OR OTHER MPE SHALL BE PART
OF OVERALL PATCHING ALLOWANCE - REFERENCE
ALLOWANCE SCHEDULE / G000. PROVIDE NEW
PAINTED FINISH - BLEND BACK AND RETEXTURE
AROUND PATCHES AS REQUIRED.

2.163 EXISTING WOOD FRAMED PATIO COVER - REMOVE
EXISTING LIGHTING - SEE ELECTRICAL. SEE NEW
WORK PLANS FOR ADDITIONAL WORK.

2.164 EXISTING UNINSULATED EXPOSED WOOD DECK - SEE
NEW WORK PLANS

REVISIONS

NO. DATE ISSUE
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PROJECT NO: 1421

DRAWN BY: Author

CHECKED BY: Checker

MONASTERY - DEMO

ELEVATIONS

800 N COUNTRY CLUB RD, TUCSON, AZ 85716

THE BENEDICTINE

B-A021

12.4.20

© DATE: 12.4.20

SCALE: 1/8" = 1'-0"
1

MONASTERY - DEMO ELEVATION - NORTH

SCALE: 1/8" = 1'-0"
2

MONASTERY - DEMO ELEVATION - SOUTH

KEYNOTES

2.44 HISTORIC EXTERIOR PLASTER WITH PAINTED FINISH -
PRESERVE AND PROTECT - ANY REQUIRED
PATCHING/REPAIRS TO MATCH EXISTING IN EXACT
MATERIAL, TEXTURE, AND COLOR. REFERENCE
PAINT NOTE ON NEW WORK ELEVATIONS.

2.53 REMOVE ANY SECTIONS OF EXISTING
DETERIORATED WOOD TRIM AND REPLACE WITH
NEW WOOD TRIM TO MATCH EXISTING - PRIME AND
PAINT. REFERENCE ALLOWANCE SCHEDULE / G000.

2.54 REMOVE EXISTING HARDWARE CLOTH FROM
EXISTING CRAWL SPACE GRATING - PREP AND PAINT
GRATING - (DARK GREY COLOR TO BE SELECTED)
INSTALL NEW 1/4" SPACING GALVANIZED HARDWARE
CLOTH AT REAR OF GRATING.

2.56 REMOVE EXISTING SURFACE MOUNTED WINDOW
BURGLAR BARS AND ANY MOUNTING HARDWARE
ENTIRELY - PATCH ALL HOLES IN BUILDING SURFACE.

2.59 REMOVE EXISTING CAULKING BETWEEN CAST STONE
FACADE ELEMENT AND CONCRETE / TILE STAIR -
INSTALL NEW BACKER AND CAULKING FULL
PERIMETER.

2.60 REMOVE MINERAL STAINING FROM SURFACE OF TILE
STAIR - CONTRACTOR PROPOSE CHEMICAL SYSTEM
FOR ARCHITECT REVIEW

2.64 REMOVE EXISTING NON-COMPLIANT PIPE GUARD
RAIL ENTIRELY.

2.68 FORMERLY UNDERGROUND SECTION OF WALL
EXPOSED BY EXCAVATION - CLEAN ALL DIRT AND
ROUGH CAST CONCRETE FROM FACE OF WALL AS
NEEDED TO PROVIDE AN ADEQUATE SURFACE FOR
APPLICATION OF NEW THREE COAT PLASTER /
STUCCO.

2.69 REMOVE CAST IN PLACE CONCRETE STAIR ENTIRELY

2.70 REMOVE CAST IN PLACE STEMWALL AND ALL
ASSOCIATED FOOTINGS ENTIRELY

2.75 REMOVE WALL MOUNTED AIR CONDITIONER ,
SUPPORT STAND, ALL DUCT WORK, AND ELECTRICAL
LINES ENTIRELY AND PATCH ALL HOLES OR OTHER
DAMAGE TO STUCCO

2.76 EXISTING CAST STONE MONUMENTAL ENTRY
ELEMENT IN GOOD CONDITION - NO WORK.

2.171 REMOVE EXISTING BUILDING MOUNTED LIGHT POLE.
PATCH CONCRETE WALL AND STUCCO FINISH.

2.172 REMOVE ALL EXPOSED CONDUIT IN THIS AREA

2.173 PAINT EXISTING DOWNSPOUT

3.12 REMOVE MOLD, REHAB AND REPAIR EXISTING CAST
STONE AT SOUTHWEST BALCONY AND COPING
DETAILING - REMOVE UNSOUND AND POORLY
APPLIED PATCH MATERIAL. REPLACE/REPOINT
MORTAR TO MATCH - VERIFY IF RE-CASTING ANY
DAMAGED OR MISSING PIECES IS REQUIRED AND
COORDINATE WITH ARCHITECT - REFERENCE
ALLOWANCE SCHEDULE / G000

4.11 EXISTING CHIMNEY - REFERENCE NEW WORK
ELEVATION PAINTING NOTES - NO OTHER WORK

7.11 CLAY TILE ROOFING - NO WORK ANTICIPATED OTHER
THAN MINOR MISC REPAIRS - REFERENCE
ALLOWANCE SCHEDULE / G000

8.06 DOOR - SEE DOOR TYPES AND SCHEDULE

8.10 EXISTING WINDOW TO REMAIN - SEE WINDOW WORK
NOTES ON NEW WORK PLANS FOR SCOPE AT EACH
WINDOW.

9.35 EXISTING TILE DOME - NO WORK

26.20 EXISTING SURFACE MOUNT ELECTRICAL GEAR TO
REMAIN - SEE ELECTRICAL

REVISIONS

NO. DATE ISSUE



LEVEL 1-M
0' - 0"

LEVEL 2-M
11' - 0"
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8
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0
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TYP OF ALL
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2.1652.165
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PROJECT NO: 1421

DRAWN BY: Author

CHECKED BY: Checker

MONASTERY - DEMO

ELEVATIONS

800 N COUNTRY CLUB RD, TUCSON, AZ 85716

THE BENEDICTINE

B-A022

12.4.20

© DATE: 12.4.20

SCALE: 1/8" = 1'-0"
1

MONASTERY - DEMO ELEVATION - EAST

SCALE: 1/8" = 1'-0"
2

MONASTERY - DEMO ELEVATION - WEST

KEYNOTES

2.53 REMOVE ANY SECTIONS OF EXISTING
DETERIORATED WOOD TRIM AND REPLACE WITH
NEW WOOD TRIM TO MATCH EXISTING - PRIME AND
PAINT. REFERENCE ALLOWANCE SCHEDULE / G000.

2.55 EXISTING WINDOW TO REMAIN - SEE WINDOW WORK
NOTES ON NEW WORK PLANS FOR SCOPE AT EACH
WINDOW.

2.56 REMOVE EXISTING SURFACE MOUNTED WINDOW
BURGLAR BARS AND ANY MOUNTING HARDWARE
ENTIRELY - PATCH ALL HOLES IN BUILDING SURFACE.

2.57 REMOVE EXISTING WOOD FRAMED RAMADA
STRUCTURE ENTIRELY.

2.58 REMOVE EXISTING CHAIN LINK GUARD RAIL
ENTIRELY INCLUDING ALL POSTS, BASEPLATES AND
FASTENERS - PATCH CAST STONE AT REMOVAL.

2.60 REMOVE MINERAL STAINING FROM SURFACE OF TILE
STAIR - CONTRACTOR PROPOSE CHEMICAL SYSTEM
FOR ARCHITECT REVIEW

2.64 REMOVE EXISTING NON-COMPLIANT PIPE GUARD
RAIL ENTIRELY.

2.66 REMOVE EXISTING WINDOWS AND FRAMES AND ANY
MASONRY OR FRAMING BETWEEN ENTIRELY WITHIN
DIMENSIONED AREA

2.68 FORMERLY UNDERGROUND SECTION OF WALL
EXPOSED BY EXCAVATION - CLEAN ALL DIRT AND
ROUGH CAST CONCRETE FROM FACE OF WALL AS
NEEDED TO PROVIDE AN ADEQUATE SURFACE FOR
APPLICATION OF NEW THREE COAT PLASTER /
STUCCO.

2.72 REMOVE FABRIC SHADE SCREENS AND ALL
ASSOCIATED TUBESTEEL SUPPORT FRAMES AND
FASTENERS ENTIRELY.

2.76 EXISTING CAST STONE MONUMENTAL ENTRY
ELEMENT IN GOOD CONDITION - NO WORK.

2.95 DEMOLISH EXISTING WOOD FRAMED MECHANICAL
BUILDING ENTIRELY INCLUDING CONCRETE SLAB
AND ALL ASSOCIATED FOOTINGS - SEE MECHANICAL
AND ELECTRICAL FOR INFORMATION ON DEMOLITION
OF EQUIPMENT WITHIN

2.115 REMOVE EXISTING LAUNDRY LINE SUPPORT.

2.144 REMOVE EXISTING GARAGE DOOR, TRACKS, DRIVE
UNIT, AND ALL ASSOCIATED ELECTRICAL WIRING
ENTIRELY

2.165 REMOVE DOCK BUMPERS- PATCH STUCCO

2.166 PATCH HOLES FROM REMOVAL OF CHILLED WATER
LINES

2.172 REMOVE ALL EXPOSED CONDUIT IN THIS AREA

2.173 PAINT EXISTING DOWNSPOUT

2.174 REMOVE EXISTING ANTENNA - PATCH ANY HOLES

3.12 REMOVE MOLD, REHAB AND REPAIR EXISTING CAST
STONE AT SOUTHWEST BALCONY AND COPING
DETAILING - REMOVE UNSOUND AND POORLY
APPLIED PATCH MATERIAL. REPLACE/REPOINT
MORTAR TO MATCH - VERIFY IF RE-CASTING ANY
DAMAGED OR MISSING PIECES IS REQUIRED AND
COORDINATE WITH ARCHITECT - REFERENCE
ALLOWANCE SCHEDULE / G000

5.22 EXISTING HANDRAIL TO REMAIN - PREP AND PAINT
(GOLD / TAN COLOR TO MATCH EXISTING AS
SELECTED)

7.11 CLAY TILE ROOFING - NO WORK ANTICIPATED OTHER
THAN MINOR MISC REPAIRS - REFERENCE
ALLOWANCE SCHEDULE / G000

9.35 EXISTING TILE DOME - NO WORK

REVISIONS

NO. DATE ISSUE



LEVEL 1-M
0' - 0"

LEVEL 2-M
11' - 0"

LEVEL 3-M
21' - 8"

LEVEL 3.5-M
30' - 8 1/2"
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6
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2.87

5.29

7.11

8.108.10

TYP OF ALL

2.442.44

LEVEL 1-M
0' - 0"

LEVEL 2-M
11' - 0"

LEVEL 3-M
21' - 8"

LEVEL 3.5-M
30' - 8 1/2"

ROOF-M
36' - 0"

7.11

2.442.44

8.108.10

TYP OF ALL

7.357.35
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PROJECT NO: 1421

DRAWN BY: Author

CHECKED BY: Checker

MONASTERY - DEMO

ELEVATIONS -

COURTYARD

800 N COUNTRY CLUB RD, TUCSON, AZ 85716

THE BENEDICTINE

B-A023

12.4.20

© DATE: 12.4.20

SCALE: 1/8" = 1'-0"
1

MONASTERY - DEMO ELEVATION - NORTH COURTYARD -
NORTH

SCALE: 1/8" = 1'-0"
4

MONASTERY - DEMO ELEVATION - NORTH COURTYARD -
SOUTH

SCALE: 1/8" = 1'-0"
3

MONASTERY - DEMO ELEVATION - NORTH COURTYARD -
EAST

SCALE: 1/8" = 1'-0"
2

MONASTERY - DEMO ELEVATION - NORTH COURTYARD -
WEST

KEYNOTES

2.44 HISTORIC EXTERIOR PLASTER WITH PAINTED FINISH -
PRESERVE AND PROTECT - ANY REQUIRED
PATCHING/REPAIRS TO MATCH EXISTING IN EXACT
MATERIAL, TEXTURE, AND COLOR. REFERENCE
PAINT NOTE ON NEW WORK ELEVATIONS.

2.55 EXISTING WINDOW TO REMAIN - SEE WINDOW WORK
NOTES ON NEW WORK PLANS FOR SCOPE AT EACH
WINDOW.

2.57 REMOVE EXISTING WOOD FRAMED RAMADA
STRUCTURE ENTIRELY.

2.61 CAST STONE ARCHES AND COLUMNS TO REMAIN

2.87 SAWCUT AND REMOVE DIMENSIONED PORTION OF
BRICK MASONRY WALL - REFERENCE STRUCTURAL
FOR SHORING INFORMATION.

2.170 REMOVE SURFACE MOUNTED WASTE PIPING - PATCH
COREDRILLED HOLES AND ALL DAMAGE FROM
FASTENERS

5.29 EXISTING STEEL GUARD RAIL TO REMAIN - PAINT

7.11 CLAY TILE ROOFING - NO WORK ANTICIPATED OTHER
THAN MINOR MISC REPAIRS - REFERENCE
ALLOWANCE SCHEDULE / G000

7.35 EXISTING CONDUCTOR HEAD AND DOWNSPOUT TO
REMAIN -PAINT- CLEAN AND REMOVE ALL DEBRIS -
PROVIDE NEW STAINLESS STEEL MESH BIRD SCREEN

8.10 EXISTING WINDOW TO REMAIN - SEE WINDOW WORK
NOTES ON NEW WORK PLANS FOR SCOPE AT EACH
WINDOW.

REVISIONS

NO. DATE ISSUE
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PROJECT NO: 1421

DRAWN BY: Author

CHECKED BY: Checker

MONASTERY - DEMO

ELEVATIONS -

COURTYARD

800 N COUNTRY CLUB RD, TUCSON, AZ 85716

THE BENEDICTINE

B-A024

12.4.20

© DATE: 12.4.20

SCALE: 1/8" = 1'-0"
1

MONASTERY - DEMO ELEVATION - SOUTH COURTYARD
NORTH

SCALE: 1/8" = 1'-0"
4

MONASTERY - DEMO ELEVATION - SOUTH COURTYARD -
SOUTH

SCALE: 1/8" = 1'-0"
2

MONASTERY - DEMO ELEVATION - SOUTH COURTYARD -
EAST

SCALE: 1/8" = 1'-0"
3

MONASTERY - DEMO ELEVATION - SOUTH COURTYARD -
WEST

KEYNOTES

2.44 HISTORIC EXTERIOR PLASTER WITH PAINTED FINISH -
PRESERVE AND PROTECT - ANY REQUIRED
PATCHING/REPAIRS TO MATCH EXISTING IN EXACT
MATERIAL, TEXTURE, AND COLOR. REFERENCE
PAINT NOTE ON NEW WORK ELEVATIONS.

2.55 EXISTING WINDOW TO REMAIN - SEE WINDOW WORK
NOTES ON NEW WORK PLANS FOR SCOPE AT EACH
WINDOW.

2.56 REMOVE EXISTING SURFACE MOUNTED WINDOW
BURGLAR BARS AND ANY MOUNTING HARDWARE
ENTIRELY - PATCH ALL HOLES IN BUILDING SURFACE.

2.58 REMOVE EXISTING CHAIN LINK GUARD RAIL
ENTIRELY INCLUDING ALL POSTS, BASEPLATES AND
FASTENERS - PATCH CAST STONE AT REMOVAL.

2.72 REMOVE FABRIC SHADE SCREENS AND ALL
ASSOCIATED TUBESTEEL SUPPORT FRAMES AND
FASTENERS ENTIRELY.

2.73 REMOVE WALL MOUNTED EVAPORATIVE COOLER ,
SUPPORT STAND, ALL DUCT WORK, WATER AND
ELECTRICAL LINES ENTIRELY AND PATCH ALL HOLES
OR OTHER DAMAGE TO STUCCO. INFILL DUCT
OPENING AND PROVIDE STUCCO TO MATCH
EXISTING TEXTURE - FEATHER TEXTURE 12".

2.75 REMOVE WALL MOUNTED AIR CONDITIONER ,
SUPPORT STAND, ALL DUCT WORK, AND ELECTRICAL
LINES ENTIRELY AND PATCH ALL HOLES OR OTHER
DAMAGE TO STUCCO

2.170 REMOVE SURFACE MOUNTED WASTE PIPING - PATCH
COREDRILLED HOLES AND ALL DAMAGE FROM
FASTENERS

2.172 REMOVE ALL EXPOSED CONDUIT IN THIS AREA

7.11 CLAY TILE ROOFING - NO WORK ANTICIPATED OTHER
THAN MINOR MISC REPAIRS - REFERENCE
ALLOWANCE SCHEDULE / G000

7.35 EXISTING CONDUCTOR HEAD AND DOWNSPOUT TO
REMAIN -PAINT- CLEAN AND REMOVE ALL DEBRIS -
PROVIDE NEW STAINLESS STEEL MESH BIRD SCREEN

REVISIONS

NO. DATE ISSUE



UP

DN
DN

R
E

F
F

Z
R

UP

M1

M2

M3

M4

MA MB MC MD ME

B
-A

2
0
1

2

M5

M6

2

B-A301

1

B-A301

3

B-A301

1

B-A302

2

B-A302

B-XA431

1

B-A203

2

B-A203

1

B-A203

3

B-A204

2

B-A204

3

B-A204

4

B-A204

1

IDF

015
60 SF

ELECT.

013
61 SF

ELEV.

L0
30 SF

BOILER
ROOM

012
495 SF

CORR.

010
560 SF

ADA TOILET

008B
55 SF

ADA TOILET

008A
55 SF

CORR.

003
1443 SF

OPEN
STORAGE

011C
279 SF

STOR

011A
87 SF

MULTI
PURPOSE

ROOM

011
1684 SF

SHOWER

007A
72 SF

ADA
SHOWER

007C
73 SF

GYM STOR.

007D
62 SF

BIKE STOR.

005
785 SF

AIR COMP.

005A
40 SF

ENTRY
LOUNGE

000
448 SF

BIKE SHOP +
MAKER
SPACE

001
493 SF

DOG DRY

002
76 SF

ADA TOILET

001A
59 SF

DOG WASH

002A
67 SF

ADA TOILET

000A
63 SF

STOR

007B
76 SF

STOR.

014
61 SF

RISER ROOM

004A
204 SF

STOR.

003A
541 SF

E000A

E002

001B

005A

005

E003

003

E003A 004A

E004B

015

E013

E014

E012A

E012B

008B

008A

011E

E006

007

007A 007C

007E

007D

E011D

B-A401

1

B-A40120

B-A40118

17

B-A40116

11

13

12

B-A4016

3

5

4

B-A401

7

8

B-A421

1

CORR.

004
184 SF

MPR STOR

009
75 SF

GYM

007
1918 SF

009

001A

STAIR

MAIN000
61 SF

STAIR

E000
86 SF

STAIR

NE000
51 SF

E003B

007B

A4

A2

A4

E2

E2

A1

A2

A2

A2

A2

E1
E1A4

A3

E2

E2

E2

AL5 AL4 AL3

A2

A2

A1

E2

E1

E2

A2

E2

001B-G

MDF

004B
261 SF

STOR.

006
134 SF

VEST.

008
84 SF

B-A421

2

B-A421

3

B-A421

4

SUNKEN
COURTYARD

84
2707 SF

AL7

3

B-XA311

SUNKEN PATIO DETAILED IN 
PREVIOUSLY ISSUED PACKAGE

8.19

1
0
.3

7

5.25

5.24

10.38

2.137

22.29

22.30

10.37

3.19

3.19
3.19

5.26

22.27

11.14

AL2

AL1

8.16

8.17

8.16

8.178.16

8.17

8.16

8.16

8.17

8.17

26.19
26.1926.19

1.171.17

1.171.17

8.15

1.181.18

8.15

B-A443

1

B-A442

1

B-A445

1

B-A444

1

19

011F

E012

B-A401

14

B-A401 15

2

10

9

B-A40121

1

B-A311

2

B-A311

1
0
.3

7

EL0

8.22

14.05

A4

A4

A4

A4

A2

A2

A3

A2

A4

A1

A2

A2

E3

AL7

E011

E3

E2
E1

E2

E3

E2
E2

A2

THIS ROOM 1-HR 
FIRE RATED

E2

E2

A2A2

A2

004C ?

004C
218 SF

E2

E2

E2A2

E2

E2
E3

E2

E1

E2

E3

E2

E3

E2

E2

A4

E3E3

E1

A3

E3

A1

E011A

E2
A1

A2

E3

E3

6.306.30

10.39

10.39

1:12 1:12

S
L
O

P
E

 A
S

 N
E

E
D

E
D

 T
O

 
C

O
N

N
E

C
T

 U
P

P
E

R
 A

N
D

 L
O

W
E

R
 

B
A

S
E

M
E

N
T

 L
E

V
E

L
S

 1
:1

2
 M

A
X

2.175

3.19

3.19

5.265.26

5.265.26

5.265.26

A1

2
' 
- 

6
"

3.183.18

005

000

001

WINDOW WORK NOTES
PROVIDE MINI BLINDS AT ALL WINDOWS IN ALL 
OFFICE AND CONFERENCE SPACES WITHIN AREA 
OF WORK

REPLACE INSECT SCREENS AT ALL OPERABLE 
WINDOWS WITHIN AREA OF WORK

E

A

R
C

H

SZ
R
I

NAO U

O
.

AIC
EI

T
F T

N

.
A
.

R
E

IT

ARC

G
IS
TE
RED

T
C

E

.

10611

CHARLES MARCUS

POSTER

EXPIRES: 12.31.21

DATE SIGNED:

HISTORICAL RENOVATION
PERMIT SET - 12.23.20

1
2

/2
3

/2
0

2
0

 4
:4

7
:3

1
 P

M
B

IM
 3

6
0

:/
/B

e
n

e
d

ic
ti
n

e
 M

o
n

a
st

e
ry

/1
4

2
1

 B
e

n
e

d
ic

ti
n

e
 M

o
n

a
st

e
ry

 C
D

 R
E
V

.r
v

t

PROJECT NO: 1421

DRAWN BY: EJB

CHECKED BY: SGM

MONASTERY -
BASEMENT FLOOR
PLAN

800 N COUNTRY CLUB RD, TUCSON, AZ 85716

THE BENEDICTINE

B-A102.1

12.4.20

© DATE: 12.4.20

SCALE: 1/8" = 1'-0"
1

FLOOR PLAN - MONASTERY - BASEMENT - NEW WORK

KEYNOTES

1.17 CRAWL SPACE AREA

1.18 3'-0" WIDE PIPING AND CONDUIT CHASE

2.137 EXISTING EXTERIOR CAST IN PLACE CONCRETE
STAIR TO REMAIN

2.175 EXISTING WOOD CABINETS CONTAINING EXISTING
ELECTRICAL SWITCHGEAR TO REMAIN - PROVIDE
NEW PAINTED FINISH - REFERENCE ELECTRICAL FOR
ANY ADDITIONAL WORK

3.18 NEW EXTENSION OF EXISTING CAST IN PLACE STAIR -
SEE DETAILS

3.19 NEW CAST IN PLACE CONCRETE RAMP

5.24 DOG DRYING BENCH - COORDINATE WITH INTERIORS
PACKAGE

5.25 DOG WASHING STATION WITH HOT AND COLD WATER
TAPS AND DRAIN TO SEWER - COORDINATE WITH
INTERIORS PACKAGE

5.26 NEW PAINTED STEEL HANDRAIL - 1 1/4" DIAMETER
STEEL PIPE - ANCHOR TO EXISTING  WALL WITH
PREFABRICATED RAIL STANDOFFS EQUAL OF JULIUS
BLUM BRACKET TYPE 275.

6.30 NEW FLOOR FRAMING IN HATCHED AREA - (2) LAYERS
OF 3/4" T+G PLYWOOD SHEATHING ON 2X6 WOOD
JOISTS 16" O.C. SITTING ON SLEEPERS RIPPED TO
HEIGHT NEEDED TO LEVEL OUT THIS FLOOR WITH
THAT TO EAST. AT CONTRACTORS OPTION, A 4"
CONCRETE SLAB ON COMPACTED ABC MAY BE
INSTALLED AT THIS LOCATION IN LIEU OF FRAMING.

8.15 INFILL EXISTING OPENING WITH SALVAGED RED
BRICK MASONRY - SEE STRUCTURAL FOR
ADDITIONAL INFORMATION

8.16 NEW ALUMINUM STOREFRONT

8.17 NEW DOOR AND FRAME PER SCHEDULE - TYP

8.19 NEW GLASS GARAGE DOOR IN EXISTING OPENING

8.22 EXISTING ELEVATOR DOOR WITH ADO - VERIFY
FUNCTION OF ELEVATOR INTERLOCKS AND REPAIR
AS NEEDED. REFERENCE DOOR SCHEDULE FOR
MORE WORK.

10.37 LOCKERS

10.38 BIKE STORAGE RACKS EQUAL OF OFFSET
SIDESTAGE FREESTANDING VERTICAL BIKE RACK
SYSTEM BY GROUNDCONTROL

10.39 EXPANSION JOINT COVER EQUAL OF PEMKO 18/1
ALUMINUM PLATE. 2" WIDTH. ANCHOR TO NEW
FRAMING ONLY.

11.14 NEW ELECTRIC RANGE AND RECIRCULATING HOOD
FOR WARMING ONLY

14.05 EXISTING ELEVATOR TO REMAIN - REFERENCE
"ELEVATOR UPGRADE NOTES" ON B-A102.2 FOR
WORK.

22.27 KITCHEN SINK - SEE PLBG

22.29 NEW MOPSINK - SEE PLBG

22.30 NEW ADA ACCESSIBLE SHOWER - SEE PLBG

26.19 LOCATION OF FLAT PANEL MONITOR SUSPENDED
FROM CEILING

REVISIONS
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A2

3.22

89' - 6"

A2

B-A402

1

B-A402

2

9.56

9.56

9.57

10.41

B-A402
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? ?

E2
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E132 E147A E134
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112

122A

E122A

WINDOW WORK NOTES
PROVIDE MINI BLINDS AT ALL WINDOWS IN ALL 
OFFICE AND CONFERENCE SPACES WITHIN AREA 
OF WORK

REPLACE INSECT SCREENS AT ALL OPERABLE 
WINDOWS WITHIN AREA OF WORK
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PROJECT NO: 1421

DRAWN BY: EJB

CHECKED BY: SGM

MONASTERY - LEVEL 1
FLOOR PLAN

800 N COUNTRY CLUB RD, TUCSON, AZ 85716

THE BENEDICTINE

B-A102.2

12.4.20

© DATE: 12.4.20
SCALE: 1/8" = 1'-0"

1
FLOOR PLAN - MONASTERY - LEVEL 1 - NEW WORK

KEYNOTES

1.19 COMMERCIAL KITCHEN LAYOUT SHOWN FOR
REFERENCE ONLY - THIS SPACE WILL BE STUBBED
OUT FOR A FUTURE TI - SEE MECHANICAL, PLUMBING
AND ELECTRICAL FOR MORE INFORMATION

2.138 EXISTING ORNATE ENTRY DOOR TO REMAIN

2.139 EXISTING BATHROOM - FINISHES TO REMAIN - SEE
MEP DEMO FOR ADDITIONAL INFORMATION - ALL
PIPING DEMOLITION WORK SHALL OCCUR FROM
OTHER SIDE OF WALLS.

2.140 EXISTING INTERIOR DOOR TO REMAIN WITH NEW
HARDWARE - SEE DOOR SCHEDULE

2.141 EXTERIOR DOOR TO REMAIN - SEE DOOR SCHEDULE
FOR ADDITIONAL WORK TO HARDWARE AND SCREEN
DOORS.

3.21 INTEGRALLY COLORED CAST IN PLACE CONCRETE
RAMP WITH EXPOSED ARCHITECTURAL CONCRETE
CHEEK WALLS. NO RAILINGS ARE REQUIRED.
PROVIDE EXPANSIVE MATERIAL BETWEEN RAMP AND
EXISTING WALL. PROVIDE PEMKO ALUMINUM PLATE
AT CONNECTION OF TOP LANDING TO EXISTING
ARCADE.

3.22 PRECAST CONCRETE BENCH / BALUSTRADE
ELEMENT - REMOVE ALL DAMAGED SECTIONS. SITE
CAST NEW PIECES SIZED TO TO MATCH ORIGINAL -
MATCH COLOR AND TEXTURE. AT LOCATIONS WHERE
EXISTING ANCHORAGE TO VERTICAL ELEMENTS IS
DAMAGED OR MISSING, EPOXY ANCHOR NEW
GALVANIZED STEEL MATCHING SIZE AND
CONFIGURATION OF EXISTING.

8.20 EXISTING ORNATE ARCHED ENTRYWAY ELEMENT -
PROVIDE NEW FRAMING AND PLASTER TO
COMPLETE NORTH AND SOUTH COLUMNS TO MATCH
INNER COLUMNS

9.56 FRAME AND GWB MAILBOX KIOSK UNIT - (8) MAILBOX
UNITS TOTAL - COORDINATE WITH INTERIORS
PACKAGE FOR FINISHES.

9.57 FRAME AND GWB MAILBOX KIOSK UNIT AT LOBBY- (4)
MAILBOX UNITS TOTAL ON SOUTH SIDE, COUNTER
AND BUILT IN TRASH ON NORTH SIDE - COORDINATE
WITH INTERIORS PACKAGE FOR FINISHES.

10.41 PACKAGE LOCKERS EQUAL OF LUXER - (5) UNITS
TOTAL - RECESSED INTO WALL PER
MANUFACTURERS INSTRUCTIONS. COORDINATE
POWER AND DATA REQUIREMENTS.

14.04 INFILL EXISTING TRASH CHUTE WITH MINERAL WOOL
INSULATION AT OF EACH ACCESS HATCH. SEAL
HATCH SHUT USING A CONTINUOUS BEAD OF
POLYURETHANE SEALANT. PAINT PORTIONS OF
CHUTE DOOR WHICH ARE CURRENTLY PAINTED..

THE EXISTING BUILDING ELEVATOR IS NOT ADA COMPLIANT.
PER APPEAL TO BUILDING OFFICIAL, THE FOLLOWING STEPS 
AND NO OTHERS WILL BE TAKEN TO IMPROVE ACCESSIBILITY 
WHILE NOT BRINGING THE SYSTEM INTO ADA COMPLIANCE. 
1) HALL CALL BUTTONS WILL BE RELOCATED TO THE ADA 
REACH RANGE. 
2) CAB OPERATION BUTTONS WILL BE RELOCATED TO THE 
ADA REACH RANGE.
3) ELEVATOR WILL BE REPAIRED AND TUNED SUCH THAT IT 
LEVELS PROPERLY AT EACH FLOOR.

IN ADDITION TO THE ABOVE, THE INTERIOR FIXTURES AND 
FINISHES OF THE CAB WILL BE UPGRADED. 

ADA DEFFICIENCIES WHICH WILL REMAIN: 
-SQUARE FOOTAGE OF ELEVATOR CAB IS TOO SMALL FOR 
COMPLIANCE
-GATE STYLE DOOR IS NON-COMPLIANT

ELEVATOR UPGRADE NOTES

REVISIONS

NO. DATE ISSUE



DN

M1

M2

M3

M4

MA MB MC MD ME

M5

M6

2

B-A301

1

B-A301

3

B-A301

1

B-A302

2

B-A302

OFFICE (NE)

237
368 SF

OFFICE (NE)*

236A
186 SF

ATTIC
SPACE

207B
359 SF

OFFICE*

207
211 SF

QUIET ROOM

203
115 SF

CONF 12

241
340 SF

LOUNGE

200A
115 SF

OPEN
OFFICE

245
211 SF

ADA TOILET

247A
56 SF

OPEN
OFFICE*

254
393 SF

JAN.

249
86 SF

OFFICE*

255
102 SF

OFFICE*

257
105 SF

OFFICE*

259
105 SF

OFFICE*

261
105 SF

OFFICE*

267
105 SF

OPEN
OFFICE*

262
537 SF

OPEN
OFFICE

260
272 SF

OPEN
OFFICE*

264
488 SF

OFFICE*

271
105 SF

OFFICE*

273
104 SF

OFFICE*

265
113 SF

OFFICE*

263
113 SF

OFFICE*

277
104 SF

OFFICE*

279
104 SF

OFFICE*

285
106 SF

OFFICE*

283
104 SF

OFFICE*

287
125 SF

OFFICE*

289
127 SF

OPEN
OFFICE

268
596 SF

ADA TOILET

266B
65 SF

ADA TOILET

266C
57 SF

OFFICE*

281
104 SF

OFFICE*

275
104 SF

OPEN
OFFICE

205
354 SF

TOILET

265A
48 SF

LOUNGE

250A
109 SF

IDF

258
83 SF

ELECT.

248
83 SF

OFFICE*

206
133 SF

CORR.

234
346 SF

B-XA431

3

OFFICE*

208
134 SF

ADA TOILET

247B
55 SF

ADA TOILET

247D
54 SF

B-A203

2

B-A203

1

B-A203

3

B-A204

2

B-A204

3

B-A204

4

B-A204

1

TOILET

247C
53 SF

ADA TOILET

266A
68 SF

TOILET

266D
61 SF

OFFICE

211
128 SF

OFFICE

213
120 SF

OFFICE

215
127 SF

OFFICE

217
127 SF

OFFICE

221
127 SF

OFFICE

223
127 SF

OFFICE

225
153 SF

OFFICE

227
153 SF

OFFICE

212
118 SF

CORR.

200
1321 SF

E289A

E289

E287

E287A

E285

E285A

E283

E283AE281A

E268

E281E279

E279AE277A

E277E275

E275AE273A

E273

266A

266B

E264

E271

E271AE269A

E269E267

E267A

E265

E262

E265BE263A

E265A

E263

E260

E261

E261A

E259

E259A

248

E257

E249

E254A

E257AE255A

E255E253

E246A

E244A

247A247B

247C 247D

E243

E241

E201

E203

E203A

E205

E206

E206A

E208A

E208

E207

E205A

E207A E207B

OFFICE

219
127 SF ADA TOILET

230
52 SF

COFFEE BAR

228B
229 SF

LOUNGE

228A
202 SF

211

212

213

214

215 217

216 218

219 221

220 222

223 225

224

227

229

230

?

?
?

?

?
?

E233

E232

E234A

E235

E236

E236A

E236B

E236H

E236C

E236E

E236G

E237E237B

E237A

2

B-XA311

1

B-XA311

STOR.

234A
107 SF

STAIR

E200
107 SF

CORR.

210
994 SF

OPEN
OFFICE

205A
285 SF

OFFICE*

253
102 SF

OFFICE*

251
113 SF

E251A E253A

CORR.

250
1360 SF

STAIR

SW200
112 SF

B-A421

6

B-A421

10

SIM

B-A421

11

B-A421

12

B-XA4022 1

258E254

S
T

A
IR

M
A

IN
2
0

0
1
5
2
 S

F

PATIO CORR.

233
512 SF

S
T

A
IR

N
E

2
0

0
9
8
 S

F

OFF. STOR.

235
92 SF

OFFICE (NE)

237A
103 SF

OFF. STOR.

237B
91 SF

E236D

E236F

A4

A2

A4

B-A403 2

B-A403 4 B-A4033

B-A403 5

AL11

E210A

CORR.

247
118 SF

CORR.

266
129 SF

22.29

2.142

2.139

6.26

OFFICE (NE)*

236C
175 SF

TOILET

236B
58 SF

CORR.

236
252 SF

OPEN
OFFICE

201
340 SF

BOOTH

202
34 SF

BOOTH

204
25 SF

STOR.

210A
70 SF

E210A
EL2

ELEV.

L2
30 SF

OFFICE

214
149 SF

OFFICE

216
139 SF

OFFICE

218
129 SF

OFFICE

220
129 SF

OFFICE

222
139 SF

OFFICE

226
142 SF

OFFICE

224
139 SF

226

228A

JAN.

229
45 SF

OFFICE

240
103 SF

OFFICE

242
103 SF

OFFICE

244
103 SF

CONF. 6

246
106 SF

E240

E240A

E242A

E242

E244

E246

E245

BREAK
ROOM

243
164 SF

E252

OFFICE*

252
105 SF

E251

OFFICE*

269
105 SF

266C

266D

B-A443

3

B-A444

3

B-A446

2

B-A403

1

E210

14.04

8.22

14.05

5.215.21

5.215.21

E2

E2

E2

E2

E2

E2

E2

E2

E2

E2

E2

E2

E2

E2

E2

E2

E2

A4

A4

E2 E2

E2

E2

E2

E2

E2

E2

E1 E2 E2 E2 E2 E2 E2 E2 E2 E2 E2 E2 E2 E2

E2 E2 E2 E2 E2 E2 E2

E2 E2 E2 E2 E2

E2
E2

E2

E2

E1

E2E2

E2

E1

E2

E2E2

E2A2

E1

E2

A4

E2

E1

E2

E2

A2

E2

E2

E2

E2

E2

E2

E2

E2

E2

E2

E1

E1 E1E1 E1

E1

E1

A4

E2A2A2A2A2A2A2A2A2

E2 A2 A2 A2 A2 A2 A2 A2 A2

A2 A2 A2

A2 A2 A2

A2

E1 E1

E1 E1

E2

E1

E1

E1

A2

A2

A4

E1E1

E1

E1

2

B-A447

2

B-A447

6' - 0 5/8"

3 5/8"

8' - 10 7/8" 3 5/8" 11' - 2 3/8" 3 5/8" 10' - 5 3/4" 3 5/8" 10' - 5 3/4" 3 5/8" 10' - 5 3/4" 3 5/8" 10' - 5 3/4" 3 5/8" 10' - 5 3/4" 3 5/8" 10' - 7 1/2"

3 5/8"

12' - 0 3/4"

3 5/8"

12' - 0 3/4"

3 5/8"

9' - 5"

3 5/8"

9' - 5"

3 5/8"

9' - 5"

3 5/8"

9' - 5"

3 5/8"

9' - 5"

3 5/8"

8' - 11"

3 5/8"

10' - 6"

3' - 7 1/4"3' - 7 1/4"

2
' 
- 

2
 1
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"

2
' 
- 

2
 3
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"

3' - 6 5/8"

3 5/8"
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2
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"

6
"

1
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6
"
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4
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"

1
3
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- 

5
 5

/8
"

3
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/8
"

6
' 
- 

1
 1

/4
"

3
 5

/8
"

1
3

' 
- 

7
 7

/8
"

3' - 9 3/8"

3 5/8"

3' - 6 1/4"

5.265.26

7.367.36

7.367.36

9.55

TYP OF ALL

? ?

A4

E2

250

228B

WINDOW WORK NOTES
PROVIDE MINI BLINDS AT ALL WINDOWS IN ALL 
OFFICE AND CONFERENCE SPACES WITHIN AREA 
OF WORK

REPLACE INSECT SCREENS AT ALL OPERABLE 
WINDOWS WITHIN AREA OF WORK
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PROJECT NO: 1421

DRAWN BY: EJB

CHECKED BY: SGM

MONASTERY - LEVEL 2
FLOOR PLAN

800 N COUNTRY CLUB RD, TUCSON, AZ 85716

THE BENEDICTINE

B-A102.3

12.4.20

© DATE: 12.4.20SCALE: 1/8" = 1'-0"
1

FLOOR PLAN - MONASTERY - LEVEL 2 - NEW WORK

KEYNOTES

2.139 EXISTING BATHROOM - FINISHES TO REMAIN - SEE
MEP DEMO FOR ADDITIONAL INFORMATION - ALL
PIPING DEMOLITION WORK SHALL OCCUR FROM
OTHER SIDE OF WALLS.

2.142 EXISTING STAIR UP TO OFFICE AREA TO REMAIN

5.21 NEW PAINTED STEEL GUARD RAIL SYSTEM AT TOP
OF EXISTING LOW WALL AT RAISED WALKWAYS - SEE
DETAILS .

5.26 NEW PAINTED STEEL HANDRAIL - 1 1/4" DIAMETER
STEEL PIPE - ANCHOR TO EXISTING  WALL WITH
PREFABRICATED RAIL STANDOFFS EQUAL OF JULIUS
BLUM BRACKET TYPE 275.

6.26 BUILT-IN BREAK AREA/BAR MILLWORK - REFERENCE
INTERIORS PACKAGE FOR MATERIALS AND
DETAILING

7.36

7.36 RECOAT EXISTING ROOF AT PEDESTRIAN AREA -
MATCH EXISTING PRODUCT

8.22 EXISTING ELEVATOR DOOR WITH ADO - VERIFY
FUNCTION OF ELEVATOR INTERLOCKS AND REPAIR
AS NEEDED. REFERENCE DOOR SCHEDULE FOR
MORE WORK.

9.55 PATCH FLOORING AT REMOVAL OF LOW PIPE CHASE
UNIT FROM STOCK OF SALVAGED FLOORING
MATERIAL.

14.04 INFILL EXISTING TRASH CHUTE WITH MINERAL WOOL
INSULATION AT OF EACH ACCESS HATCH. SEAL
HATCH SHUT USING A CONTINUOUS BEAD OF
POLYURETHANE SEALANT. PAINT PORTIONS OF
CHUTE DOOR WHICH ARE CURRENTLY PAINTED..

14.05 EXISTING ELEVATOR TO REMAIN - REFERENCE
"ELEVATOR UPGRADE NOTES" ON B-A102.2 FOR
WORK.

22.29 NEW MOPSINK - SEE PLBG

REVISIONS

NO. DATE ISSUE



DN

M1

M2

M3

M4

MA MB MC MD ME

M5

M6

2

B-A301

1

B-A301

3

B-A301

1

B-A302

2

B-A302

TOILET

303
67 SF

ROOF DECK

301
4046 SF

ADA TOILET

305
59 SF

GAME
ROOM/LOUNGE

307
329 SF

COMMUNITY
BAR

300
456 SF

B-XA431

4

B-A203

2

B-A203

1

B-A203

3

B-A204

2

B-A204

3

B-A204

4

B-A204

1

E301B

E
3
0
0
A

E300

3
0
5

2

B-XA311

1

B-XA311

CORR.

302
93 SF

STOR.

306
20 SF

LOUNGE

302B
60 SF

S
T

A
IR

M
A

IN
3
0

0
1
2
0
 S

F

STAIR

E300
73 SF

NOTE THAT EXISTING LANDING HEIGHT FOR 
THIS STAIR IS APPROXIMATELY 5" HIGHER 
THAN SURFACE OF ROOFING AS A RESULT, 
RAMPING IS NOT REQUIRED AT THIS LOCATION 

B-A421

13

A2A2

A2

B-A403

7

6

8.21

5.28

22.31

4.10

7.317.31

5.13

9.469.469.46

8.21

6.28

8.21
8.219.47

6.27

7.32

7.33

5.27

E
3
0
6

E
3
0
4

3
0
0
Z

PENT.
ACCESS

304
41 SF

ELEV.

L4
30 SF

B-A443

4

B-A444

4

14.04

8.22

14.05

E
3
0
3

5.13

5.13

E2

E2 E2

E2

E2

E2

E2

A2

E2

A3 E2

E2

A3

E2

E2

E2

E2 E2

E2

E2

E2

E2

E2

E2

E2

1

B-A447

1

B-A447

WINDOW WORK NOTES
PROVIDE MINI BLINDS AT ALL WINDOWS IN ALL 
OFFICE AND CONFERENCE SPACES WITHIN AREA 
OF WORK

REPLACE INSECT SCREENS AT ALL OPERABLE 
WINDOWS WITHIN AREA OF WORK
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PROJECT NO: 1421

DRAWN BY: EJB

CHECKED BY: Checker

MONASTERY - LEVEL 3
FLOOR PLAN

800 N COUNTRY CLUB RD, TUCSON, AZ 85716

THE BENEDICTINE

B-A102.4

12.4.20

© DATE: 12.4.20
SCALE: 1/8" = 1'-0"

1
FLOOR PLAN - MONASTERY - LEVEL 3 - NEW WORK

KEYNOTES

4.10 EXISTING CAST STONE PARAPET CAP TO REMAIN -
REMOVE ANY PROTRUDING CAULKING OR PREVIOUS
PATCHWORK - CAULK JOINTS BETWEEN UNITS -
PREP ENTIRE SURFACE AND APPLY ELASTOMERIC
PAINT TO ALL SIDES

5.13 NEW PAINTED STEEL GUARDRAIL ANCHORED TO TOP
OF EXISTING PARAPET WALL - PAINTED FINISH - SEE
DETAILS

5.27 1X2 PAINTED TUBESTEEL GUARD RAIL WITH POSTS 5'
O.C. ANCHORED TO EXISTING ROOF CONCRETE SLAB
- PATCH ROOFING

5.28 NEW CONTINUOUS CURVED PAINTED STEEL
HANDRAIL AT OUTSIDE OF WINDER STAIR - ANCHOR
TO WALL

6.27 SCRIBE PAVER SYSTEM AROUND EXISTING WOOD
RAMADA COLUMNS - MAINTAIN NO GREATER THAN
1/4" CLEARANCE.

6.28 CUSTOM BAR TOP COUNTER AND CABINETS -
REFERENCE INTERIORS PACKAGE FOR MATERIALS
AND DETAILING

7.31 NEW CONCRETE PAVER SYSTEM EQUAL OF WESTILE
PLAZA PAVER - GIBRALTAR SERIES IN NATURAL
COLOR - ON PLASTIC ADJUSTIBLE STANDOFFS -
RECOAT EXISTING BUILT UP ROOF PRIOR TO
INSTALLATION OF PAVER SYSTEM

7.32 PROVIDE PLIDEK WATERPROOFING SYSTEM AT
LANDING AREA AND FRAMED RAMP DESCRIBED IN
NOTE 7.33

7.33 WOOD FRAMED RAMP ON TOP OF CONCRTE DECK TO
CONNECT TO PAVER SYSTEM

8.21 EXISTING STEEL SASH WINDOW - INSTALL NEW
MUNTINS TO MATCH EXISTING WHERE THEY WERE
REMOVED FOR EQUIPMENT AND REGLAZE MISSING
LITES - PAINT ALL STEEL FRAMING INSIDE AND OUT -
INSTALL ROLLER SHADES

8.22 EXISTING ELEVATOR DOOR WITH ADO - VERIFY
FUNCTION OF ELEVATOR INTERLOCKS AND REPAIR
AS NEEDED. REFERENCE DOOR SCHEDULE FOR
MORE WORK.

9.46 NEW WINDOW

9.47 NEW PARTITION FOR GAME ROOM BOOTHS -
CONNECT TO UNDERSIDE OF LOW ALCOVE AND
EXTEND TO 42" AFF. PROVIDE SOLID CLEAR FINISHED
WOOD CAP AT PORTION NOT BENEATH ALCOVE.

14.04 INFILL EXISTING TRASH CHUTE WITH MINERAL WOOL
INSULATION AT OF EACH ACCESS HATCH. SEAL
HATCH SHUT USING A CONTINUOUS BEAD OF
POLYURETHANE SEALANT. PAINT PORTIONS OF
CHUTE DOOR WHICH ARE CURRENTLY PAINTED..

14.05 EXISTING ELEVATOR TO REMAIN - REFERENCE
"ELEVATOR UPGRADE NOTES" ON B-A102.2 FOR
WORK.

22.31 NEW LOW PROFILE ROOF DRAIN SCREEN AT ALL
EXISTING ROOF DRAINS

REVISIONS

NO. DATE ISSUE



M1

M2

M3

M4

MA MB MC MD ME

M5

M6

7.11

7.12

7.12

7.11

7.12

7.12

7.11

3.12

3.12

7.117.11

7.117.11

7.11

7.317.31

9.35

E

A

R
C

H

SZ
R
I

NAO U

O
.

AIC
EI

T
F T

N

.
A
.

R
E

IT

ARC

G
IS
TE
RED

T
C

E

.

10611

CHARLES MARCUS

POSTER

EXPIRES: 12.31.21

DATE SIGNED:

HISTORICAL RENOVATION
PERMIT SET - 12.23.20

1
2

/2
3

/2
0

2
0

 4
:4

8
:0

8
 P

M
B

IM
 3

6
0

:/
/B

e
n

e
d

ic
ti
n

e
 M

o
n

a
st

e
ry

/1
4

2
1

 B
e

n
e

d
ic

ti
n

e
 M

o
n

a
st

e
ry

 C
D

 R
E
V

.r
v

t

PROJECT NO: 1421

DRAWN BY: Author

CHECKED BY: Checker

MONASTERY - ROOF
PLAN

800 N COUNTRY CLUB RD, TUCSON, AZ 85716

THE BENEDICTINE

B-A103

12.4.20

© DATE: 12.4.20
SCALE: 1/8" = 1'-0"

1
ROOF PLAN - MONASTERY

KEYNOTES

3.12 REMOVE MOLD, REHAB AND REPAIR EXISTING CAST
STONE AT SOUTHWEST BALCONY AND COPING
DETAILING - REMOVE UNSOUND AND POORLY
APPLIED PATCH MATERIAL. REPLACE/REPOINT
MORTAR TO MATCH - VERIFY IF RE-CASTING ANY
DAMAGED OR MISSING PIECES IS REQUIRED AND
COORDINATE WITH ARCHITECT - REFERENCE
ALLOWANCE SCHEDULE / G000

7.11 CLAY TILE ROOFING - NO WORK ANTICIPATED OTHER
THAN MINOR MISC REPAIRS - REFERENCE
ALLOWANCE SCHEDULE / G000

7.12 BUILT-UP ROOFING - NEW WALK SURFACE FOR THE
ENTIRE AREA - REFERENCE ALLOWANCE SCHEDULE /
G000

7.31 NEW CONCRETE PAVER SYSTEM EQUAL OF WESTILE
PLAZA PAVER - GIBRALTAR SERIES IN NATURAL
COLOR - ON PLASTIC ADJUSTIBLE STANDOFFS -
RECOAT EXISTING BUILT UP ROOF PRIOR TO
INSTALLATION OF PAVER SYSTEM

9.35 EXISTING TILE DOME - NO WORK

REVISIONS

NO. DATE ISSUE



M1

M2

M3

M4

MA MB MC MD ME

R

M5

M6

011011C

011D

011A

003

008A

008B

012010

013 L0

004A

003A

005

007D

007

007C007A

001

001A

000A 002A

003

004

000

005A007B009

008

015

EC1

9' - 0" A.F.F.
EC1

8' - 6" A.F.F.

EC1

6' - 10" A.F.F.
EC1

8' - 6" A.F.F.

C1

8' - 5" A.F.F.

EC1

8' - 7" A.F.F.

EC1

8' - 7" A.F.F.

EC1

7' - 6" A.F.F.
EC1

8' - 7" A.F.F.

002

C4

9' - 6" A.F.F.

EC1

8' - 2" A.F.F.

EC1

7' - 0" A.F.F.

EC1

8' - 1" A.F.F.

EC1

8' - 6" A.F.F.

004B

EC1

8' - 1" A.F.F.

EC1

8' - 4" A.F.F.

EC1

8' - 4" A.F.F.

EC1

8' - 4" A.F.F.

EC1

8' - 0" A.F.F.

EC1

8' - 1" A.F.F.

EC1

8' - 2" A.F.F.

EC1

8' - 11" A.F.F.

C4

9' - 6" A.F.F.

C4

9' - 6" A.F.F.

EC1

8' - 1" A.F.F.

C1

8' - 6" A.F.F.

C1

8' - 6" A.F.F.

9.49 9.49 9.41

9.41

9.419.41

9.41

9.41

9.50 9.50

9.50

9.50 9.41 9.41 9.419.50

9.419.41

9.419.41

9.40

9.419.41

9.49 9.41 9.41 9.41

3.20

C1

8' - 7" A.F.F.

C4

C5

C5

C1

C5

23.1323.13

9.51 9.51 9.51

EC1

8' - 0" A.F.F.

9.52

EC1

7' - 8" A.F.F.
EC1

7' - 8" A.F.F.

EC1

7' - 8" A.F.F.

9.52

9.419.41

9.419.419.41

9.41

26.19
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0
"

2
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0
"

4
' 
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0
"

1
' 
- 

8
 1

/4
"

1' - 6"

4' - 6 1/2"

1' - 6"

CROSSHATCH 
INDICATES 
DUCTLINER

RCP LEGEND

LIGHT FIXTURES LEGEND - SEE ELECTRICAL

SURFACE MOUNTED - LINEAR

RECESSED CAN DOWNLIGHT

CEILING FAN WITH LIGHT

WALL MOUNTED - EXTERIOR

SUSPENDED - PENDANT (MULTIPLE 
TYPES - SEE ELECT.) 

WALL MOUNTED - SCONCE

WALL MOUNTED - LINEAR

AIR DEVICE FIXTURES LEGEND - SEE MECHANICAL

EXHAUST GRILLE

AIR RETURN GRILLE

AIR SUPPLY GRILLE

EQUIPMENT ACCESS LEGEND - SEE DETAILS & SPECS

FCU ACCESS DOOR

SURFACE MOUNTED - DRUM

UNLESS OTHERWISE NOTED ON PLAN

SURFACE MOUNTED - ROUND (GARAGE -
SEE ELECT.)

C1

EC1

C2

C3

C4

C5

C6

C7

EC6

EC7

GYPSUM WALL BOARD W/ LIGHT HOCK & 
TROWEL TEXTURE - PROVIDE PAINTED FINISH

EXISTING PLASTER CEILING - CLEAN, PATCH, 
PREP, & PROVIDE NEW PAINTED FINISH -
BLEND BACK & RETEXTURE AROUND PATCHES 
AS REQUIRED - SEE ALLOWANCE SCHED G/000

2X6 GRID ACOUSTICAL CEILING TILE SYSTEM -
TEGULAR TILE EQUAL OF ARMSTRONG CALLA 
IN WHITE

2X4 GRID ACOUSTICAL CEILING TILE SYSTEM -
TEGULAR TILE EQUAL OF ARMSTRONG CALLA 
IN WHITE

EXPOSED EXISTING JOISTS:
-PREP & PAINT JOISTS
-WHERE INDICATED (BY CROSSHATCH) INSTALL 
NEW 2" THICK BLACK DUCTLINER
-WHERE INDICATED ON RCPS, INSTALL NEW 
ACOUSTICAL CEILING CLOUDS - REFERENCE 
ASSEMBLY TYPES

EXPOSED CONCRETE SLAB - REMOVE ANY 
EXPOSED FASTENERS & CLEAN SURFACE

(1) NEW LAYER OF GWB OVER EXISTING 
PLASTER AND GLUEON ACOUSTICAL PANEL 
CEILING - PRESERVE EXISTING DECORATIVE 
CORBELS

EXPOSED EXISTING JOISTS:
-PREP & PAINT JOISTS
-INSTALL NEW R38 SCRIM-FACED BATT

EXISTING OPEN CEILING - NO WORK

ORNATE CHAPEL CEILING - NO WORK OTHER 
THAN THAT TO PATCH OPENINGS MADE FOR 
FIRE SPRINKLER INSTALLATION

COORDINATE WITH INTERIORS PACKAGE FOR 
INFORMATION ON FINISHES AND COLORS

E

A

R
C

H

SZ
R
I

NAO U

O
.

AIC
EI

T
F T

N

.
A
.

R
E

IT

ARC

G
IS
TE
RED

T
C

E

.

10611

CHARLES MARCUS

POSTER

EXPIRES: 12.31.21

DATE SIGNED:

HISTORICAL RENOVATION
PERMIT SET - 12.23.20

1
2

/2
3

/2
0

2
0

 4
:4

8
:1

5
 P

M
B

IM
 3

6
0

:/
/B

e
n

e
d

ic
ti
n

e
 M

o
n

a
st

e
ry

/1
4

2
1

 B
e

n
e

d
ic

ti
n

e
 M

o
n

a
st

e
ry

 C
D

 R
E
V

.r
v

t

PROJECT NO: 1421

DRAWN BY: EJB

CHECKED BY: Checker

MONASTERY -
BASEMENT RCP

800 N COUNTRY CLUB RD, TUCSON, AZ 85716

THE BENEDICTINE

B-A104.1

12.4.20

© DATE: 12.4.20

SCALE: 1/8" = 1'-0"
1

LEVEL 0-M

KEYNOTES

3.20 CONCRETE INFILL OF ALTAR LIFT - SEE STRUCTURAL

9.40 METAL FRAMED BULKHEAD WITH PAINTED GWB
FINISH

9.41 LAMINATE NEW GWB ON WALL OR COLUMN BETWEEN
LINE OF DEMOLISHED CEILING AND STRUCTURE
ABOVE - FLOAT AS NEEDED TO FLUSH OUT WITH
SURFACE OF PLASTER BELOW - TEXTURE TO MATCH
EXISTING PLASTER - PAINT.

9.49 EXPOSED CONCRETE BEAM - CLEAN AND REMOVE
ANY PROTRUSIONS WHICH WILL INTERFERE WITH
OTHER WORK

9.50 EXISTING PLASTER FORMERLY COVERED WITH
WOOD PANELING - REFERENCE DEMO PLANS FOR
PATCHING - PROVIDE PAINTED FINISH

9.51 PATCH PLASTER CEILING AT REMOVAL OF PARTITION
WALL / SOFFIT - FEATHER NEW TEXTURE TO MATCH
EXISTING 12"

9.52 EXISTING LIGHTWELL TO REMAIN - CONNECT NEW
PARTITIONS TO EXISTING LINE OF CEILING /
LIGHTWELL

23.13 EXISTING DUCTWORK IN THIS AREA IS TO BE
EXPOSED - RELOCATE AS HIGH IN THE SPACE AS
FEASIBLE. REWORK AND RESUPPORT SIDEWALL
REGISTERS AS NEEDED.

26.19 LOCATION OF FLAT PANEL MONITOR SUSPENDED
FROM CEILING

REVISIONS

NO. DATE ISSUE



M1

M2

M3

M4

7 8 9 10 11

MA MB MC MD ME

R

S
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V

21

M5

M6

C100A

C100
C101

C105A C105B C105C

C105
C105D C115

C105G C105F

C110
C105E

C101A

C107

C106

C104

C102

105

103

106

100A

100

MAIN100

111

113

119

122

102

104

130

132 130A 130B

131135

136

138

133B 133A

134

139

141A

141
143

145 147A 147 149 151 153 155

150 152

157 157B

157A

EC1

9' - 0" A.F.F.

EC1

9' - 0" A.F.F.

EC1

9' - 0" A.F.F.

EC1

9' - 0" A.F.F.

EC1

9' - 0" A.F.F.

EC1

9' - 0" A.F.F.

EC1

7' - 6" A.F.F.

EC1

9' - 0" A.F.F.

EC1

9' - 0" A.F.F.

EC1

9' - 0" A.F.F.

EC1

10' - 0" A.F.F.

EC1

8' - 0" A.F.F.

EC1

9' - 4" A.F.F.

EC1

8' - 0" A.F.F.

EC1

9' - 8" A.F.F.

EC1

8' - 0" A.F.F.

EC1

9' - 7 3/8" A.F.F.

EC1

8' - 0" A.F.F.EC1

9' - 7 3/8" A.F.F.

EC1

8' - 0" A.F.F.

E
C

1

9'
 -

0"
 A

.F
.F

.

EC1

8' - 0" A.F.F.

EC1

8' - 0" A.F.F.

C3

9' - 0" A.F.F.

C3

9' - 0" A.F.F.

C1

8' - 0" A.F.F.

C1

8' - 0" A.F.F.

EC1

7' - 2" A.F.F.

EC1

9' - 4" A.F.F.

C1

10' - 0" A.F.F.

EC1

10' - 0" A.F.F.

EC1

8' - 0" A.F.F.

C1

8' - 0" A.F.F.

C1

9' - 8" A.F.F.

EC1

9' - 8" A.F.F.

EC1

10' - 0" A.F.F.

C1

9' - 4" A.F.F.

EC1

8' - 0" A.F.F.

EC1

9' - 6" A.F.F.
EC1

9' - 6" A.F.F.

133
C1

8' - 0" A.F.F.

EC1

10' - 0" A.F.F.
EC1

10' - 0" A.F.F.

EC1

10' - 0" A.F.F.

EC1

9' - 4" A.F.F.

EC1

10' - 0" A.F.F.

EC1

10' - 0" A.F.F. EC1

10' - 0" A.F.F.

EC1

10' - 0" A.F.F.

EC1

10' - 0" A.F.F.

EC1

10' - 0" A.F.F.

EC1

10' - 0" A.F.F.
EC1

10' - 0" A.F.F.
EC1

7' - 0" A.F.F.

EC1

7' - 0" A.F.F.

EC1

7' - 0" A.F.F.

EC1

9' - 10" A.F.F.

EC1

8' - 2" A.F.F.

EC7

EC6

134A

8.14

8.14

8.14

8.14

8.14 8.14 8.14 8.14

9.42

9.43

2.136

6.25

6.25 6.25

C1

10' - 8" A.F.F.

EC6

NE100

115 117

120

121

123

125

EC1

8' - 0" A.F.F.

C7

124

126

EC1

8' - 0" A.F.F.

EC1

8' - 6" A.F.F.

EC1

8' - 6" A.F.F.

EC1

9' - 7" A.F.F.EC1

8' - 0" A.F.F.

EC1

8' - 0" A.F.F.

EC7

C111

159 161

160

158

156154
EC1

9' - 7" A.F.F.

EC1

9' - 7" A.F.F.

EC1

9' - 7" A.F.F.

EC1

9' - 7" A.F.F.

EC1

9' - 7" A.F.F.

EC1

9' - 7" A.F.F.

EC7

NO WORK IN THIS AREA OTHER THAN FIRE 

SPRINKLER AND ALARM INSTALLATION 

AND ANY PATCHING OF SURFACES 
RELATED TO SAID INSTALLATION

NO WORK IN THIS AREA OTHER THAN FIRE 

SPRINKLER AND ALARM INSTALLATION 

AND ANY PATCHING OF SURFACES 
RELATED TO SAID INSTALLATION

C6

9' - 4" A.F.F.

9.519.51

C1

7' - 2" A.F.F.

9.42
E

C
1

9'
 -

0"
 A

.F
.F

.

EC1

8' - 0" A.F.F.

EC1

8' - 0" A.F.F.

EC1

9' - 8" A.F.F.

EC1

9' - 2" A.F.F.

C1

9' - 2" A.F.F.

EC1

8' - 0" A.F.F.

9.51

9.51

9.51

9.51

6.25

2.135

2.135

2.1352.135

NOTE THAT EXISTING MECHANICAL 

SYSTEM IS TO BE EXTENDED INTO 

THE HATCHED AREA - MECHANICAL 
CONTRACTOR SHALL DETERMINE 

ROUTING, DUCT SIZING AND 

REGISTER PLACEMENT - NOTIFY 

ARCHITECT OF ANY ISSUES WITH 
CEILING HEIGHTS NOTED.

6.25

9.539.53

9.539.53

9.439.43

EC1

9' - 4" A.F.F.

C1

7' - 0" A.F.F.C1

10' - 0" A.F.F.

C1

7' - 0" A.F.F.

C1

7' - 0" A.F.F.

C1

7' - 0" A.F.F.

EC1

9' - 8" A.F.F.

EC1

9' - 8" A.F.F.

8.14

C1

9' - 4" A.F.F.

C1

9' - 4" A.F.F.

C1

9' - 4" A.F.F.

C1

9' - 4" A.F.F.

C1

9' - 4" A.F.F.

C1

9' - 4" A.F.F.

C1

9' - 4" A.F.F.

C1

9' - 4" A.F.F.

100B

1
0

9

1
0

7

C3

9' - 0" A.F.F.

C1

7' - 2" A.F.F.

EC1

10' - 0" A.F.F.

C1

10' - 0" A.F.F.

EC1

9' - 7" A.F.F.

E
C

1

7'
 -

2"
 A

.F
.F

.

C1

9' - 8" A.F.F.

RCP LEGEND

LIGHT FIXTURES LEGEND - SEE ELECTRICAL

SURFACE MOUNTED - LINEAR

RECESSED CAN DOWNLIGHT

CEILING FAN WITH LIGHT

WALL MOUNTED - EXTERIOR

SUSPENDED - PENDANT (MULTIPLE 
TYPES - SEE ELECT.) 

WALL MOUNTED - SCONCE

WALL MOUNTED - LINEAR

AIR DEVICE FIXTURES LEGEND - SEE MECHANICAL

EXHAUST GRILLE

AIR RETURN GRILLE

AIR SUPPLY GRILLE

EQUIPMENT ACCESS LEGEND - SEE DETAILS & SPECS

FCU ACCESS DOOR

SURFACE MOUNTED - DRUM

UNLESS OTHERWISE NOTED ON PLAN

SURFACE MOUNTED - ROUND (GARAGE -
SEE ELECT.)

C1

EC1

C2

C3

C4

C5

C6

C7

EC6

EC7

GYPSUM WALL BOARD W/ LIGHT HOCK & 
TROWEL TEXTURE - PROVIDE PAINTED FINISH

EXISTING PLASTER CEILING - CLEAN, PATCH, 
PREP, & PROVIDE NEW PAINTED FINISH -
BLEND BACK & RETEXTURE AROUND PATCHES 
AS REQUIRED - SEE ALLOWANCE SCHED G/000

2X6 GRID ACOUSTICAL CEILING TILE SYSTEM -
TEGULAR TILE EQUAL OF ARMSTRONG CALLA 
IN WHITE

2X4 GRID ACOUSTICAL CEILING TILE SYSTEM -
TEGULAR TILE EQUAL OF ARMSTRONG CALLA 
IN WHITE

EXPOSED EXISTING JOISTS:
-PREP & PAINT JOISTS
-WHERE INDICATED (BY CROSSHATCH) INSTALL 
NEW 2" THICK BLACK DUCTLINER
-WHERE INDICATED ON RCPS, INSTALL NEW 
ACOUSTICAL CEILING CLOUDS - REFERENCE 
ASSEMBLY TYPES

EXPOSED CONCRETE SLAB - REMOVE ANY 
EXPOSED FASTENERS & CLEAN SURFACE

(1) NEW LAYER OF GWB OVER EXISTING 
PLASTER AND GLUEON ACOUSTICAL PANEL 
CEILING - PRESERVE EXISTING DECORATIVE 
CORBELS

EXPOSED EXISTING JOISTS:
-PREP & PAINT JOISTS
-INSTALL NEW R38 SCRIM-FACED BATT

EXISTING OPEN CEILING - NO WORK

ORNATE CHAPEL CEILING - NO WORK OTHER 
THAN THAT TO PATCH OPENINGS MADE FOR 
FIRE SPRINKLER INSTALLATION

COORDINATE WITH INTERIORS PACKAGE FOR 
INFORMATION ON FINISHES AND COLORS
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PROJECT NO: 1421

DRAWN BY: Author

CHECKED BY: Checker

MONASTERY - LEVEL 1
RCP

800 N COUNTRY CLUB RD, TUCSON, AZ 85716

THE BENEDICTINE

B-A104.2

12.4.20

© DATE: 12.4.20

SCALE: 1/8" = 1'-0"
1

LEVEL 1-M

KEYNOTES

2.135 ORNATE CORBEL ELEMENT - PROTECT FROM HARM -
WORK AROUND THESE WHEN ROUTING MEP.

2.136 ORNATE ARCHED ELEMENT - CAREFULLY INTEGRATE
INTO NEW CEILING

6.25 REWORK BUILT-IN MILLWORK UNIT AT INTERSECTION
OF MECHANICAL SOFFIT - REVIEW WITH ARCHITECT
IN FIELD

8.14 EXISTING DOOR OVERHANG - PAINT

9.24 EXISTING PLASTER CEILING - CLEAN, PATCH, PREP,
AND PROVIDE NEW PAINTED FINISH - BLEND BACK
AND RETEXTURE AROUND PATCHES AS REQUIRED
SEE DEMO PLANS FOR ADDIONAL INFORMATION -
SEE ALLOWANCE SCHEDULE ON G/000.

9.42 MECHANICAL SOFFIT - CLOSED WITH GWB BULKHEAD

9.43 LAMINATE EXPOSED BEAM WITH GWB - PAINT

9.51 PATCH PLASTER CEILING AT REMOVAL OF PARTITION
WALL / SOFFIT - FEATHER NEW TEXTURE TO MATCH
EXISTING 12"

9.53 BREEZEWAY CEILING - PROVIDE PAINTED FINISH -
SEE ELECTRICAL FOR ADDITIONAL WORK.

REVISIONS

NO. DATE ISSUE
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7 8 9 10 11 12
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CC
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21

M5

M6

9.24

207B

207

205

203

241

245

200

200A

244

246

247C

200
247A

247D

254 249

255 257 259 261 263 265A 265 267 271 273 275 277

260 262 264

268

289

287

285279 281 283

266B 266C

266D266A

253251

258

248
247B

208

206

205A

210

211

212

213 215 217 219

214 216 218 220

221 223 225 227

229

230

228B

228A

234234A

237

237A

237B

235

EC1

9' - 0" A.F.F.
EC1

9' - 0" A.F.F.

EC1

9' - 0" A.F.F.

EC1

9' - 0" A.F.F.

EC1

9' - 0" A.F.F.

EC1

9' - 0" A.F.F.

EC1

9' - 0" A.F.F.

EC1

9' - 0" A.F.F.

EC1

9' - 0" A.F.F.

EC1

9' - 0" A.F.F.

EC1

7' - 0" A.F.F.

EC1

7' - 0" A.F.F.

EC1

7' - 0" A.F.F.

EC1

9' - 3" A.F.F.

EC1

9' - 3" A.F.F.

EC1

9' - 3" A.F.F.

EC1

9' - 3" A.F.F.

EC1

9' - 3" A.F.F.

EC1

9' - 3" A.F.F.

EC1

9' - 3" A.F.F.

EC1

9' - 0" A.F.F.

EC1

9' - 3" A.F.F.

EC1

9' - 3" A.F.F.

EC1

9' - 3" A.F.F.

EC1

9' - 3" A.F.F.

266

EC1

9' - 3" A.F.F.

EC1

9' - 3" A.F.F.

EC1

9' - 3" A.F.F.

EC1

9' - 3" A.F.F.

EC1

9' - 3" A.F.F.

EC1

9' - 3" A.F.F.

EC1

9' - 3" A.F.F. EC1

9' - 0" A.F.F.

EC1

9' - 3" A.F.F.

EC1

9' - 3" A.F.F.

EC1

9' - 3" A.F.F.

EC1

9' - 3" A.F.F.

?

? A.F.F.

250

250A

EC1

9' - 3" A.F.F.

EC1

9' - 3" A.F.F.

EC1

8' - 9" A.F.F.

EC1

8' - 9" A.F.F.

247 EC1

9' - 0" A.F.F.

EC1

9' - 0" A.F.F.

EC1

9' - 0" A.F.F.

EC1

9' - 0" A.F.F.

EC1

9' - 0" A.F.F.

C1

8' - 6" A.F.F.

C1

8' - 6" A.F.F.

8.14

8.14

8.14

8.14

6.25

9.42

236A

236C

236B

236

EC1

8' - 0" A.F.F.

EC1

8' - 0" A.F.F.

EC1

8' - 0" A.F.F.

EC1

8' - 0" A.F.F.

EC1

8' - 0" A.F.F.

EC1

8' - 0" A.F.F.

EC1

8' - 0" A.F.F.

EC1

8' - 0" A.F.F.

EC1

8' - 0" A.F.F.

EC1

8' - 0" A.F.F.

EC1

9' - 0" A.F.F.

EC1

9' - 0" A.F.F.

201
C1

8' - 0" A.F.F.

MAIN200

EC1

8' - 9" A.F.F.

EC1

9' - 3" A.F.F.

EC1

9' - 3" A.F.F.

EC1

9' - 3" A.F.F.

EC1

9' - 0" A.F.F.

EC1

9' - 0" A.F.F.

EC1

9' - 4" A.F.F.

EC1

9' - 0" A.F.F.

C1

9' - 3" A.F.F.

C1

9' - 3" A.F.F.

C1

8' - 0" A.F.F.

EC1

9' - 3" A.F.F.
EC1

9' - 3" A.F.F.

C7

C7

243
240

242

EC1

8' - 9" A.F.F.

252

222 224 226

2
0

2

2
0

4 210A

9.51

9.51

9.24

9.429.42

9.249.24

9.249.24

9.249.24

9.249.24

9.249.24

9.249.24

9.24

EC1

8' - 0" A.F.F.

9.24

EC1

8' - 0" A.F.F.

9.429.42

C3

8' - 6" A.F.F.

C3

8' - 6" A.F.F.

C3

8' - 6" A.F.F.

C3

8' - 6" A.F.F.

C3

8' - 6" A.F.F.

C3

8' - 6" A.F.F.

C3

8' - 6" A.F.F.

C3

8' - 6" A.F.F.

C3

8' - 6" A.F.F.

C3

8' - 6" A.F.F.

C3

8' - 6" A.F.F.

C3

8' - 6" A.F.F.

C3

8' - 6" A.F.F.

C3

8' - 6" A.F.F.

C3

8' - 6" A.F.F.

C3

8' - 6" A.F.F.

C3

8' - 6" A.F.F.

C1

7' - 6" A.F.F.

C1

7' - 6" A.F.F.

C1

7' - 6" A.F.F.

C1

7' - 6" A.F.F.

C1

7' - 6" A.F.F.

C1

7' - 6" A.F.F.

C1

7' - 6" A.F.F.

C1

7' - 6" A.F.F.

C1

7' - 6" A.F.F.

C1

7' - 6" A.F.F.

C1

7' - 6" A.F.F.

C1

7' - 6" A.F.F.

C1

7' - 6" A.F.F.

C1

7' - 6" A.F.F.

C1

7' - 6" A.F.F.

C1

7' - 6" A.F.F.

C1

7' - 6" A.F.F.

C2

8' - 6" A.F.F.

C1

7' - 6" A.F.F.

C1

7' - 6" A.F.F.

C1

7' - 6" A.F.F.

C
1

8'
 -

6"
 A

.F
.F

.

C
1

8'
 -

6"
 A

.F
.F

.

C1

8' - 6" A.F.F.

RCP LEGEND

LIGHT FIXTURES LEGEND - SEE ELECTRICAL

SURFACE MOUNTED - LINEAR

RECESSED CAN DOWNLIGHT

CEILING FAN WITH LIGHT

WALL MOUNTED - EXTERIOR

SUSPENDED - PENDANT (MULTIPLE 
TYPES - SEE ELECT.) 

WALL MOUNTED - SCONCE

WALL MOUNTED - LINEAR

AIR DEVICE FIXTURES LEGEND - SEE MECHANICAL

EXHAUST GRILLE

AIR RETURN GRILLE

AIR SUPPLY GRILLE

EQUIPMENT ACCESS LEGEND - SEE DETAILS & SPECS

FCU ACCESS DOOR

SURFACE MOUNTED - DRUM

UNLESS OTHERWISE NOTED ON PLAN

SURFACE MOUNTED - ROUND (GARAGE -
SEE ELECT.)

C1

EC1

C2

C3

C4

C5

C6

C7

EC6

EC7

GYPSUM WALL BOARD W/ LIGHT HOCK & 
TROWEL TEXTURE - PROVIDE PAINTED FINISH

EXISTING PLASTER CEILING - CLEAN, PATCH, 
PREP, & PROVIDE NEW PAINTED FINISH -
BLEND BACK & RETEXTURE AROUND PATCHES 
AS REQUIRED - SEE ALLOWANCE SCHED G/000

2X6 GRID ACOUSTICAL CEILING TILE SYSTEM -
TEGULAR TILE EQUAL OF ARMSTRONG CALLA 
IN WHITE

2X4 GRID ACOUSTICAL CEILING TILE SYSTEM -
TEGULAR TILE EQUAL OF ARMSTRONG CALLA 
IN WHITE

EXPOSED EXISTING JOISTS:
-PREP & PAINT JOISTS
-WHERE INDICATED (BY CROSSHATCH) INSTALL 
NEW 2" THICK BLACK DUCTLINER
-WHERE INDICATED ON RCPS, INSTALL NEW 
ACOUSTICAL CEILING CLOUDS - REFERENCE 
ASSEMBLY TYPES

EXPOSED CONCRETE SLAB - REMOVE ANY 
EXPOSED FASTENERS & CLEAN SURFACE

(1) NEW LAYER OF GWB OVER EXISTING 
PLASTER AND GLUEON ACOUSTICAL PANEL 
CEILING - PRESERVE EXISTING DECORATIVE 
CORBELS

EXPOSED EXISTING JOISTS:
-PREP & PAINT JOISTS
-INSTALL NEW R38 SCRIM-FACED BATT

EXISTING OPEN CEILING - NO WORK

ORNATE CHAPEL CEILING - NO WORK OTHER 
THAN THAT TO PATCH OPENINGS MADE FOR 
FIRE SPRINKLER INSTALLATION

COORDINATE WITH INTERIORS PACKAGE FOR 
INFORMATION ON FINISHES AND COLORS
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PROJECT NO: 1421

DRAWN BY: Author

CHECKED BY: Checker

MONASTERY - LEVEL 2
RCP

800 N COUNTRY CLUB RD, TUCSON, AZ 85716

THE BENEDICTINE

B-A104.3

12.4.20

© DATE: 12.4.20
SCALE: 1/8" = 1'-0"

1
LEVEL 2-M

KEYNOTES

6.25 REWORK BUILT-IN MILLWORK UNIT AT INTERSECTION
OF MECHANICAL SOFFIT - REVIEW WITH ARCHITECT
IN FIELD

8.14 EXISTING DOOR OVERHANG - PAINT

9.24 EXISTING PLASTER CEILING - CLEAN, PATCH, PREP,
AND PROVIDE NEW PAINTED FINISH - BLEND BACK
AND RETEXTURE AROUND PATCHES AS REQUIRED
SEE DEMO PLANS FOR ADDIONAL INFORMATION -
SEE ALLOWANCE SCHEDULE ON G/000.

9.42 MECHANICAL SOFFIT - CLOSED WITH GWB BULKHEAD

9.51 PATCH PLASTER CEILING AT REMOVAL OF PARTITION
WALL / SOFFIT - FEATHER NEW TEXTURE TO MATCH
EXISTING 12"

REVISIONS

NO. DATE ISSUE



M3

6

M4

7 8 9 10

11 12

AA

BB

CC

MA MB MC MD ME

U

V

21

301
303

9.24

305

307

300

302

306

EC1

7' - 11" A.F.F.

C1

7' - 8" A.F.F.

EC1

7' - 6" A.F.F.

EC1

7' - 5" A.F.F.

EC1

7' - 4" A.F.F.

EC1

7' - 11" A.F.F.

EC1

7' - 5" A.F.F.

MAIN300

UNDERSIDE OF EXISTING RAMADA -
CLEAN THOROUGHLY AND APPLY 
NEW WOOD SEALER

EC1

8' - 0" A.F.F.C1

7' - 11" A.F.F.

304

L4

302B

EC1

7' - 11" A.F.F.

EC1

7' - 11" A.F.F.

9.48

RCP LEGEND

LIGHT FIXTURES LEGEND - SEE ELECTRICAL

SURFACE MOUNTED - LINEAR

RECESSED CAN DOWNLIGHT

CEILING FAN WITH LIGHT

WALL MOUNTED - EXTERIOR

SUSPENDED - PENDANT (MULTIPLE 
TYPES - SEE ELECT.) 

WALL MOUNTED - SCONCE

WALL MOUNTED - LINEAR

AIR DEVICE FIXTURES LEGEND - SEE MECHANICAL

EXHAUST GRILLE

AIR RETURN GRILLE

AIR SUPPLY GRILLE

EQUIPMENT ACCESS LEGEND - SEE DETAILS & SPECS

FCU ACCESS DOOR

SURFACE MOUNTED - DRUM

UNLESS OTHERWISE NOTED ON PLAN

SURFACE MOUNTED - ROUND (GARAGE -
SEE ELECT.)

C1

EC1

C2

C3

C4

C5

C6

C7

EC6

EC7

GYPSUM WALL BOARD W/ LIGHT HOCK & 
TROWEL TEXTURE - PROVIDE PAINTED FINISH

EXISTING PLASTER CEILING - CLEAN, PATCH, 
PREP, & PROVIDE NEW PAINTED FINISH -
BLEND BACK & RETEXTURE AROUND PATCHES 
AS REQUIRED - SEE ALLOWANCE SCHED G/000

2X6 GRID ACOUSTICAL CEILING TILE SYSTEM -
TEGULAR TILE EQUAL OF ARMSTRONG CALLA 
IN WHITE

2X4 GRID ACOUSTICAL CEILING TILE SYSTEM -
TEGULAR TILE EQUAL OF ARMSTRONG CALLA 
IN WHITE

EXPOSED EXISTING JOISTS:
-PREP & PAINT JOISTS
-WHERE INDICATED (BY CROSSHATCH) INSTALL 
NEW 2" THICK BLACK DUCTLINER
-WHERE INDICATED ON RCPS, INSTALL NEW 
ACOUSTICAL CEILING CLOUDS - REFERENCE 
ASSEMBLY TYPES

EXPOSED CONCRETE SLAB - REMOVE ANY 
EXPOSED FASTENERS & CLEAN SURFACE

(1) NEW LAYER OF GWB OVER EXISTING 
PLASTER AND GLUEON ACOUSTICAL PANEL 
CEILING - PRESERVE EXISTING DECORATIVE 
CORBELS

EXPOSED EXISTING JOISTS:
-PREP & PAINT JOISTS
-INSTALL NEW R38 SCRIM-FACED BATT

EXISTING OPEN CEILING - NO WORK

ORNATE CHAPEL CEILING - NO WORK OTHER 
THAN THAT TO PATCH OPENINGS MADE FOR 
FIRE SPRINKLER INSTALLATION

COORDINATE WITH INTERIORS PACKAGE FOR 
INFORMATION ON FINISHES AND COLORS
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PROJECT NO: 1421

DRAWN BY: EJB

CHECKED BY: Checker

MONASTERY - LEVEL 3
RCP

800 N COUNTRY CLUB RD, TUCSON, AZ 85716

THE BENEDICTINE

B-A104.4

12.4.20

© DATE: 12.4.20

SCALE: 1/8" = 1'-0"
1

LEVEL 3-M

KEYNOTES

9.24 EXISTING PLASTER CEILING - CLEAN, PATCH, PREP,
AND PROVIDE NEW PAINTED FINISH - BLEND BACK
AND RETEXTURE AROUND PATCHES AS REQUIRED
SEE DEMO PLANS FOR ADDIONAL INFORMATION -
SEE ALLOWANCE SCHEDULE ON G/000.

9.48 INSTALL R-38 BATT INSULATION AT UNDERSIDE OF
EXPOSED JOISTS AND PROVIDE NEW GWB CEILING
AND METAL STUD FRAMING AT HIGHEST POSSIBLE
HEIGHT

REVISIONS

NO. DATE ISSUE



LEVEL 1-M
0' - 0"

LEVEL 2-M
11' - 0"

BASEMENT - M2
-9' - 6"

LEVEL 3-M
21' - 8"

LEVEL 3.5-M
30' - 8 1/2"

ROOF-M
36' - 0"

STEEPLE-M
61' - 9"

7.11

3.10

BASEMENT - M3
-8' - 4"

9.35

2.76

8.10

8.10

8.10

TYP.

TYP.

TYP.

5.13

5.22

2.44

TYP OF ALL

5.30

5.31

8.17 8.17

LEVEL 1-M
0' - 0"

LEVEL 2-M
11' - 0"

BASEMENT - M2
-9' - 6"

LEVEL 3-M
21' - 8"

LEVEL 3.5-M
30' - 8 1/2"

ROOF-M
36' - 0"

STEEPLE-M
61' - 9"

8.10

7.11

8.10

7.11

BASEMENT - M3
-8' - 4"

9.35

2.77

2.77

2.76

8.10

8.10

TYP.

TYP.

2.44 2.44

5.21

5.13

5.21

3.12

5.30
16.0116.01

9.37
3.10

TYP OF ALL

TYP OF ALL

5.30

8.178.168.19

EXTERIOR PAINTING NOTES

-PROVIDE PAINTED FINISH FOR ALL ELEMENTS 
SPECIFICALLY INDICATED. 
-ALL NEW STUCCO AND STUCCO PATCHES 
SHALL BE PAINTED
- SCOPE OF PAINTING OF EXISTING STUCCO 
SURFACES TO REMAIN, AND ALL TRIM SHALL 
BE IDENTIFIED IN THE FIELD WITH THE OWNER. 
IT CAN BE ASSUMED THAT WALLS WITH 
EXTENSIVE PATCHING OR OTHER WORK WILL 
BE PAINTED IN THEIR ENTIRETY. 

-PROVIDE ALTERNATE BID PRICING TO PAINT 
ENTIRE EXTERIOR INCLUDING ALL STUCCO 
SURFACES AND ALL TRIM  - FACTORY FINISHED 
ELEMENTS AND EXPOSED CAST STONE OR 
CONCRETE SHALL NOT BE PAINTED
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PROJECT NO: 1421

DRAWN BY: Author

CHECKED BY: Checker

MONASTERY -
ELEVATIONS

800 N COUNTRY CLUB RD, TUCSON, AZ 85716

THE BENEDICTINE

B-A201

12.4.20

© DATE: 12.4.20

SCALE: 1/8" = 1'-0"
1

MONASTERY - NORTH ELEVATION

SCALE: 1/8" = 1'-0"
2

MONASTERY - EAST ELEVATION

KEYNOTES

2.44 HISTORIC EXTERIOR PLASTER WITH PAINTED FINISH -
PRESERVE AND PROTECT - ANY REQUIRED
PATCHING/REPAIRS TO MATCH EXISTING IN EXACT
MATERIAL, TEXTURE, AND COLOR. REFERENCE
PAINT NOTE ON NEW WORK ELEVATIONS.

2.76 EXISTING CAST STONE MONUMENTAL ENTRY
ELEMENT IN GOOD CONDITION - NO WORK.

2.77 EXISTING CAST STONE TO REMAIN - REFERENCE
GENERAL NOTES FOR WORK.

3.10 EXTENSION OF EXISTING STAIR DETAILED IN A
PREVIOUSLY ISSUED PACKAGE.

3.12 REMOVE MOLD, REHAB AND REPAIR EXISTING CAST
STONE AT SOUTHWEST BALCONY AND COPING
DETAILING - REMOVE UNSOUND AND POORLY
APPLIED PATCH MATERIAL. REPLACE/REPOINT
MORTAR TO MATCH - VERIFY IF RE-CASTING ANY
DAMAGED OR MISSING PIECES IS REQUIRED AND
COORDINATE WITH ARCHITECT - REFERENCE
ALLOWANCE SCHEDULE / G000

5.13 NEW PAINTED STEEL GUARDRAIL ANCHORED TO TOP
OF EXISTING PARAPET WALL - PAINTED FINISH - SEE
DETAILS

5.21 NEW PAINTED STEEL GUARD RAIL SYSTEM AT TOP
OF EXISTING LOW WALL AT RAISED WALKWAYS - SEE
DETAILS .

5.22 EXISTING HANDRAIL TO REMAIN - PREP AND PAINT
(GOLD / TAN COLOR TO MATCH EXISTING AS
SELECTED)

5.30 NEW HAND AND GUARDRAIL PER 20/G503 IN NEW
APARTMENT PACKAGE

5.31 LOW DOUBLE UTILITY ACCESS DOOR TO SPACE
BENEATH STAIRS AND PLATFORM - TUNE UP HINGES
AND HARDWARE AND PROVIDE NEW PAINTED FINISH

7.11 CLAY TILE ROOFING - NO WORK ANTICIPATED OTHER
THAN MINOR MISC REPAIRS - REFERENCE
ALLOWANCE SCHEDULE / G000

8.10 EXISTING WINDOW TO REMAIN - SEE WINDOW WORK
NOTES ON NEW WORK PLANS FOR SCOPE AT EACH
WINDOW.

8.16 NEW ALUMINUM STOREFRONT

8.17 NEW DOOR AND FRAME PER SCHEDULE - TYP

8.19 NEW GLASS GARAGE DOOR IN EXISTING OPENING

9.35 EXISTING TILE DOME - NO WORK

9.37 INSTALL NEW 3-COAT STUCCO SYSTEM AT
LOCATIONS WHERE GRADE HAS DROPPED -MATCH
EXISTING TEXTURE - FEATHER 12" MIN ONTO
EXISTING STUCCO SURFACE

16.01 EXISTING ORNAMENTAL LIGHT FIXTURE TO REMAIN -
PREP AND PAINT (GOLD / TAN COLOR TO MATCH
EXISTING AS SELECTED)

REVISIONS

NO. DATE ISSUE



LEVEL 1-M
0' - 0"

LEVEL 2-M
11' - 0"

BASEMENT - M2
-9' - 6"

LEVEL 3-M
21' - 8"

LEVEL 3.5-M
30' - 8 1/2"

ROOF-M
36' - 0"

STEEPLE-M
61' - 9"

2.44

BASEMENT - M3
-8' - 4"

7.11

7.11

9.35

5.22

9.39

8.12

8.10 TYP.

8.12

5.13

7.11

8.10 TYP.

8.10 TYP.

5.30

2.61 TYP.

2.442.44

LEVEL 1-M
0' - 0"

LEVEL 2-M
11' - 0"

BASEMENT - M2
-9' - 6"

LEVEL 3-M
21' - 8"

LEVEL 3.5-M
30' - 8 1/2"

ROOF-M
36' - 0"

STEEPLE-M
61' - 9"

2.45

3.12

BASEMENT - M3
-8' - 4"

9.35

7.11

2.76

9.395.22 8.12

2.77

2.77
8.12 5.222.77

2.778.10

TYP.

TYP.

8.10

3.12

3.19

2.12

800

EXTERIOR PAINTING NOTES

-PROVIDE PAINTED FINISH FOR ALL ELEMENTS 
SPECIFICALLY INDICATED. 
-ALL NEW STUCCO AND STUCCO PATCHES 
SHALL BE PAINTED
- SCOPE OF PAINTING OF EXISTING STUCCO 
SURFACES TO REMAIN, AND ALL TRIM SHALL 
BE IDENTIFIED IN THE FIELD WITH THE OWNER. 
IT CAN BE ASSUMED THAT WALLS WITH 
EXTENSIVE PATCHING OR OTHER WORK WILL 
BE PAINTED IN THEIR ENTIRETY. 

-PROVIDE ALTERNATE BID PRICING TO PAINT 
ENTIRE EXTERIOR INCLUDING ALL STUCCO 
SURFACES AND ALL TRIM  - FACTORY FINISHED 
ELEMENTS AND EXPOSED CAST STONE OR 
CONCRETE SHALL NOT BE PAINTED
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PROJECT NO: 1421

DRAWN BY: Author

CHECKED BY: Checker

MONASTERY -
ELEVATIONS

800 N COUNTRY CLUB RD, TUCSON, AZ 85716

THE BENEDICTINE

B-A202

12.4.20

© DATE: 12.4.20

SCALE: 1/8" = 1'-0"
1

MONASTERY - SOUTH ELEVATION

SCALE: 1/8" = 1'-0"
2

MONASTERY - WEST ELEVATION

KEYNOTES

2.12 RED CONCRETE - SIDEWALKS, SLABS, STAIRS - TO
REMAIN AND BE PROTECTED

2.44 HISTORIC EXTERIOR PLASTER WITH PAINTED FINISH -
PRESERVE AND PROTECT - ANY REQUIRED
PATCHING/REPAIRS TO MATCH EXISTING IN EXACT
MATERIAL, TEXTURE, AND COLOR. REFERENCE
PAINT NOTE ON NEW WORK ELEVATIONS.

2.45 HISTORIC EXTERIOR CAST CONCRETE/STONE -
PRESERVE AND PROTECT - ANY REQUIRED
PATCHING/REPAIRS TO MATCH EXISTING IN EXACT
MATERIAL, TEXTURE, AND COLOR

2.61 CAST STONE ARCHES AND COLUMNS TO REMAIN

2.76 EXISTING CAST STONE MONUMENTAL ENTRY
ELEMENT IN GOOD CONDITION - NO WORK.

2.77 EXISTING CAST STONE TO REMAIN - REFERENCE
GENERAL NOTES FOR WORK.

3.12 REMOVE MOLD, REHAB AND REPAIR EXISTING CAST
STONE AT SOUTHWEST BALCONY AND COPING
DETAILING - REMOVE UNSOUND AND POORLY
APPLIED PATCH MATERIAL. REPLACE/REPOINT
MORTAR TO MATCH - VERIFY IF RE-CASTING ANY
DAMAGED OR MISSING PIECES IS REQUIRED AND
COORDINATE WITH ARCHITECT - REFERENCE
ALLOWANCE SCHEDULE / G000

3.19 NEW CAST IN PLACE CONCRETE RAMP

5.13 NEW PAINTED STEEL GUARDRAIL ANCHORED TO TOP
OF EXISTING PARAPET WALL - PAINTED FINISH - SEE
DETAILS

5.22 EXISTING HANDRAIL TO REMAIN - PREP AND PAINT
(GOLD / TAN COLOR TO MATCH EXISTING AS
SELECTED)

5.30 NEW HAND AND GUARDRAIL PER 20/G503 IN NEW
APARTMENT PACKAGE

7.11 CLAY TILE ROOFING - NO WORK ANTICIPATED OTHER
THAN MINOR MISC REPAIRS - REFERENCE
ALLOWANCE SCHEDULE / G000

8.10 EXISTING WINDOW TO REMAIN - SEE WINDOW WORK
NOTES ON NEW WORK PLANS FOR SCOPE AT EACH
WINDOW.

8.12 EXISTING DOOR AND FRAME TO REMAIN - SEE DOOR
SCHEDULE FOR WORK.

9.35 EXISTING TILE DOME - NO WORK

9.39 RESET DAMAGED TILE AT SOUTHWEST CORNER OF
EXISTING CHAPEL STAIR - IT IS ASSUMED THAT A
MATCHING TILE WILL NOT BE FOUND FOR THIS
ELEMENT, SO THE PROPOSED TREATMENT IS TO
STABILIZE THE BROKEN PIECES WHICH STILL EXIST.

REVISIONS

NO. DATE ISSUE



LEVEL 1-M
0' - 0"

LEVEL 2-M
11' - 0"

LEVEL 3-M
21' - 8"

LEVEL 3.5-M
30' - 8 1/2"

ROOF-M
36' - 0"

BASEMENT - M1
-11' - 6"

8.12

8.10

TYP.

7.11

7.11

TYP.

8.10

2.442.44

TYP.

5.21 5.21

9.38

8.17

6
' 
- 

0
"

4.12

LEVEL 1-M
0' - 0"

LEVEL 2-M
11' - 0"

LEVEL 3-M
21' - 8"

LEVEL 3.5-M
30' - 8 1/2"

2.77

5.23

5.21

5.33

LEVEL 1-M
0' - 0"

LEVEL 2-M
11' - 0"

LEVEL 3-M
21' - 8"

LEVEL 3.5-M
30' - 8 1/2"

ROOF-M
36' - 0"

5.30

8.10

TYP.

7.11

8.12

9.37

6.24

5.31

2.442.44

TYP.

5.135.13

5.215.21
7.357.35

8.17

LEVEL 1-M
0' - 0"

LEVEL 2-M
11' - 0"

BASEMENT - M2
-9' - 6"

LEVEL 3-M
21' - 8"

LEVEL 3.5-M
30' - 8 1/2"

BASEMENT - M3
-8' - 4"

8.10

8.12

9.37

7.11

TYP.

EXTERIOR PAINTING NOTES

-PROVIDE PAINTED FINISH FOR ALL ELEMENTS 
SPECIFICALLY INDICATED. 
-ALL NEW STUCCO AND STUCCO PATCHES 
SHALL BE PAINTED
- SCOPE OF PAINTING OF EXISTING STUCCO 
SURFACES TO REMAIN, AND ALL TRIM SHALL 
BE IDENTIFIED IN THE FIELD WITH THE OWNER. 
IT CAN BE ASSUMED THAT WALLS WITH 
EXTENSIVE PATCHING OR OTHER WORK WILL 
BE PAINTED IN THEIR ENTIRETY. 

-PROVIDE ALTERNATE BID PRICING TO PAINT 
ENTIRE EXTERIOR INCLUDING ALL STUCCO 
SURFACES AND ALL TRIM  - FACTORY FINISHED 
ELEMENTS AND EXPOSED CAST STONE OR 
CONCRETE SHALL NOT BE PAINTED
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PROJECT NO: 1421

DRAWN BY: Author

CHECKED BY: Checker

MONASTERY -
ELEVATIONS -
COURTYARD

800 N COUNTRY CLUB RD, TUCSON, AZ 85716

THE BENEDICTINE

B-A203

12.4.20

© DATE: 12.4.20

SCALE: 1/8" = 1'-0"
1

MONASTERY - ELEVATION - NORTH COURTYARD -
NORTH

SCALE: 1/8" = 1'-0"
2

MONASTERY - ELEVATION - NORTH COURTYARD - EAST

SCALE: 1/8" = 1'-0"
3

MONASTERY - ELEVATION - NORTH COURTYARD -
SOUTH

SCALE: 1/8" = 1'-0"
4

MONASTERY - ELEVATION - NORTH COURTYARD - WEST

KEYNOTES

2.44 HISTORIC EXTERIOR PLASTER WITH PAINTED FINISH -
PRESERVE AND PROTECT - ANY REQUIRED
PATCHING/REPAIRS TO MATCH EXISTING IN EXACT
MATERIAL, TEXTURE, AND COLOR. REFERENCE
PAINT NOTE ON NEW WORK ELEVATIONS.

2.77 EXISTING CAST STONE TO REMAIN - REFERENCE
GENERAL NOTES FOR WORK.

4.12 NEW CMU SITE WALL WITH PAINTED STUCCO FINISH
BOTH SIDES

5.13 NEW PAINTED STEEL GUARDRAIL ANCHORED TO TOP
OF EXISTING PARAPET WALL - PAINTED FINISH - SEE
DETAILS

5.21 NEW PAINTED STEEL GUARD RAIL SYSTEM AT TOP
OF EXISTING LOW WALL AT RAISED WALKWAYS - SEE
DETAILS .

5.23 EXISTING ORNAMENTAL IRON INFILL PANEL TO
REMAIN - PREP AND PAINT ( PINK/RED COLOR TO
MATCH EXISTING AS SELECTED)

5.30 NEW HAND AND GUARDRAIL PER 20/G503 IN NEW
APARTMENT PACKAGE

5.31 LOW DOUBLE UTILITY ACCESS DOOR TO SPACE
BENEATH STAIRS AND PLATFORM - TUNE UP HINGES
AND HARDWARE AND PROVIDE NEW PAINTED FINISH

5.33 EXISTING ORNATE STEEL GATE - PROVIDE PAINTED
FINISH PREP FOR LEVER HARDWARE

6.24 EXISTING WOOD FRAMED RAMADA STRUCTURE - SEE
STRUCTURAL FOR LATERAL BRACING UPGRADES

7.11 CLAY TILE ROOFING - NO WORK ANTICIPATED OTHER
THAN MINOR MISC REPAIRS - REFERENCE
ALLOWANCE SCHEDULE / G000

7.35 EXISTING CONDUCTOR HEAD AND DOWNSPOUT TO
REMAIN -PAINT- CLEAN AND REMOVE ALL DEBRIS -
PROVIDE NEW STAINLESS STEEL MESH BIRD SCREEN

8.10 EXISTING WINDOW TO REMAIN - SEE WINDOW WORK
NOTES ON NEW WORK PLANS FOR SCOPE AT EACH
WINDOW.

8.12 EXISTING DOOR AND FRAME TO REMAIN - SEE DOOR
SCHEDULE FOR WORK.

8.17 NEW DOOR AND FRAME PER SCHEDULE - TYP

9.37 INSTALL NEW 3-COAT STUCCO SYSTEM AT
LOCATIONS WHERE GRADE HAS DROPPED -MATCH
EXISTING TEXTURE - FEATHER 12" MIN ONTO
EXISTING STUCCO SURFACE

9.38 PATCH PLASTER AT LOCATION OF REMOVAL OF
RAMADA STRUCTURE

REVISIONS

NO. DATE ISSUE



LEVEL 1-M
0' - 0"

LEVEL 2-M
11' - 0"

LEVEL 3-M
21' - 8"

LEVEL 3.5-M
30' - 8 1/2"

6.24

8.10

8.1216.01

TYP.

16.01

2.442.44

5.30

5.13

5.215.21

LEVEL 1-M
0' - 0"

LEVEL 2-M
11' - 0"

LEVEL 3-M
21' - 8"

BASEMENT - M3
-8' - 4"

5.23

2.77

5.33
5.33

5.21

LEVEL 1-M
0' - 0"

LEVEL 2-M
11' - 0"

LEVEL 3-M
21' - 8"

2.44

8.12 8.12 8.12 8.12 8.12

16.01 16.01 16.01 16.01

8.10

7.11

TYP OF ALL

5.215.21

LEVEL 1-M
0' - 0"

LEVEL 2-M
11' - 0"

LEVEL 3-M
21' - 8"

LEVEL 3.5-M
30' - 8 1/2"

ROOF-M
36' - 0"

LEVEL 1-S
0' - 0"

BASEMENT - M3
-8' - 4"

8.12

8.10

16.01

TYP.

7.11

2.44

TYP OF ALL

7.35

TYP OF ALL

EXTERIOR PAINTING NOTES

-PROVIDE PAINTED FINISH FOR ALL ELEMENTS 
SPECIFICALLY INDICATED. 
-ALL NEW STUCCO AND STUCCO PATCHES 
SHALL BE PAINTED
- SCOPE OF PAINTING OF EXISTING STUCCO 
SURFACES TO REMAIN, AND ALL TRIM SHALL 
BE IDENTIFIED IN THE FIELD WITH THE OWNER. 
IT CAN BE ASSUMED THAT WALLS WITH 
EXTENSIVE PATCHING OR OTHER WORK WILL 
BE PAINTED IN THEIR ENTIRETY. 

-PROVIDE ALTERNATE BID PRICING TO PAINT 
ENTIRE EXTERIOR INCLUDING ALL STUCCO 
SURFACES AND ALL TRIM  - FACTORY FINISHED 
ELEMENTS AND EXPOSED CAST STONE OR 
CONCRETE SHALL NOT BE PAINTED
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PROJECT NO: 1421

DRAWN BY: DN

CHECKED BY: CJP

MONASTERY -
ELEVATIONS -
COURTYARD

800 N COUNTRY CLUB RD, TUCSON, AZ 85716

THE BENEDICTINE

B-A204

12.4.20

© DATE: 12.4.20

SCALE: 1/8" = 1'-0"
1

MONASTERY - ELEVATION - SOUTH COURTYARD NORTH
SCALE: 1/8" = 1'-0"

2
MONASTERY - ELEVATION - SOUTH COURTYARD - EAST

SCALE: 1/8" = 1'-0"
3

MONASTERY - ELEVATION - SOUTH COURTYARD -
SOUTH

SCALE: 1/8" = 1'-0"
4

MONASTERY - ELEVATION - SOUTH COURTYARD - WEST

KEYNOTES

2.44 HISTORIC EXTERIOR PLASTER WITH PAINTED FINISH -
PRESERVE AND PROTECT - ANY REQUIRED
PATCHING/REPAIRS TO MATCH EXISTING IN EXACT
MATERIAL, TEXTURE, AND COLOR. REFERENCE
PAINT NOTE ON NEW WORK ELEVATIONS.

2.77 EXISTING CAST STONE TO REMAIN - REFERENCE
GENERAL NOTES FOR WORK.

5.13 NEW PAINTED STEEL GUARDRAIL ANCHORED TO TOP
OF EXISTING PARAPET WALL - PAINTED FINISH - SEE
DETAILS

5.21 NEW PAINTED STEEL GUARD RAIL SYSTEM AT TOP
OF EXISTING LOW WALL AT RAISED WALKWAYS - SEE
DETAILS .

5.23 EXISTING ORNAMENTAL IRON INFILL PANEL TO
REMAIN - PREP AND PAINT ( PINK/RED COLOR TO
MATCH EXISTING AS SELECTED)

5.30 NEW HAND AND GUARDRAIL PER 20/G503 IN NEW
APARTMENT PACKAGE

5.33 EXISTING ORNATE STEEL GATE - PROVIDE PAINTED
FINISH PREP FOR LEVER HARDWARE

6.24 EXISTING WOOD FRAMED RAMADA STRUCTURE - SEE
STRUCTURAL FOR LATERAL BRACING UPGRADES

7.11 CLAY TILE ROOFING - NO WORK ANTICIPATED OTHER
THAN MINOR MISC REPAIRS - REFERENCE
ALLOWANCE SCHEDULE / G000

7.35 EXISTING CONDUCTOR HEAD AND DOWNSPOUT TO
REMAIN -PAINT- CLEAN AND REMOVE ALL DEBRIS -
PROVIDE NEW STAINLESS STEEL MESH BIRD SCREEN

8.10 EXISTING WINDOW TO REMAIN - SEE WINDOW WORK
NOTES ON NEW WORK PLANS FOR SCOPE AT EACH
WINDOW.

8.12 EXISTING DOOR AND FRAME TO REMAIN - SEE DOOR
SCHEDULE FOR WORK.

16.01 EXISTING ORNAMENTAL LIGHT FIXTURE TO REMAIN -
PREP AND PAINT (GOLD / TAN COLOR TO MATCH
EXISTING AS SELECTED)

REVISIONS

NO. DATE ISSUE



LEVEL 1-M
0' - 0"

LEVEL 2-M
11' - 0"

LEVEL 3-M
21' - 8"

LEVEL 3.5-M
30' - 8 1/2"

ROOF-M
36' - 0"

3.11

MULTI
PURPOSE

ROOM

011
1684 SF BASEMENT - M1

-11' - 6"

BASEMENT - M3
-8' - 4"

CHAPEL

C101
5404 SF

CHAPEL
PRIVATE
PARTY

C102
619 SF

OPEN
OFFICE

205
354 SF

LOBBY/LOUNGE**

100
559 SF

ADA TOILET

247D
54 SF

BUS.
PACKAGE**

131
132 SF

OPEN
OFFICE*

254
393 SF

OFFICE*

257
105 SF

OFFICE*

141
194 SF

ADA TOILET

247A
56 SF

OPEN
OFFICE

205A
285 SF

LEASING
OFFICE**

105
155 SF

LEASING
OFFICE**

103
127 SF

OPEN
OFFICE

201
340 SF

CONF 12

241
340 SF

OPEN
OFFICE

245
211 SF

BREAK
ROOM

243
164 SF

MAIL**

100B
506 SF

ADA RR

133A
51 SF

LEVEL 1-M
0' - 0"

LEVEL 2-M
11' - 0"

BASEMENT - M2
-9' - 6"

LEVEL 3-M
21' - 8"

LEVEL 3.5-M
30' - 8 1/2"

ROOF-M
36' - 0"

31.01

OFFICE*

151
103 SF

ROOF DECK

301
4046 SF

GYM

007
1918 SF

BASEMENT - M1
-11' - 6"

BASEMENT - M3
-8' - 4"

OPEN
OFFICE

150
1014 SF

OPEN
OFFICE*

264
488 SF

OFFICE

217
127 SF

CORR.

003
1443 SF

CHAPEL

C101
5404 SF

OFFICE*

269
105 SF

OFFICE

218
129 SF

OPEN
OFFICE

113
1102 SF

LEVEL 1-M
0' - 0"

LEVEL 2-M
11' - 0"

BASEMENT - M2
-9' - 6"

LEVEL 3-M
21' - 8"

ROOF-M
36' - 0"

MULTI
PURPOSE

ROOM

011
1684 SF

ADA TOILET

001A
59 SF

BASEMENT - M1
-11' - 6"

BASEMENT - M3
-8' - 4"

DOG DRY

002
76 SF

CORR.

003
1443 SF

BIKE STOR.

005
785 SF

GYM

007
1918 SF

CHAPEL

C101
5404 SF

CHAPEL
TOILET

C105F
48 SF

CHAPEL ADA
TOILET

C105E
105 SF

GYM

007
1918 SF

CHAPEL
LOBBY

C100
453 SF

6.3010.39

OPEN
STORAGE

011C
279 SF

CHAPEL
STOR.

C111B
47 SF
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PROJECT NO: 1421

DRAWN BY: Author

CHECKED BY: Checker

MONASTERY -
SECTIONS

800 N COUNTRY CLUB RD, TUCSON, AZ 85716

THE BENEDICTINE

B-A301

12.4.20

© DATE: 12.4.20

SCALE: 1/8" = 1'-0"
1

MONASTERY - WEST WING SECTION

SCALE: 1/8" = 1'-0"
2

MONASTERY - THRU COURTYARDS SECTION

SCALE: 1/8" = 1'-0"
3

MONASTERY - CHAPEL SECTION

KEYNOTES

6.30 NEW FLOOR FRAMING IN HATCHED AREA - (2) LAYERS
OF 3/4" T+G PLYWOOD SHEATHING ON 2X6 WOOD
JOISTS 16" O.C. SITTING ON SLEEPERS RIPPED TO
HEIGHT NEEDED TO LEVEL OUT THIS FLOOR WITH
THAT TO EAST. AT CONTRACTORS OPTION, A 4"
CONCRETE SLAB ON COMPACTED ABC MAY BE
INSTALLED AT THIS LOCATION IN LIEU OF FRAMING.

10.39 EXPANSION JOINT COVER EQUAL OF PEMKO 18/1
ALUMINUM PLATE. 2" WIDTH. ANCHOR TO NEW
FRAMING ONLY.

31.01 EXISTING CRAWL SPACE

REVISIONS

NO. DATE ISSUE



LEVEL 1-M
0' - 0"

LEVEL 2-M
11' - 0"

BASEMENT - M2
-9' - 6"

LEVEL 3-M
21' - 8"

LEVEL 3.5-M
30' - 8 1/2"

ROOF-M
36' - 0"

BASEMENT-M3
-8' - 4"

LEVEL 1 -
SANCTUARY

1' - 0"

BASEMENT-M1
-11' - 6"

TOP OF WALL
20' - 1 3/4"

TOILET

303
67 SF

ELECT.

013
61 SF

CORR.

010
560 SF

3.11

BASEMENT - M1
-11' - 6"

BASEMENT - M3
-8' - 4"

CORR.

004
184 SF

COFFEE BAR

228B
229 SF

OFFICE

227
153 SF

OFFICE

119
119 SF

JAN.

229
45 SF

OFFICE

225
153 SF

OFFICE

223
127 SF

OFFICE

221
127 SF

OFFICE

219
127 SF

OFFICE

217
127 SF

OFFICE

215
127 SF

OFFICE

213
120 SF

OFFICE

211
128 SF

ROOF DECK

301
4046 SF

LOBBY/LOUNGE**

100
559 SF

RECEPTION**

100A
60 SF

CORR.

200
1321 SF

CORR.

106
1337 SF

STOR.

014
61 SF

STAIR

MAIN100
150 SF

STAIR

MAIN200
152 SF

OPEN
OFFICE

201
340 SF

OPEN
OFFICE

117
345 SF

OPEN
OFFICE

115
302 SF

OPEN
OFFICE

113
1102 SF

ADA TOILET

123
62 SF

OFFICE

126
121 SF

?

004C
218 SF

MDF

004B
261 SF

LEVEL 1-M
0' - 0"

LEVEL 2-M
11' - 0"

LEVEL 3-M
21' - 8"

LEVEL 3.5-M
30' - 8 1/2"

BASEMENT-M3
-8' - 4"

LEVEL 1 -
SANCTUARY

1' - 0"

TOP OF WALL
20' - 1 3/4"

OPEN
OFFICE*

254
393 SF

BASEMENT - M3
-8' - 4"

OFFICE*

138
163 SF

RR

133B
23 SF

ADA RR

133A
51 SF

ELECT.

132
126 SF

IDF

258
83 SF

JAN.

249
86 SF

STOR.

130A
50 SF

MDF

130B
79 SF

OPEN
OFFICE

260
272 SF

OPEN
OFFICE*

262
537 SF

OPEN
OFFICE

150
1014 SF

OPEN
OFFICE*

264
488 SF

ADA TOILET

266A
68 SF

OPEN
OFFICE

152
336 SF

TOILET

266D
61 SF

OPEN
OFFICE

268
596 SF

OFFICE*

287
125 SF

OFFICE

158
129 SF

OFFICE

154
325 SF
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PROJECT NO: 1421

DRAWN BY: Author

CHECKED BY: Checker

MONASTERY -
SECTIONS

800 N COUNTRY CLUB RD, TUCSON, AZ 85716

THE BENEDICTINE

B-A302

12.4.20

© DATE: 12.4.20

SCALE: 1/8" = 1'-0"
1

MONASTERY - MIDDLE WING SECTION

SCALE: 1/8" = 1'-0"
2

MONASTERY - SOUTH WING SECTION

KEYNOTES

REVISIONS

NO. DATE ISSUE



LEVEL 1-M
0' - 0"

M1M2 RS
3

B-A301

BASEMENT - M1
-11' - 6"

BASEMENT - M2
-9' - 6"

LEVEL 1 -
SANCTUARY

1' - 0"

M1M2 QRS
3

B-A301

8

G402
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PROJECT NO: 1421

DRAWN BY: Author

CHECKED BY: Checker

MONASTERY -
ENLARGED SECTIONS

800 N COUNTRY CLUB RD, TUCSON, AZ 85716

THE BENEDICTINE

B-A311

12.4.20

© DATE: 12.4.20

SCALE: 1/4" = 1'-0"
2

MONASTERY - ENLARGED SECTION - BASEMENT
MUTLIPURPOSE ROOM

SCALE: 1/4" = 1'-0"
1

MONASTERY - ENLARGED SECTION - BASEMENT ENTRY
LOUNGE

REVISIONS

NO. DATE ISSUE



1

B-XA422

11.02 11.02

11.01
22.11

6.26

8.10

TYP.

OPEN

8.10 TYP.

OVERFRAMING 
FLOOR FOR GYM 

5
' 
- 

6
"

4
' 
- 

0
 1

/2
"

10.379.37

4
' 
- 

0
"

1
' 
- 

6
"

10.38
10.38

10.38

10.37

8.19

10.37

8.10 TYP.

10.37

5
' 
- 

6
"

OPEN

2.175 TYP.
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PROJECT NO: 1421

DRAWN BY: Author

CHECKED BY: Checker

MONASTERY - INT.
ELEVATIONS

800 N COUNTRY CLUB RD, TUCSON, AZ 85716
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KEYNOTES

2.175 EXISTING WOOD CABINETS CONTAINING EXISTING
ELECTRICAL SWITCHGEAR TO REMAIN - PROVIDE
NEW PAINTED FINISH - REFERENCE ELECTRICAL FOR
ANY ADDITIONAL WORK

6.26 BUILT-IN BREAK AREA/BAR MILLWORK - REFERENCE
INTERIORS PACKAGE FOR MATERIALS AND
DETAILING

8.10 EXISTING WINDOW TO REMAIN - SEE WINDOW WORK
NOTES ON NEW WORK PLANS FOR SCOPE AT EACH
WINDOW.

8.19 NEW GLASS GARAGE DOOR IN EXISTING OPENING

9.37 INSTALL NEW 3-COAT STUCCO SYSTEM AT
LOCATIONS WHERE GRADE HAS DROPPED -MATCH
EXISTING TEXTURE - FEATHER 12" MIN ONTO
EXISTING STUCCO SURFACE

10.37 LOCKERS

10.38 BIKE STORAGE RACKS EQUAL OF OFFSET
SIDESTAGE FREESTANDING VERTICAL BIKE RACK
SYSTEM BY GROUNDCONTROL

11.01 SLIDE-IN ELECTRIC RANGE

11.02 REFRIGERATOR

22.11 ACCESSIBLE S/S SINK IN COUNTERTOP WITH
REQUIRED CLEARANCES AND CONTROLS - PROVIDE
GARBAGE DISPOSAL AND ACCESSIBLE SWITCH AT
WALL - SEE PLBG AND ELEC

SCALE: 3/16" = 1'-0"
1

MONASTERY - BASEMENT - CORRIDOR NORTH

SCALE: 3/16" = 1'-0"
20

MONASTERY - BASEMENT - KITCHEN WEST
SCALE: 3/16" = 1'-0"

17
MONASTERY - BASEMENT - MPR NORTH

SCALE: 3/16" = 1'-0"
18

MONASTERY - BASEMENT - MPR WEST

SCALE: 3/16" = 1'-0"
11

MONASTERY - BASEMENT - GYM NORTH
SCALE: 3/16" = 1'-0"

12
MONASTERY - BASEMENT - GYM EAST

SCALE: 3/16" = 1'-0"
13

MONASTERY - BASEMENT - GYM SOUTH

SCALE: 3/16" = 1'-0"
16

MONASTERY - BASEMENT - GYM WEST

SCALE: 3/16" = 1'-0"
3

MONASTERY - BASEMENT - BIKE STOR. NORTH
SCALE: 3/16" = 1'-0"

4
MONASTERY - BASEMENT - BIKE STOR. EAST

SCALE: 3/16" = 1'-0"
5

MONASTERY - BASEMENT - BIKE STOR. SOUTH
SCALE: 3/16" = 1'-0"

6
MONASTERY - BASEMENT - BIKE STOR. WEST

SCALE: 3/16" = 1'-0"
7

MONASTERY - BASEMENT - MAKER SPACE NORTH
SCALE: 3/16" = 1'-0"

8
MONASTERY - BASEMENT - MAKER SPACE EAST

SCALE: 3/16" = 1'-0"
19

MONASTERY - BASEMENT - MPR SOUTH

SCALE: 3/16" = 1'-0"
14

MONASTERY - BASEMENT - GYM CORR. NORTH
SCALE: 3/16" = 1'-0"

15
MONASTERY - BASEMENT - GYM EAST 2

SCALE: 3/16" = 1'-0"
2

MONASTERY - BASEMENT - CORRIDOR SOUTH

SCALE: 3/16" = 1'-0"
9

MONASTERY - BASEMENT - MAKER SPACE SOUTH
SCALE: 3/16" = 1'-0"

10
MONASTERY - BASEMENT - MAKER SPACE WEST

SCALE: 3/16" = 1'-0"
21

MONASTERY - BASEMENT - CORRIDOR WEST

REVISIONS

NO. DATE ISSUE



PATCH CUT ENDS OF 
DECORATIVE ARCHED ELEMENT -
FORM PATCHES TO MATCH 
DESIGN OF COLUMN.

REFERENCE INTERIORS PACKAGE FOR MATERIALS 
AND DETAILING OF RECEPTION DESK

2.982.98

8.12

OPEN

10.419.569.569.57

OPEN

8.068.168.16

6.26

6.28

TYP. BASE, REFERENCE INTERIORS 
PACKAGE FOR MATERIALS & DETAILING

11.0211.02

TYP. BASE, REFERENCE INTERIORS 
PACKAGE FOR MATERIALS & DETAILING

8.122.147 8.12TYP. BASE, REFERENCE INTERIORS 
PACKAGE FOR MATERIALS & DETAILING

8.12

8.12

TYP. BASE, REFERENCE INTERIORS 
PACKAGE FOR MATERIALS & DETAILING

2.147

8.10

TYP.

TYP. BASE, REFERENCE INTERIORS 
PACKAGE FOR MATERIALS & DETAILING

PATCH PLASTER AT REMOVAL 
OF INTERIOR PARTITION

2.147
2.147

TYP. BASE, REFERENCE INTERIORS 
PACKAGE FOR MATERIALS & DETAILING

8.12 8.12 8.12 8.122.1478.122.1472.1478.12

TYP. BASE, REFERENCE INTERIORS 
PACKAGE FOR MATERIALS & DETAILING

TYP. BASE, REFERENCE INTERIORS 
PACKAGE FOR MATERIALS & DETAILING

9.57

BUILT IN WASTE RECEPTACLE AREA  -
REFERENCE INTERIORS PACKAGE

6
' 
- 

0
"

TYP. BASE, REFERENCE INTERIORS 
PACKAGE FOR MATERIALS & DETAILING

6
' 
- 

0
"

8
' 
- 

0
"

10.40

9.56

TYP. BASE, REFERENCE INTERIORS 
PACKAGE FOR MATERIALS & DETAILING

(5) PACKAGE LOCKER UNITS EQUAL OF LUXER
COORDINATE POWER PER MFG. REQUIREMENTS

EQ EQ6
' 
- 

4
"

3' - 1 1/2"

3' - 1 1/2"

3' - 1 1/2"

3' - 1 1/2"

3' - 1 1/2"

TYP. BASE, REFERENCE INTERIORS 
PACKAGE FOR MATERIALS & DETAILING

6
' 
- 

0
"

10.40 9.56

8.06

OPEN

TYP. BASE, REFERENCE INTERIORS 
PACKAGE FOR MATERIALS & DETAILING

8.128.068.06 TYP. BASE, REFERENCE INTERIORS 
PACKAGE FOR MATERIALS & DETAILING

OPEN

2.135

TYP. BASE, REFERENCE INTERIORS 
PACKAGE FOR MATERIALS & DETAILING

8.128.12

8.10

8.12

OPEN
OPEN

OPEN

2.136

2.136

OPENOPEN

TYP. BASE, REFERENCE INTERIORS 
PACKAGE FOR MATERIALS & DETAILING

8.10

TYP.

TYP. BASE, REFERENCE INTERIORS 
PACKAGE FOR MATERIALS & DETAILING

2.147
2.147

OPEN

2.147

TYP. BASE, REFERENCE INTERIORS 
PACKAGE FOR MATERIALS & DETAILING

16.01

B-A402

5

B-A402

7

3
' 
- 

3
"

3' - 0"7' - 1 1/2"11 1/2"

BUILT IN WASTE RECEPTACLE 
AREA  - REFERENCE INTERIORS 
PACKAGE

COUNTERTOP - REFERENCE 
INTERIORS PACKAGE

A1

10.40 TYP
B-A402

5

B-A402

6

10.40

A1

A1

11' - 1 1/2"

2
' 
- 

1
1

"

TYP
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SCALE: 3/16" = 1'-0"
3

MONASTERY - L1 - MAIN LOBBY EAST

SCALE: 3/16" = 1'-0"
8

MONASTERY - L1 - MAIN LOBBY NORTH

SCALE: 3/16" = 1'-0"
11

MONASTERY - L1 - BREAK RM SOUTH
SCALE: 3/16" = 1'-0"

12
MONASTERY - L1 - BREAK RM NORTH

SCALE: 3/16" = 1'-0"
21

MONASTERY - L1 - BUS. LEASING OFF. WEST
SCALE: 3/16" = 1'-0"

22
MONASTERY - L1 - BUS. LEASING OFF. NORTH

SCALE: 3/16" = 1'-0"
16

MONASTERY - L1 - CONF. 16 WEST
SCALE: 3/16" = 1'-0"

17
MONASTERY - L1 - CONF. 16 NORTH

SCALE: 3/16" = 1'-0"
19

MONASTERY - L1 - OFF. 150 WEST
SCALE: 3/16" = 1'-0"

18
MONASTERY - L1 - OFF. 150 NORTH

SCALE: 3/16" = 1'-0"
20

MONASTERY - L1 - OFF. 152 WEST

KEYNOTES

2.98 PROTECT ORNATE COLUMNS AND ARCH DETAILING
AT ENTRY FROM HARM OR DAMAGE - CAREFULLY
SAWCUT ATTACHED WALLS AND CEILINGS TO BE
DEMOLISHED.

2.135 ORNATE CORBEL ELEMENT - PROTECT FROM HARM -
WORK AROUND THESE WHEN ROUTING MEP.

2.136 ORNATE ARCHED ELEMENT - CAREFULLY INTEGRATE
INTO NEW CEILING

2.147 PROTECT EXISTING BUILT-IN MILLWORK IN PLACE

6.07 MFD BASE CABINETS W/ THERMOFOIL FINISH - WITH
(1) DRAWER, DOORS, AND (2) ADJUSTABLE SHELVES

6.26 BUILT-IN BREAK AREA/BAR MILLWORK - REFERENCE
INTERIORS PACKAGE FOR MATERIALS AND
DETAILING

6.28 CUSTOM BAR TOP COUNTER AND CABINETS -
REFERENCE INTERIORS PACKAGE FOR MATERIALS
AND DETAILING

8.06 DOOR - SEE DOOR TYPES AND SCHEDULE

8.10 EXISTING WINDOW TO REMAIN - SEE WINDOW WORK
NOTES ON NEW WORK PLANS FOR SCOPE AT EACH
WINDOW.

8.12 EXISTING DOOR AND FRAME TO REMAIN - SEE DOOR
SCHEDULE FOR WORK.

8.16 NEW ALUMINUM STOREFRONT

9.56 FRAME AND GWB MAILBOX KIOSK UNIT - (8) MAILBOX
UNITS TOTAL - COORDINATE WITH INTERIORS
PACKAGE FOR FINISHES.

9.57 FRAME AND GWB MAILBOX KIOSK UNIT AT LOBBY- (4)
MAILBOX UNITS TOTAL ON SOUTH SIDE, COUNTER
AND BUILT IN TRASH ON NORTH SIDE - COORDINATE
WITH INTERIORS PACKAGE FOR FINISHES.

10.40 USPS APPROVED CLUSTER MAILBOX (18 CUSTOMER
SLOTS, MAIL DROP, AND (2) PARCEL BOXES - COLOR
AS SELECTED.

10.41 PACKAGE LOCKERS EQUAL OF LUXER - (5) UNITS
TOTAL - RECESSED INTO WALL PER
MANUFACTURERS INSTRUCTIONS. COORDINATE
POWER AND DATA REQUIREMENTS.

11.02 REFRIGERATOR

16.01 EXISTING ORNAMENTAL LIGHT FIXTURE TO REMAIN -
PREP AND PAINT (GOLD / TAN COLOR TO MATCH
EXISTING AS SELECTED)

SCALE: 3/16" = 1'-0"
7

MONASTERY - L1 - LOBBY KIOSK
SCALE: 3/16" = 1'-0"

5
MONASTERY - L1 - MAIL KIOSK SOUTH

SCALE: 3/16" = 1'-0"
4

MONASTERY - L1 - MAIL ROOM SOUTH
SCALE: 3/16" = 1'-0"

6
MONASTERY - L1 - MAIL KIOSK NORTH

SCALE: 3/16" = 1'-0"
23

MONASTERY - L1 - CORRI. 134 NORTH
SCALE: 3/16" = 1'-0"

24
MONASTERY - L1 - CORRI. 134 SOUTH

SCALE: 3/16" = 1'-0"
10

MONASTERY - L1 - CORR. 106 EAST

SCALE: 3/16" = 1'-0"
9

MONASTERY - L1 - CORR. 106 SOUTH

SCALE: 3/16" = 1'-0"
13

MONASTERY - L1 - COMM. KITCHEN WEST
SCALE: 3/16" = 1'-0"

14
MONASTERY - L1 - COMM. KITCHEN SOUTH

SCALE: 3/16" = 1'-0"
15

MONASTERY - L1 - COMM. KITCHEN EAST

REVISIONS

NO. DATE ISSUE

SCALE: 1/2" = 1'-0"
1

LOBBY MAIL KIOSK PLAN
SCALE: 1/2" = 1'-0"

2
MAIL KIOSK PLAN



8.12 2.147TYP. BASE, REFERENCE INTERIORS 
PACKAGE FOR MATERIALS & DETAILING

2.147 TYP. BASE, REFERENCE INTERIORS 
PACKAGE FOR MATERIALS & DETAILING

2.147TYP. BASE, REFERENCE INTERIORS 
PACKAGE FOR MATERIALS & DETAILING

18' - 0"

1

B-XA422

8.12

TYP.

6.26

6.28

TYP. BASE, REFERENCE INTERIORS 
PACKAGE FOR MATERIALS & DETAILING

11.02

6.28

6.26

6.28

8.12

6.28

TYP. BASE, REFERENCE INTERIORS 
PACKAGE FOR MATERIALS & DETAILING
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SCALE: 3/16" = 1'-0"
2

MONASTERY - L2 - OFF. 201 EAST
SCALE: 3/16" = 1'-0"

4
MONASTERY - L2 - OFF. 262 EAST

SCALE: 3/16" = 1'-0"
3

MONASTERY - L2 - OFF. 264 WEST
SCALE: 3/16" = 1'-0"

5
MONASTERY - L2 - COFFEE BAR+LOUNGE EAST

KEYNOTES

2.147 PROTECT EXISTING BUILT-IN MILLWORK IN PLACE

6.26 BUILT-IN BREAK AREA/BAR MILLWORK - REFERENCE
INTERIORS PACKAGE FOR MATERIALS AND
DETAILING

6.28 CUSTOM BAR TOP COUNTER AND CABINETS -
REFERENCE INTERIORS PACKAGE FOR MATERIALS
AND DETAILING

8.12 EXISTING DOOR AND FRAME TO REMAIN - SEE DOOR
SCHEDULE FOR WORK.

11.02 REFRIGERATOR

SCALE: 3/16" = 1'-0"
1

MONASTERY - L2 - BREAK ROOM

SCALE: 3/16" = 1'-0"
6

MONASTERY - L3 - BARBACK EAST
SCALE: 3/16" = 1'-0"

7
MONASTERY - L3 - BARBACK SOUTH

REVISIONS

NO. DATE ISSUE



10.24

22.09

22.09

10.24 6.17

22.09

10.24

22.09

10.24

6.17

22.10

22.17

8.06

6.17

22.10

6.17

22.09

10.24

22.09

10.24

22.10

22.05

8.06

6.17

22.05

6.17

22.23 22.23 22.05

8.06

6.17

6.17

22.09

10.24

22.09

10.24

6.17

8.06
22.09

6.17
10.24

22.09

10.24

8.10

TYP.

6.17

22.09

10.24

22.09

10.24

22.09

10.24
6.17

22.09

10.24

6.17 6.17 6.17

22.23

6.17

2.139

22.23

6.17

2.139 2.139

22.23

22.23

6.17

22.23

8.10

TYP.

6.17

8.06 22.09

10.24
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KEYNOTES

2.139 EXISTING BATHROOM - FINISHES TO REMAIN - SEE
MEP DEMO FOR ADDITIONAL INFORMATION - ALL
PIPING DEMOLITION WORK SHALL OCCUR FROM
OTHER SIDE OF WALLS.

6.17 ACCESSIBLE CLEAR FLOOR SPACE AT 'TYPE A
ACCESSIBLE' LAVATORY - PROVIDE ADA-COMPLIANT
COURTESY PANEL OR WRAP EXPOSED PIPING

8.06 DOOR - SEE DOOR TYPES AND SCHEDULE

8.10 EXISTING WINDOW TO REMAIN - SEE WINDOW WORK
NOTES ON NEW WORK PLANS FOR SCOPE AT EACH
WINDOW.

8.12 EXISTING DOOR AND FRAME TO REMAIN - SEE DOOR
SCHEDULE FOR WORK.

10.24 S/S GRAB BARS AT ALL 'TYPE A ACCESSIBLE' UNITS -
ANCHOR TO SOLID BLOCKING - SEE DIAGRAMS FOR
DIMS

22.05 SHOWER BASE WITH INTEGRAL CURB - SEE PLBG

22.09 ACCESSIBLE WATER CLOSET WITH REQUIRED
CLEARANCES AND CONTROLS - SEE PLBG

22.10 PREFABRICATED ACCESSIBLE ROLL-IN TYPE
SHOWER COMPARTMENT WITH REQUIRED
CLEARANCES - SEE PLBG

22.17 HAND-HELD SHOWER HEAD WITH REQUIRED
CLEARANCES AND CONTROLS - SEE PLBG

22.23 WATER CLOSET - SEE PLBG

SCALE: 3/8" = 1'-0"
1

ADA TOILET 000A - 1
SCALE: 3/8" = 1'-0"

2
ADA TOILET 000A - 2

SCALE: 3/8" = 1'-0"
3

ADA TOILET 001A - 1
SCALE: 3/8" = 1'-0"

4
ADA TOILET 001A - 2

SCALE: 3/8" = 1'-0"
5

ADA SHOWER 007C - 1
SCALE: 3/8" = 1'-0"

6
ADA SHOWER 007C - 2

SCALE: 3/8" = 1'-0"
7

ADA SHOWER 007C - 3
SCALE: 3/8" = 1'-0"

8
ADA SHOWER 007C - 4

SCALE: 3/8" = 1'-0"
12

SHOWER 007A - 1
SCALE: 3/8" = 1'-0"

13
SHOWER 007A - 2

SCALE: 3/8" = 1'-0"
14

SHOWER 007A - 3
SCALE: 3/8" = 1'-0"

15
SHOWER 007A - 4

SCALE: 3/8" = 1'-0"
9

ADA TOILET 008A - 1
SCALE: 3/8" = 1'-0"

10
ADA TOILET 008A - 2

SCALE: 3/8" = 1'-0"
11

ADA TOILET 08A - 3

SCALE: 3/8" = 1'-0"
16

ADA TOILET 08B - 1
SCALE: 3/8" = 1'-0"

17
ADA TOILET 008B - 2

SCALE: 3/8" = 1'-0"
18

ADA TOILET 008B - 3

GENERAL BATHROOM NOTES

1. ALL BATHROOM FINISHES WILL BE REFERENCED IN 
INTERIORS PACKAGE FOR MATERIALS AND 
DETAILING. 

SCALE: 3/8" = 1'-0"
20

ADA TOILET 123 - 2
SCALE: 3/8" = 1'-0"

19
ADA TOILET 123 - 1

SCALE: 3/8" = 1'-0"
21

ADA TOILET 125 - 1
SCALE: 3/8" = 1'-0"

22
ADA TOILET 125 - 2

SCALE: 3/8" = 1'-0"
23

ADA TOILET 133A - 1
SCALE: 3/8" = 1'-0"

25
TOILET 133B - 1

SCALE: 3/8" = 1'-0"
26

TOILET 133B - 2
SCALE: 3/8" = 1'-0"

27
TOILET 141A - 1

SCALE: 3/8" = 1'-0"
28

TOILET 141A - 2
SCALE: 3/8" = 1'-0"

29
TOILET 141A - 3

SCALE: 3/8" = 1'-0"
30

TOILET 157A - 1
SCALE: 3/8" = 1'-0"

31
TOILET 157A - 2

SCALE: 3/8" = 1'-0"
24

ADA TOILET 133A - 2

REVISIONS

NO. DATE ISSUE



8.06 22.09

10.24

22.09

10.24

22.09

6.17

10.24

22.09

10.24

22.09

10.24

8.10

TYP.

22.09 8.06

6.17

8.06 22.23

10.24

22.09

10.24 6.17

22.09

6.17
10.24

22.09

6.17

10.24

22.09

10.24

6.17 6.17

22.09

10.24

22.09

6.17
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KEYNOTES

6.17 ACCESSIBLE CLEAR FLOOR SPACE AT 'TYPE A
ACCESSIBLE' LAVATORY - PROVIDE ADA-COMPLIANT
COURTESY PANEL OR WRAP EXPOSED PIPING

8.06 DOOR - SEE DOOR TYPES AND SCHEDULE

8.10 EXISTING WINDOW TO REMAIN - SEE WINDOW WORK
NOTES ON NEW WORK PLANS FOR SCOPE AT EACH
WINDOW.

10.24 S/S GRAB BARS AT ALL 'TYPE A ACCESSIBLE' UNITS -
ANCHOR TO SOLID BLOCKING - SEE DIAGRAMS FOR
DIMS

22.09 ACCESSIBLE WATER CLOSET WITH REQUIRED
CLEARANCES AND CONTROLS - SEE PLBG

22.23 WATER CLOSET - SEE PLBG

SCALE: 3/8" = 1'-0"
17

ADA TOILET 266A - 1
SCALE: 3/8" = 1'-0"

18
ADA TOILET 266A - 2

SCALE: 3/8" = 1'-0"
19

ADA TOILET 266A - 3

SCALE: 3/8" = 1'-0"
20

ADA TOILET 266B - 1
SCALE: 3/8" = 1'-0"

21
ADA TOILET 266B - 2

SCALE: 3/8" = 1'-0"
22

ADA TOILET 266B - 3

SCALE: 3/8" = 1'-0"
3

ADA TOILET 247 - 1
SCALE: 3/8" = 1'-0"

5
ADA TOILET 247 - 3

SCALE: 3/8" = 1'-0"
1

ADA TOILET 230 - 1
SCALE: 3/8" = 1'-0"

2
ADA TOILET 230 - 2

SCALE: 3/8" = 1'-0"
23

ADA TOILET 303
SCALE: 3/8" = 1'-0"

24
ADA TOILET 305

SCALE: 3/8" = 1'-0"
4

ADA TOILET 247 - 2

REVISIONS

NO. DATE ISSUE



M1

10

MD

R

ADA TOILET

000A
63 SF

DOG WASH

002A
67 SF

DOG DRY

002
76 SF

ADA TOILET

001A
59 SF

E000A

E002

001A

B-A404 2

B-A404

4

3

1

E011

A2
A3

E3E1

A4

E2

E2

A3

E1

E1

M4

MD

123

125

A4

A4

A2

A2

B-A40419

B-A40421

22

20

ADA TOILET

123
62 SF

ADA TOILET

125
46 SF

2

A4

A2

133B 133A

B-A404 25

B-A40423

26RR

133B
23 SF

ADA RR

133A
51 SF

VEST.

133
71 SF

A2

24

E2

E2

A4

A4

A4

A2

MB

M6E141A

TOILET

141A
48 SF

B-A40427 29

28

M6

E157

157B

157A

A2A2

TOILET

157A
51 SF

B-A404 30

31

22.29

6.17

9

B-A40520

B-A40519

21

22

18

17

ADA TOILET

266B
65 SF

ADA TOILET

266A
68 SF

TOILET

266D
61 SF

ADA TOILET

266C
57 SF

B-A40517

18
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MIR

B-A40517

18

19

MIR
266B

266A 266D
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A2 A2

A4

E2A2

CORR.

266
129 SF

A4

A4

A4

2

M5

247C 247D

247A247B

ADA TOILET
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54 SF

TOILET
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53 SF

ADA TOILET

247A
56 SF

ADA TOILET

247B
55 SF

B-A405

5

3

B-A405

3

5
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247
118 SF

MIRMIR

A4

44
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3

5

MIR

4 B-A405

3

5

MIR

4

A4A4

A4 A4
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5
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A2
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45 SF

ADA TOILET
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52 SF

B-A4051

2
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6.17

10.1310.24

6.17

22.23

M4

A2
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A2

?
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TOILET
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67 SF
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59 SF
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U

B-A4049

B-A40416 18
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ADA TOILET
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PROJECT NO: 1421

DRAWN BY: EJB

CHECKED BY: Checker

MONASTERY -
ENLARGED PLANS -
RESTROOMS

800 N COUNTRY CLUB RD, TUCSON, AZ 85716

THE BENEDICTINE

B-A421

12.4.20

© DATE: 12.4.20

SCALE: 1/4" = 1'-0"
1

ENL. PLAN - BASEMENT - DOG WASH + DOG DRY, + ADA
TOILETS

SCALE: 1/4" = 1'-0"
8

ENL. PLAN - L1 - ADA TOILETS MIDDLE WING
SCALE: 1/4" = 1'-0"

7
ENL. PLAN - L1 - ADA TOILETS SOUTH WING

SCALE: 1/4" = 1'-0"
6

ENL. PLAN - L1 - EXISTING TYP. TOILET
SCALE: 1/4" = 1'-0"

9
ENL. PLAN - L1 - TOILET SOUTHEAST

SCALE: 1/4" = 1'-0"
10

ENL. PLAN - L2 - RESTROOM CORE SOUTHEAST
SCALE: 1/4" = 1'-0"

11
ENL. PLAN - L2 - RESTROOM CORE SOUTH

SCALE: 1/4" = 1'-0"
12

ENL. PLAN - L2 - TOILET MIDDLE WING
SCALE: 1/4" = 1'-0"

13
ENL. PLAN - L3 - TOILETS

SCALE: 1/4" = 1'-0"
2

ENL. PLAN - BASEMENT - ADA TOILETS
SCALE: 1/4" = 1'-0"

3
ENL. PLAN - BASEMENT - GYM SHOWER

SCALE: 1/4" = 1'-0"
4

ENL. PLAN - BASEMENT - GYM ADA SHOWER

KEYNOTES

6.17 ACCESSIBLE CLEAR FLOOR SPACE AT 'TYPE A
ACCESSIBLE' LAVATORY - PROVIDE ADA-COMPLIANT
COURTESY PANEL OR WRAP EXPOSED PIPING

10.13 WALL-MOUNTED TOILET PAPER DISPENSER -
PROVIDE BLKG

10.24 S/S GRAB BARS AT ALL 'TYPE A ACCESSIBLE' UNITS -
ANCHOR TO SOLID BLOCKING - SEE DIAGRAMS FOR
DIMS

22.11 ACCESSIBLE S/S SINK IN COUNTERTOP WITH
REQUIRED CLEARANCES AND CONTROLS - PROVIDE
GARBAGE DISPOSAL AND ACCESSIBLE SWITCH AT
WALL - SEE PLBG AND ELEC

22.23 WATER CLOSET - SEE PLBG

22.29 NEW MOPSINK - SEE PLBG

REVISIONS

NO. DATE ISSUE



M1

10

Q4

B-A441

2

B-A441

3

B-A441

FIELD VERIFY BOTTOM LANDING HEIGHT AND 
ADJUST QUANTITY OF RISERS AS NEEDED -
MAINTAIN RISER HEIGHT AS CLOSE TO EXISTING 
AS POSSIBLE WITH A MAXIMUM VARIATION OF 3/8"

NEW CIP CONCRETE STAIR - MATCH RED 
COLOR AND RISE OF EXISTING PORTION - RUN 
SHALL BE 12" PER TREAD

8" CONCRETE WALL WITH PLASTER FINISH TO 
MATCH EXISTING ON ALL EXPOSED SURFACES

EXISTING CONCRETE WALL 
WITH STUCCO FINISH  - PATCH 
DAMAGE TO STUCCO AND 
PAINT

NEW PAINTED STEEL HAND 
RAILS ANCHORED STAIR -
COREDRILL AND PROVIDE 
NONSHRINK GROUT INFILL 
COLOR MATCHED TO RED 
CONCRETE STAIR

EXISTING CONCRETE 
FOOTING AND 
UNDERPINNING - PATCH 
TO PROVIDE AN 
ADEQUATE SUBSTRATE 
FOR NEW STUCCO. 

NEW PAINTED STEEL 
GUARDRAIL SIM 1/A447

1
0
"

4
' 
- 

1
"

8
"

4' - 0"

M1Q

4

B-A441

3

B-A441

3
' 
- 

0
"

4' - 9"

EXISTING STAIR TO REMAIN

3
' 
- 

0
"

3
' 
- 

6
"

VERIFY HEIGHT OF THIS LANDING -
SHOULD BE ONE AVERAGE RISER 
HEIGHT BELOWLAST STAIR TO 
REMAIN

10MD

2

B-A441

EXISTING CONCRETE FOOTING AND 
UNDERPINNING - PATCH TO PROVIDE 
AN ADEQUATE SUBSTRATE FOR NEW 

STUCCO. PROVIDE NEW STUCCO 
FINISH TO MATCH EXISTING. 

FIELD VERIFY BOTTOM LANDING HEIGHT AND 
ADJUST QUANTITY OF RISERS AS NEEDED -

MAINTAIN RISER HEIGHT AS CLOSE TO AVERAGE 
OF EXISTING RISERS AS POSSIBLE WITH A 
MAXIMUM VARIATION OF 3/8" - 6 3/8" IS THE  

ASSUMED HEIGHT

NEW CIP CONCRETE STAIR - MATCH RED 
COLOR AND RISE OF EXISTING PORTION -

RUN SHALL BE 12" PER TREAD

8" CONCRETE WALL WITH PLASTER FINISH TO 
MATCH EXISTING ON ALL EXPOSED SURFACES

NEW PAINTED STEEL 
GUARDRAIL SIM 1/A447

EXISTING LANDING TO REMAIN

EXISTING STAIR TO REMAIN

NEW CIP LANDING 

3
' 
- 

6
" 

 M
IN

2
' 
- 

9
"

NEW PAINTED STEEL PIPE HAND RAILS 
ANCHORED STAIR - COREDRILL AND 
PROVIDE NONSHRINK GROUT INFILL COLOR 
MATCHED TO RED CONCRETE STAIR

10 MD

2

B-A441

3
' 
- 

6
"

1' - 4"

3
' 
- 

6
"

1' - 0"

1' - 0"

FIELD VERIFY BOTTOM LANDING HEIGHT AND 
ADJUST QUANTITY OF RISERS AS NEEDED -
MAINTAIN RISER HEIGHT AS CLOSE TO AVERAGE 
OF EXISTING RISERS AS POSSIBLE WITH A 
MAXIMUM VARIATION OF 3/8" - 6 3/8" IS THE  
ASSUMED HEIGHT

NEW CIP CONCRETE STAIR - MATCH RED 
COLOR AND RISE OF EXISTING PORTION -
RUN SHALL BE 12" PER TREAD

8" CONCRETE WALL WITH PLASTER FINISH TO 
MATCH EXISTING ON ALL EXPOSED 
SURFACES - 3'-6" HIGHER THAN NOSING OF 
STAIRS AND EXTENDING BEYOND BOTTOM 
RISER AS DIMENSIONED

NEW PAINTED STEEL PIPE HAND RAILS 
ANCHORED STAIR - COREDRILL AND 
PROVIDE NONSHRINK GROUT INFILL COLOR 
MATCHED TO RED CONCRETE STAIR

M3

12

AA

V

6

B-A441

NEW HAND 
AND 
GUARDRAIL 
PER 20/G503 
IN NEW 
APARTMENT 
PACKAGE

M3 AAV

NEW GUARDRAIL PER 20/G503 
IN NEW APARTMENT PACKAGE

NEW HAND AND GUARDRAIL 
PER 20/G503 IN NEW 
APARTMENT PACKAGE
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PROJECT NO: 1421

DRAWN BY: EJB

CHECKED BY: Checker

MONASTERY - SITE
STAIR PLANS /
SECTIONS

800 N COUNTRY CLUB RD, TUCSON, AZ 85716

THE BENEDICTINE

B-A441

12.4.20

© DATE: 12.4.20

SCALE: 1/4" = 1'-0"
1

FLOOR PLAN - MONASTERY - LEVEL 1 - EXTERIOR
COURTYARD STAIRS

SCALE: 1/4" = 1'-0"
2

EXTERIOR COURTYARD STAIRS - EXISTING TO NEW
SCALE: 1/4" = 1'-0"

3
EXTERIOR COURTYARD STAIRS - NEW

SCALE: 1/4" = 1'-0"
4

EXTERIOR COURTYARD STAIRS - EXISTING

SCALE: 1/4" = 1'-0"
5

FLOOR PLAN - MONASTERY - LOADING DOCK
SCALE: 1/4" = 1'-0"

6
SECTION - LOADING DOCK

REVISIONS

NO. DATE ISSUE



5

B-A442

3

B-A442

4

B-A442

6

B-A442

UP

1' - 0"

EXISTING STAIRS VIF

8' - 2 1/2" 1' - 0"

1' - 0"

5

B-A442

3

B-A442

4

B-A442

6

B-A442

1
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0
"
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0
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E
X
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IR

 V
IF

6
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5
"

1
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0
"

5.265.26

LEVEL 1-M
0' - 0"

M3T U

BASEMENT - M1
-11' - 6"

5.26

5.26

M3 TU

5.26

LEVEL 1-M
0' - 0"

6

BASEMENT - M1
-11' - 6"

5.26

6

5.26
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PROJECT NO: 1421

DRAWN BY: EJB

CHECKED BY: Checker

MONASTERY - SITE
STAIR PLANS /
SECTIONS

800 N COUNTRY CLUB RD, TUCSON, AZ 85716

THE BENEDICTINE

B-A442

12.4.20

© DATE: 12.4.20

SCALE: 1/4" = 1'-0"
1

ENLARGED FLOOR PLAN - CENTRAL COUTYARD STAIRS

SCALE: 1/4" = 1'-0"
2

ENLARGED FLOOR PLAN - CENTRAL COUTYARD STAIRS -
GROUND LEVEL

SCALE: 1/4" = 1'-0"
3

CENTRAL COUTYARD STAIRS - SECTION 1
SCALE: 1/4" = 1'-0"

4
CENTRAL COUTYARD STAIRS - SECTION 2

SCALE: 1/4" = 1'-0"
5

CENTRAL COUTYARD STAIRS - SECTION 3
SCALE: 1/4" = 1'-0"

6
CENTRAL COUTYARD STAIRS - SECTION 4

REVISIONS

NO. DATE ISSUE



E014

6

B-A443

5

B-A443

8

B-A443

7

B-A443

9

B-A443

10

B-A443

1' - 0"

EXISTING STAIR VIF

6' - 11" 1' - 0"

1' - 0"

1' - 0"

UP

6

B-A443

5

B-A443

8

B-A443

7

B-A443

9

B-A443

10

B-A443

1' - 0"

EXISTING STAIR VIF

9' - 10 1/2"7"

 
 

8
"

UP

6

B-A443

5

B-A443

8

B-A443

7

B-A443

9

B-A443

10

B-A443

1' - 0"

EXISTING STAIR VIF

8' - 10" 1' - 0"

1' - 3"

DN

1' - 0"

6

B-A443

5

B-A443

8

B-A443

7

B-A443

9

B-A443
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B-A443
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0
"

E
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A
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 V

IF

5
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- 

9
"

 
 

1
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0

"

1
' 
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0
"

E300

DN

1' - 0"

LEVEL 1-M
0' - 0"

LEVEL 2-M
11' - 0"

LEVEL 3-M
21' - 8"

LEVEL 3.5-M
30' - 8 1/2"

5MC

BASEMENT - M3
-8' - 4"

5.26

5.26

5.26

5 MC

5.265.26

5.26

5.26

LEVEL 1-M
0' - 0"

LEVEL 2-M
11' - 0"

LEVEL 3-M
21' - 8"

LEVEL 3.5-M
30' - 8 1/2"

ROOF-M
36' - 0"

5MC

BASEMENT - M3
-8' - 4"

5.26

5.26

5 MC

5.26
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5.26

5.26
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5.265.265.26
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PROJECT NO: 1421

DRAWN BY: EJB

CHECKED BY: Checker

MONASTERY - STAIR
PLANS / SECTIONS

800 N COUNTRY CLUB RD, TUCSON, AZ 85716

THE BENEDICTINE

B-A443

12.4.20

© DATE: 12.4.20

SCALE: 1/4" = 1'-0"
1

ENLARGED FLOOR PLAN - STAIR MAIN000 - BASEMENT

SCALE: 1/4" = 1'-0"
2

ENLARGED FLOOR PLAN - STAIR MAIN100 -  LEVEL 1

SCALE: 1/4" = 1'-0"
3

ENLARGED FLOOR PLAN - STAIR MAIN200 -  LEVEL 2

SCALE: 1/4" = 1'-0"
4

ENLARGED FLOOR PLAN - STAIR MAIN300 -  LEVEL 3

SCALE: 1/4" = 1'-0"
5

MONASTERY MAIN STAIRS - SECTION 1
SCALE: 1/4" = 1'-0"

6
MONASTERY MAIN STAIRS - SECTION 2

SCALE: 1/4" = 1'-0"
7

MONASTERY MAIN STAIRS - SECTION 3
SCALE: 1/4" = 1'-0"

8
MONASTERY MAIN STAIRS - SECTION 4

SCALE: 1/4" = 1'-0"
9

MONASTERY MAIN STAIRS - SECTION 5

SCALE: 1/4" = 1'-0"
10

MONASTERY MAIN STAIRS - SECTION 6

REVISIONS

NO. DATE ISSUE

KEYNOTES

5.26 NEW PAINTED STEEL HANDRAIL - 1 1/4" DIAMETER
STEEL PIPE - ANCHOR TO EXISTING  WALL WITH
PREFABRICATED RAIL STANDOFFS EQUAL OF JULIUS
BLUM BRACKET TYPE 275.
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B-A444

9

B-A444

8

B-A444

7

B-A444
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B-A444
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B-A444

  1' - 0"

1' - 0"

EXISTING STAIR VIF
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PLANS / SECTIONS
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THE BENEDICTINE

B-A444

12.4.20

© DATE: 12.4.20

SCALE: 1/4" = 1'-0"
1

ENLARGED FLOOR PLAN - STAIR E000 - BASEMENT

SCALE: 1/4" = 1'-0"
2

ENLARGED FLOOR PLAN - STAIR E100 - LEVEL 1

SCALE: 1/4" = 1'-0"
3

ENLARGED FLOOR PLAN - STAIR E200 - LEVEL 2

SCALE: 1/4" = 1'-0"
4

ENLARGED FLOOR PLAN - STAIR E300 - LEVEL 3

SCALE: 1/4" = 1'-0"
5

MONASTERY STAIR MIDDLE WING - SECTION 1
SCALE: 1/4" = 1'-0"

6
MONASTERY STAIR MIDDLE WING - SECTION 2

SCALE: 1/4" = 1'-0"
7

MONASTERY STAIR MIDDLE WING - SECTION 3
SCALE: 1/4" = 1'-0"

8
MONASTERY STAIR MIDDLE WING - SECTION 4

SCALE: 1/4" = 1'-0"
9

MONASTERY STAIR MIDDLE WING - SECTION 5
SCALE: 1/4" = 1'-0"

10
MONASTERY STAIR MIDDLE WING - SECTION 6

REVISIONS

NO. DATE ISSUE

KEYNOTES

5.26 NEW PAINTED STEEL HANDRAIL - 1 1/4" DIAMETER
STEEL PIPE - ANCHOR TO EXISTING  WALL WITH
PREFABRICATED RAIL STANDOFFS EQUAL OF JULIUS
BLUM BRACKET TYPE 275.
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MONASTERY - STAIR
PLANS / SECTIONS

800 N COUNTRY CLUB RD, TUCSON, AZ 85716

THE BENEDICTINE

B-A445

12.4.20

© DATE: 12.4.20

SCALE: 1/4" = 1'-0"
1

ENLARGED FLOOR PLAN - STAIR NE000 - BASESMENT

SCALE: 1/4" = 1'-0"
2

ENLARGED FLOOR PLAN - STAIR NE100 - LEVEL 1
SCALE: 1/4" = 1'-0"

3
MONASTARY STAIR NE - SECTION 1

SCALE: 1/4" = 1'-0"
4

MONASTARY STAIR NE - SECTION 2

SCALE: 1/4" = 1'-0"
5

MONASTARY STAIR NE - SECTION 3
SCALE: 1/4" = 1'-0"

6
MONASTARY STAIR NE - SECTION 4

REVISIONS

NO. DATE ISSUE

KEYNOTES

5.26 NEW PAINTED STEEL HANDRAIL - 1 1/4" DIAMETER
STEEL PIPE - ANCHOR TO EXISTING  WALL WITH
PREFABRICATED RAIL STANDOFFS EQUAL OF JULIUS
BLUM BRACKET TYPE 275.
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PROJECT NO: 1421

DRAWN BY: EJB

CHECKED BY: Checker

MONASTERY - STAIR
PLANS / SECTIONS

800 N COUNTRY CLUB RD, TUCSON, AZ 85716

THE BENEDICTINE

B-A446

12.4.20

© DATE: 12.4.20

SCALE: 1/4" = 1'-0"
1

ENLARGED FLOOR PLAN - STAIR SW100 - LEVEL 1

SCALE: 1/4" = 1'-0"
2

ENLARGED FLOOR PLAN - STAIR SW200 - LEVEL 2
SCALE: 1/4" = 1'-0"

3
MONASTERY STAIRS SW - SECTION 1

SCALE: 1/4" = 1'-0"
4

MONASTERY STAIRS SW - SECTION 2

SCALE: 1/4" = 1'-0"
5

MONASTERY STAIRS SW - SECTION 3
SCALE: 1/4" = 1'-0"

6
MONASTERY STAIRS SW - SECTION 4

REVISIONS

NO. DATE ISSUE

KEYNOTES

5.26 NEW PAINTED STEEL HANDRAIL - 1 1/4" DIAMETER
STEEL PIPE - ANCHOR TO EXISTING  WALL WITH
PREFABRICATED RAIL STANDOFFS EQUAL OF JULIUS
BLUM BRACKET TYPE 275.



3
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/4
" 

M
A

X

1/2" X 2" SOLID STEEL VERTICAL GUARD RAIL

1/2" X 1" SOLID OR TUBE STEEL HORIZONTAL

1/2" X 2" SOLID STEEL VERTICAL - 5'-0" O.C.

2" DIAMETER STAINLESS STEEL 
WASHERS - 1/4" TOTAL HEIGHT 

5/8" DIAMETER X 8" EMBED EPOXY 
ANCHORS 5' O.C. (6" SOUTH OF EACH 
VERTICAL)

EXISTING PRECAST CAP TO REMAIN -
PAINT

3
' 
- 

7
"

EXISTING MASONRY WALL WITH STUCCO 
FINISH BOTH SIDED - PAINT INTERIOR -
SEE PAINT NOTES ON EXTERIOR 
ELEVATIONS FOR WORK AT EXTERIOR 
SIDE

SEE ASSEMBLY TYPE

EXISTING CAST-IN-PLACE CONCRETE SLAB

CONCRETE FLOOR STRUCTURE AND BUILT UP 
ROOF DECK ASSEMBLY - SEE ROOF ASSEMBLY 
NOTES
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1/2" X 1" SOLID OR TUBE STEEL HORIZONTAL

1/2" X 2" SOLID STEEL VERTICAL - 5'-0" O.C.

2" DIAMETER STAINLESS STEEL 
WASHERS - 1/4" TOTAL HEIGHT 

INVESTIGATE ANCHORING BOTTOM RAIL TO 
CUT  OFF VERTICAL POSTS FROM EXISTINGS 
CHAIN LINK SYSTEM - IF INFEASIBLE, ANCHOR 
WITH 5/8" DIAMETER X 8" EMBED EPOXY 
ANCHORS 5' O.C. (6" SOUTH OF EACH 
VERTICAL)

EXISTING PRECAST CAP TO REMAIN -
PAINT

3
' 
- 

7
"

EXISTING MASONRY WALL WITH STUCCO 
FINISH BOTH SIDED - PAINT INTERIOR -
SEE PAINT NOTES ON EXTERIOR 
ELEVATIONS FOR WORK AT EXTERIOR 
SIDE

EXISTING CONCRETE FLOOR STRUCTURE AND 
BUILT UP ROOF DECK ASSEMBLY - SEE ROOF 
ASSEMBLY NOTES
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DRAWN BY: EJB

CHECKED BY: CJP

MONASTERY -
DETAILS - RAILINGS

800 N COUNTRY CLUB RD, TUCSON, AZ 85716

THE BENEDICTINE

B-A447

12.4.20

© DATE: 12.4.20

SCALE: 1 1/2" = 1'-0"
1

NEW STEEL GUARDRAIL ANCHORED TO TOP OF
EXISTING PARAPET WALL

SCALE: 1 1/2" = 1'-0"
2

NEW STEEL GUARDRAIL AT TOP OF EXISTING LOW WALL
AT RAISED WALKWAYS

REVISIONS

NO. DATE ISSUE
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MONASTERY - RAMP
PLANS/SECTIONS

800 N COUNTRY CLUB RD, TUCSON, AZ 85716

THE BENEDICTINE

B-A448

12.4.20

© DATE: 12.4.20

SCALE: 1/4" = 1'-0"
1

FLOOR PLAN - MONASTERY - RAMP

SCALE: 1/4" = 1'-0"
2

ENTRY RAMP SECTION 1

SCALE: 1/4" = 1'-0"
3

ENTRY RAMP SECTION 2

SCALE: 1/4" = 1'-0"
4

ENTRY RAMP SECTION 3

SCALE: 1/4" = 1'-0"
5

ENTRY RAMP SECTION 4

REVISIONS

NO. DATE ISSUE

KEYNOTES

3.21 INTEGRALLY COLORED CAST IN PLACE CONCRETE
RAMP WITH EXPOSED ARCHITECTURAL CONCRETE
CHEEK WALLS. NO RAILINGS ARE REQUIRED.
PROVIDE EXPANSIVE MATERIAL BETWEEN RAMP AND
EXISTING WALL. PROVIDE PEMKO ALUMINUM PLATE
AT CONNECTION OF TOP LANDING TO EXISTING
ARCADE.



5/8" GYPSUM WALL BOARD WITH 
TEXTURED AND PAINTED FINISH -
PROVIDE WATER-RESISTANT GWB 
WHERE INDICATED IN FINISH 
SCHEDULE

3 5/8" X 1 1/4" X 20 GA METAL 
STUDS 16" O.C.

(WHERE OCCURS) CERAMIC TILE 
WAINSCOT OVER FIBER CEMENT 
UNDERLAYMENT PER TCNA W244F 
OR SHOWER ENCLOSURE OVER 
WATER-RESISTANT GWB

3 5/8" 5/8"

4 1/4"

5/8" GYPSUM WALL BOARD WITH 
TEXTURED AND PAINTED FINISH -
PROVIDE WATER-RESISTANT GWB 
WHERE INDICATED IN FINISH 
SCHEDULE

SOUND BATTS WHERE SHOWN ON 
PLANS

3 5/8" X 1 1/4" X 20 GA METAL 
STUDS 16" O.C.

(WHERE OCCURS) CERAMIC TILE 
WAINSCOT OVER FIBER CEMENT 
UNDERLAYMENT PER TCNA W244F 
OR SHOWER ENCLOSURE OVER 
WATER-RESISTANT GWB

5/8" 3 5/8" 5/8"

4 7/8"

FOR 1/2 HOUR FIRE RATING 
COMPLY WITH UL DESIGN NO. 
U407

5/8" GYPSUM WALL BOARD WITH 
TEXTURED AND PAINTED FINISH -
PROVIDE WATER-RESISTANT GWB 
WHERE INDICATED IN FINISH 
SCHEDULE

6" X 1 1/4" X 20 GA METAL STUDS 
@ 16" O.C.

(WHERE OCCURS) CERAMIC TILE 
WAINSCOT OVER FIBER CEMENT 
UNDERLAYMENT PER TCNA W244F

6" 5/8"

6 5/8"

5/8" GYPSUM WALL BOARD WITH 
TEXTURED AND PAINTED FINISH -
PROVIDE WATER-RESISTANT GWB 
WHERE INDICATED IN FINISH 
SCHEDULE

SOUND BATTS WHERE SHOWN ON 
PLANS

6" X 1 1/4" X 20 GA METAL STUDS 
@ 16" O.C.

(WHERE OCCURS) CERAMIC TILE 
WAINSCOT OVER FIBER CEMENT 
UNDERLAYMENT PER TCNA W244F

5/8" 6" 5/8"

FOR 1/2 HOUR FIRE RATING COMPLY 
WITH UL DESIGN NO. U407

FOR 1 HOUR FIRE RATING COMPLY 
WITH UL DESIGN NO. U419

7 1/4"

5/8" GYPSUM WALL BOARD TYPE 'X' 
WITH TEXTURED AND PAINTED 
FINISH - PROVIDE WATER-
RESISTANT GWB WHERE INDICATED 
IN FINISH SCHEDULE

MIN. 5" THICK GLASS FIBER OR 
MINERAL WOOL INSULATION

6" X 1 1/4" X 20 GA METAL STUDS @ 
16" O.C.

(WHERE OCCURS) CERAMIC TILE 
WAINSCOT OVER FIBER CEMENT 
UNDERLAYMENT PER TCNA W244F

5/8" 6" 1/2" 5/8"

7 3/4"

PROVIDE ACOUSTICAL OUTLET 
BACKER PUTTY PADS WHERE 
MORE THAN ONE J-BOX PER STUD 
CAVITY

1/2" X 25 GA RESILIENT CHANNEL 
INSTALLED HORIZONTALLY @ 24" 
O.C.

FOR 1 HOUR FIRE RATING COMPLY 
WITH UL DESIGN NO. U419

STC RATING: 56
TEST RAL-TL-84-141

5/8" 5/8" 6" 5/8" 5/8"

DOUBLE 5/8" GYPSUM WALL BOARD 
TYPE 'X' - JOINTS IN FACE LAYER 
STAGGERED WITH JOINTS IN BASE 
LAYER

SOUND BATTS WHERE SHOWN ON 
PLANS

6" X 1 1/4" X 18 GA METAL STUDS 
@ 16" O.C.

8 1/2"

FIRE CAULK ALL PENETRATIONS

FOR 2 HOUR FIRE RATING COMPLY 
WITH UL DESIGN NO. U411

STC RATING: 59 (WITH BATT)

PROVIDE DRAFTSTOPPING AND 
FIREBLOCKING AS REQUIRED

DOUBLE 1/2" GYPSUM WALL BOARD 
TYPE 'X' - JOINTS IN FACE LAYER 
STAGGERED WITH JOINTS IN BASE 
LAYER

"C-H" STUDS, MIN 2-1/2" DEEP, MIN 
25 GA, 24" O.C.

FLOOR, SIDE, AND CEILING "J" 
RUNNERS, MIN 2-1/2" DEEP WITH 
UNEQUAL LEGS OF 1" AND 2", MIN 
24 GA

FOR 2 HOUR FIRE RATING COMPLY 
WITH UL DESIGN NO. U438

1/2"1/2" 1 1/2" 1"

1 LAYER OF 1" THICK GYPSUM 
WALL BOARD LINER PANEL, 24" 
WIDE, VERTICAL EDGES FRICTION 
FITTED INTO "H" PORTION OF "C-H" 
STUDS, FREE EDGE INTO "J" 
RUNNERS

3 1/2"

5/8" GYPSUM WALL BOARD TYPE 'X' 
WITH TEXTURED AND PAINTED 
FINISH - PROVIDE WATER-
RESISTANT GWB WHERE INDICATED 
IN FINISH SCHEDULE

MIN. 3-1/2" THICK GLASS FIBER OR 
MINERAL WOOL INSULATION -BOTH 
ROWS OF STUDS

3-5/8" X 1 1/4" X 20 GA METAL STUDS 
@ 16" O.C.

(WHERE OCCURS) CERAMIC TILE 
WAINSCOT OVER FIBER CEMENT 
UNDERLAYMENT PER TCNA W244F

5/8" 3 5/8" 1/2" 3 5/8" 5/8"

9"

PROVIDE ACOUSTICAL OUTLET 
BACKER PUTTY PADS WHERE 
MORE THAN ONE J-BOX PER STUD 
CAVITY

MIN 1/2" APART, SEPARATE 
RUNNERS

FOR 1 HOUR FIRE RATING COMPLY 
WITH UL DESIGN NO. U493

STC RATING: 64
TEST STC-050817

3/4" PLASTER - EXISTING IN MOST 
LOCATIONS - PATCH TO MATCH 
EXISTING TEXTURE WHERE MISSING 
DUE TO DAMAGE OR DEMOLITION 
WORK - FEATHER PATCHES 12" 

EXISTING RED BRICK MASONRY 
WALL - REPAIR ANY DAMAGE 
REQUIRED TO PATCH PLASTER

(WHERE OCCURS) CERAMIC TILE 
WAINSCOT OVER FIBER CEMENT 
UNDERLAYMENT PER TCNA W244F

VARIES 3/4"

EXTERIOR STUCCO REPAIR 
INDICATED ON EXTERIOR 
ELEVATIONS

3/4" PLASTER - EXISTING IN MOST 
LOCATIONS - PATCH TO MATCH 
EXISTING TEXTURE WHERE MISSING 
DUE TO DAMAGE OR DEMOLITION 
WORK - FEATHER PATCHES 12" -
BOTH SIDES OF WALL

EXISTING RED BRICK MASONRY 
WALL - REPAIR ANY DAMAGE 
REQUIRED TO PATCH PLASTER

(WHERE OCCURS) CERAMIC TILE 
WAINSCOT OVER FIBER CEMENT 
UNDERLAYMENT PER TCNA W244F

3/4" VARIES 3/4"

EXPOSED RED BRICK  - REMOVE 
ALL CONDUIT, SUPPORT BRACKETS 
AND ASSOCIATED FASTENERS-
PATCH ANY HOLES OR OTHER 
DAMAGE

VARIES

OPENING INFILL AND PATCHES 
GREATER THAN 2" IN ANY 
DIMENSION SHALL BE 
CONSTRUCTED OF SALVAGED 
BRICK - MORTAR COLOR AND 
TEXTURE SHALL CLOSELEY MATCH 
EXISTING
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CHECKED BY: Checker

MONASTERY - WALL
TYPES

800 N COUNTRY CLUB RD, TUCSON, AZ 85716

THE BENEDICTINE

B-A501

12.4.20

© DATE: 12.4.20

SCALE: 1 1/2" = 1'-0"
A1

WALL TYPE - 3-5/8" STL STUD - FURRING

SCALE: 1 1/2" = 1'-0"
A2

WALL TYPE - 3-5/8" STL STUD - PARTITION

SCALE: 1 1/2" = 1'-0"
A3

WALL TYPE - 6" STL STUD - FURRING

SCALE: 1 1/2" = 1'-0"
A4

WALL TYPE - 6" STL STUD - PARTITION

SCALE: 1 1/2" = 1'-0"
A5

WALL TYPE - 6" STL STUD - SOUND WALL
(1HR)

SCALE: 1 1/2" = 1'-0"
A6

WALL TYPE - 6" STL STUD - (2HR)

SCALE: 1 1/2" = 1'-0"
A7

WALL TYPE - 2-1/2" STL STUD - SHAFT
WALL (2HR)

SCALE: 1 1/2" = 1'-0"
A8

WALL TYPE - 3-5/8" STL STUD (DOUBLE) -
SOUND WALL (1HR)

SCALE: 1 1/2" = 1'-0"
E1

WALL TYPE - EXISTING MASONRY -
PLASTER

SCALE: 1 1/2" = 1'-0"
E2

WALL TYPE - EXISTING MASONRY -
PLASTER 2 SIDES

SCALE: 1 1/2" = 1'-0"
E3

WALL TYPE - EXISTING EXPOSED
MASONRY

REVISIONS

NO. DATE ISSUE



JOINT SEALANT AND BACKER 
ROD FULL PERIMETER

BOTTOM OF CONCRETE SLAB 
OR GWB ON FRAMED FLOOR 
OR ROOF ABOVE

RCP
SEE

STEEL STUD SOFFIT FRAMING
16" O.C.

CONTINUOUS LIGHT GAUGE TRACKS 
ANCHORED TO CONCRETE WITH SHOT 
PINS OR THROUGH GWB TO FRAMING 
ABOVE

DRYWALL SUSPENSION SYSTEM MAY BE 
USED IN LIEU OF STUD FRAMING AT 
CONTRACTORS OPTION

DRYWALL CORNER 
BEAD, TYP

SEE RCP - ALIGN WITH CORRIDOR

1
' 
- 

0
"

CONTINUOUS LIGHT GAUGE 
CORNER ANGLE

5/8" GYPSUM WALL BOARD

JOINT SEALANT AND BACKER 
ROD FULL PERIMETER

BOTTOM OF CONCRETE SLAB 
OR GWB ON FRAMED FLOOR 
OR ROOF ABOVE

RCP
SEE

ARCHITECTURALLY-EXPOSED 
CONCRETE CEILING - QUALITY 
TO BE CLEAN, SMOOTH, AND 
CONSISTENT IN APPEARANCE

1
' 
- 

0
"

1' - 4"

STEEL STUD SOFFIT FRAMING
16" O.C.

DRYWALL SUSPENSION SYSTEM MAY 
BE USED IN LIEU OF STUD FRAMING 
AT CONTRACTOR'S OPTION - SEE 
OTHER DETAILS THIS SHEET

DRYWALL CORNER 
BEAD, TYP

CONTINUOUS LIGHT GAUGE 
CORNER ANGLE

5/8" GYPSUM WALL BOARD

SUSPENDED LIGHT FIXTURE 
CENTERED IN CORRIDOR

SOFFIT DIMENSION IS TO BE CONSISTANT AND MINIMAL 
AMOUNT TO FIT MECHANICAL, ELECTRICAL, AND PLUMBING 
ROUTING AS REQUIRED BUT TO MAINTAIN ADEQUATE SPACE 
FOR LIGHT FIXTURE AT EXPOSED SLABS

24" MAX 24" MAX

JOINT SEALANT AND BACKER 
ROD FULL PERIMETER, BOTH 
SIDES

BOTTOM OF CONCRETE SLAB 
OR GWB ON FRAMED FLOOR 
OR ROOF ABOVE

JOINT AS REQUIRED

CROSS TEE

COLD-ROLLED 1-1/2" 
HIGH MAIN TEE

5/8" GYPSUM WALL BOARD

RCP
SEE

RCP
SEE

COLD-ROLLED 1-1/2"X1" 
WALL MOLDING EQ. OF 
DGWM.24 BY USG

SCREW INTO MOLDING 
AT PERIMETER

J-METAL, CAULK & BACKER 
ROD FULL PERIM FOR RELIEF 
ON CEILINGS OVER 30'-0"

WALL PER WALL TYPES

JOINT SEALANT AND 
BACKER ROD FULL 
PERIMETER

DRYWALL CORNER 
BEAD

SEE ADDITIONAL GWB CEILING 
FRAMING OPTIONS, THIS SHEET

5/8" GYPSUM WALL BOARD

WALL PER WALL TYPES

"L" SHAPED WALL ANGLE

7/8" MTL FURRING CHANNEL 
@ 2'-0" O.C. MAX

J-METAL, CAULK & BACKER ROD FULL 
PERIM FOR RELIEF ON CEILINGS 
OVER 30'-0"

1 1/2" CHANNEL 4'-0" O.C. MAX.

1 1/2" CHANNEL 4'-0" O.C. MAX.

7/8" METAL FURRING 
CHANNELS 24" O.C. MAX

REFER TO RCP FOR LOCATION 
OF CONTROL JOINTS

5/8" GWB

HANGER SPACING 48" O.C. MAX

METAL FURRING CHANNEL 
CLIP

TOP CLIP WITH MECHANICAL 
FASTENER TO STRUT

100 LB CAPACITY HANGER CLIP

COMPRESSION STRUT, CONNECT 
TO STRUCT ABOVE (200 LB 
CAPACITY F.S. #2) 10' - 0" O.C. TYP

12 GA LATERAL BRACING WIRES 
WITHIN 2" OF CROSS TEE WITH 4 
TIGHT TURNS IN 1 1/2" BOTH ENDS 
OF WIRE, TYP

CROSS TEE

12 GA VERTICAL HANGER WIRE

5/8" GWB

MAIN TEE (48" O.C. MAX)

GRID

ASSEMBLED

EXISTING CAST-IN-PLACE CONCRETE SLAB

NON-RATED 5/8" GYPSUM WALL BOARD WITH 
TEXTURED AND PAINTED FINISH ON SUSPENSION 
SYSTEM WHERE EXISTS PER RCP

S
E

E
 R

C
P

1
' -

 5
" 

T
Y

P

2" THICK CONCRETE PEDESTAL PAVER SYSTEM 
EQUAL OF WESTILE BY BELGARD - CLASSIC 
PLAZA, NATURAL GREY 

CONTRACTOR ASSESS CONDITION OF EXISTING 
ROOFING TO DETERMINE WHETHER EXISTING 
CONDITION IS ADEQUATE SUBSTRATE FOR 
PAVER SYSTEM. ASSUME THAT THIS ENTIRE 
ROOF WILL BE RECOATED PRIOR TO 
INSTALLATION OF PAVERS. IF EXISTING SYSTEM 
IS INADEQUATE IN WAYS NOT ADDRESSED BY 
RECOATING, PROPOSE REMEDIAL MEASURES 
FOR ARCHITECT AND OWNER REVIEW. SLOPED 
1/8" / 1'-0" MIN FOR POSITIVE DRAINAGE

R-20 SPRAY FOAM INSULATION

R-19 BATT INSULATION

12
1/8 - 1/4

1
' 
- 

8
"

EXISTING STEEL JOIST -
SEE STRUCTURAL FOR 
UPGRADES

EXISTING CAST-IN-PLACE CONCRETE SLAB

2" THICK BLACK DUCT BOARD INSULATION -
MECHANICALLY FASTEN TO UNDERSIDE OF 
SLAB

HANGING ACOUSTICAL PANEL EQUAL OF ALPHASORB 
WHISPER ACOUSTICAL CLOUD WITH SQUARE EDGE -
COLOR AS SELECTED BY ARCHITECT - ASSUME (4) TOTAL 
COLORS - ANCHOR SUPPORT CABLES TO CONCRETE 
SLAB - SEE RCP FOR LOCATION, SIZE AND QUANTITY

EXISTING STEEL JOIST - SEE STRUCTURAL FOR 
UPGRADES - REMOVE ALL ATTACHED FASTENERS, 
PLASTER, AND OTHER DEBRIS - PREP AND PAINT
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SCALE: 3" = 1'-0"
1

CEILING - GWB SOFFIT

SCALE: 3" = 1'-0"
2

CEILING - GWB CORRIDOR SOFFIT

SCALE: 3" = 1'-0"
3

CEILING - GWB TYP SUSPENDED GRID SOFFIT

SCALE: 3" = 1'-0"
4

CEILING - GWB TYP DROPPED CEILING @ WALL

SCALE: 1 1/2" = 1'-0"
5

CEILING - GWB METAL SUSPENSION SYSTEMS

SCALE: 1 1/2" = 1'-0"
RT1

ROOF ASSEMBLY - MONASTERY CONCRETE ROOF DECK

SCALE: 1 1/2" = 1'-0"
EC4

FLOOR CEILING ASSEMBLY - CHAPEL
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UL SYSTEM W-L-7001
FIRE RATING: 1HR.

1. WALL ASSEMBLY — THE 1 OR 2 HR FIRE-
RATED GYPSUM BOARD/STUD WALL ASSEMBLY SHALL BE 
CONSTRUCTED OF THE MATERIALS AND IN THE MANNER 
DESCRIBED IN THE INDIVIDUAL U300, U400, V400 OR W400 
SERIES WALL OR PARTITION DESIGN IN THE UL FIRE 
RESISTANCE DIRECTORY AND SHALL INCLUDE THE 
FOLLOWING CONSTRUCTION FEATURES:

A. STUDS — WALL FRAMING MAY CONSIST OF 
EITHER WOOD STUDS OR STEEL CHANNEL STUDS. WOOD 
STUDS TO CONSIST OF NOM 2 BY 4 IN. (51 BY 102 MM) LUMBER 
SPACED 16 IN. (406 MM) OC. IN 2 HR FIRE RATED ASSEMBLIES, 
STEEL STUDS TO BE MIN 2-1/2 IN ( 64 MM) WIDE AND SPACED 
MAX 24 IN. (610 MM) OC. IN 1 HR FIRE-RATED ASSEMBLIES, 
STEEL STUDS TO BE MIN 3-5/8 IN. (92 MM) WIDE AND SPACED 
MAX 24 IN. (610 MM) OC. MAX AREA OF OPENING IS 196 SQ IN. 
(1265 CM2) WITH MAX DIMENSIONS OF 14 IN. (356 MM).

B. GYPSUM BOARD* — 5/8 IN. (16 MM) THICK, 4 FT 
(1.2 M) WIDE WITH SQUARE OR TAPERED EDGES. THE 
GYPSUM BOARD TYPE, THICKNESS, NUMBER OF LAYERS, 
FASTENER TYPE AND SHEET ORIENTATION SHALL BE AS 
SPECIFIED IN THE INDIVIDUAL DESIGN IN THE UL FIRE 
RESISTANCE DIRECTORY.
THE HOURLY F AND FH RATINGS OF THE FIRESTOP SYSTEM 

ARE EQUAL TO THE HOURLY FIRE RATING OF THE WALL 

ASSEMBLY IN WHICH IT IS INSTALLED.

2. STEEL DUCT — NOM 12 BY 12 IN. (305 BY 305 
MM) (OR SMALLER) NO. 24 GAUGE (OR HEAVIER) STEEL DUCT 
TO BE CENTERED WITHIN THE FIRESTOP SYSTEM. A NOM 1 IN. 
(25 MM) ANNULAR SPACE IS REQUIRED WITHIN THE FIRESTOP 
SYSTEM. STEEL DUCT TO BE RIGIDLY SUPPORTED ON BOTH 
SIDES OF WALL ASSEMBLY.

3. FIRESTOP SYSTEM — THE FIRESTOP SYSTEM 
SHALL CONSIST OF THE FOLLOWING:

A. PACKING MATERIAL — IN 2 HR FIRE RATED 
ASSEMBLIES, MIN 3-1/2 IN. (89 MM) THICKNESS OF MIN 4 PCF 
(64 KG/M3) MINERAL WOOL BATT INSULATION FIRMLY PACKED 
INTO OPENING AS A PERMANENT FORM. IN 1 HR FIRE RATED 
ASSEMBLIES, 3-7/8 IN. (98 MM) THICKNESS OF MIN 4 PCF (64 
KG/M3) MINERAL WOOL BATT INSULATION FIRMLY PACKED 
INTO OPENING AS A PERMANENT FORM. PACKING MATERIAL 
TO BE RECESSED FROM BOTH SURFACES OF WALL TO 
ACCOMMODATE THE REQUIRED THICKNESS OF FILL 
MATERIAL.

B. FILL, VOID OR CAVITY MATERIAL* —
SEALANT — IN 2 HR FIRE RATED ASSEMBLIES, MIN 3/4 IN. (19 
MM) THICKNESS OF FILL MATERIAL APPLIED WITHIN THE 
ANNULUS, ON BOTH SURFACES OF WALL. ADDITIONAL FILL 
MATERIAL TO BE INSTALLED SUCH THAT A MIN 1/4 IN. (6 MM) 
THICK CROWN IS FORMED AROUND THE PENETRATING ITEM 
AND LAPPING A MIN 1/4 IN. (6 MM) BEYOND THE PERIPHERY 
OF THE OPENING. IN 1 HR FIRE RATED ASSEMBLIES, MIN 1/2 
IN. (13 MM) THICKNESS OF FILL MATERIAL APPLIED WITHIN 
THE ANNULUS ON BOTH SURFACES OF WALL. ADDITIONAL 
FILL MATERIAL TO BE INSTALLED SUCH THAT A MIN 1/2 IN. (13 
MM) THICK CROWN IS FORMED AROUND THE PENETRATING 
ITEM AND LAPPING A MIN 1/4 IN. (6 MM) BEYOND THE 
PERIPHERY OF THE OPENING.

RECTORSEAL — FLAMESAFE FS 1900, METACAULK 1000, 
METACAULK 350I, BIOSTOP 350I OR BIOSTOP 500+

*BEARING THE UL CLASSIFICATION MARK

UL SYSTEM W-L-3001
FIRE RATING: 1 HR.

1. WALL ASSEMBLY – THE 1 OR 2 HR FIRE-RATED GYPSUM 
WALLBOARD/STUD WALL ASSEMBLY SHALL BE CONSTRUCTED 
OF THE MATERIALS AND IN THE MANNER DESCRIBED IN THE 
INDIVIDUAL U300 OR U400 SERIES WALL OR PARTITION 
DESIGNS IN THE UL FIRE RESISTANCE DIRECTORY AND SHALL 
INCLUDE THE FOLLOWING CONSTRUCTION FEATURES:

A. STUDS – WALL FRAMING MAY CONSIST OF EITHER 
WOOD STUDS OR STEEL CHANNEL STUDS. WOOD STUDS TO 
CONSIST OF NOM 2 BY 4 IN. LUMBER SPACED 16 IN. OC WITH 
NOM 2 BY 4 IN. LUMBER END PLATES AND CROSS BRACES. 
STEEL STUDS TO BE MIN 3-5/8 IN. WIDE BY 1-3/8 IN. DEEP 
CHANNELS SPACED MAX 24 IN OC.

B. GYPSUM BOARD* – NOM 1/2 OR 5/8 IN. THICK, 4 FT WIDE 
WITH SQUARE OR TAPERED EDGES. THE GYPSUM WALLBOARD 
TYPE, THICKNESS, NUMBER OF LAYERS AND SHEET 
ORIENTATION SHALL BE AS SPECIFIED IN THE INDIVIDUAL WALL 
OR PARTITION DESIGN. DIAM OF CIRCULAR THROUGH OPENING 
TO BE 3/8 IN. TO 5/8 IN. LARGER THAN OUTSIDE DIAM OF CABLE 
OR CABLE BUNDLE.

C. FASTENERS – WHEN WOOD STUD FRAMING IS 
EMPLOYED GYPSUM WALLBOARD LAYERS ATTACHED TO 
STUDS WITH CEMENT COATED NAILS AS SPECIFIED IN THE 
INDIVIDUAL WALL OR PARTITION DESIGN. WHEN STEEL 
CHANNEL STUD FRAMING IS EMPLOYED, GYPSUM WALLBOARD 
ATTACHED TO STUDS WITH TYPE S
SELF-DRILLING, SELF-TAPPING BUGLE-HEAD STEEL SCREWS AS 
SPECIFIED IN THE INDIVIDUAL WALL OR PARTITION DESIGN.
THE HOURLY F RATING OF THE FIRESTOP SYSTEM IS EQUAL TO 
THE HOURLY FIRE RATING OF THE WALL ASSEMBLY IN WHICH 
IT IS INSTALLED.

2. CABLES – INDIVIDUAL CABLE OR MAX 1 IN. DIAM CABLE 
BUNDLE INSTALLED IN THROUGH OPENING WITH AN ANNULAR 
SPACE OF MIN 0 IN. (POINT CONTACT) TO MAX 3/4 IN. CABLE TO 
BE RIGIDLY SUPPORTED ON BOTH SIDES OF WALL ASSEMBLY. 
THE FOLLOWING TYPES AND SIZES OF CABLES MAY BE USED:

A. MAX 150 PAIR NO. 24 AWG COPPER CONDUCTOR 
TELEPHONE CABLE WITH POLYVINYL CHLORIDE (PVC) 
INSULATION AND JACKET MATERIALS. WHEN MAX 25 PAIR 
TELEPHONE CABLE IS USED, T RATING IS 2 HR. WHEN 50 TO 150 
PAIR TELEPHONE CABLE IS USED IN 1 HR FIRE RATED WALL, T 
RATING IS 3/4 HR. WHEN 50 TO 150 PAIR TELEPHONE CABLE IS 
USED IN 2 HR FIRE RATED WALL, T RATING IS 1 HR.

B. MAX NO. 10 AWG MULTIPLE COPPER CONDUCTOR TYPE 
NM (“ROMEX” ) NONMETALLIC SHEATHED CABLE WITH PVC 
INSULATION AND JACKET MATERIALS. WHEN TYPE NM CABLE IS 
USED, MAX T RATING IS 1-1/2 HR.

C. MULTIPLE FIBER OPTICAL COMMUNICATION CABLE 
JACKETED WITH PVC AND HAVING A MAX OUTSIDE DIAM OF 5/8 
IN. WHEN FIBER OPTIC CABLE IS USED, MAX T RATING IS 2 HR.

D. MAX 12 AWG MULTI CONDUCTOR (MAX SEVEN 
CONDUCTORS) POWER/CONTROL CABLE WITH CROSS-LINKED 
POLYETHYLENE (XLPE) INSULATION AND XLPE OR PVC JACKET 
MATERIALS. WHEN MULTI CONDUCTOR POWER/CONTROL 
CABLE IS USED, MAX T RATING IS 2 HR.

E. MAX FOUR CONDUCTOR WITH GROUND NO. 2 AWG (OR 
SMALLER) ALUMINUM SER CABLES WITH POLYVINYL CHLORIDE 
INSULATION AND JACKET MATERIALS.

3. FILL, VOID OR CAVITY MATERIALS* – CAULK, SEALANT 
OR PUTTY – CAULK OR PUTTY FILL MATERIAL INSTALLED TO 
COMPLETELY FILL ANNULAR SPACE BETWEEN CABLE AND 
GYPSUM WALLBOARD ON BOTH SIDES OF WALL AND WITH A 
MIN 1/4 IN. DIAM BEAD OF CAULK OR PUTTY APPLIED TO 
PERIMETER OF CABLE(S) AT ITS EGRESS FROM EACH SIDE OF 
THE WALL.
3M COMPANY – MP+ STIX PUTTY, CP 25WB+ CAULK, FB-3000 WT 
SEALANT OR CABLE WRAP PUTTY
(NOTE: L RATINGS APPLY ONLY WHEN CP 25WB+ CAULK OR 
FB-3000 WT IS USED.)

*BEARING THE UL CLASSIFICATION MARK
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UL SYSTEM W-L-1001
FIRE RATING: 1HR.

1. WALL ASSEMBLY – THE 1, 2, 3 OR 4 HR FIRE-RATED 
GYPSUM WALLBOARD/STUD WALL ASSEMBLY SHALL BE 
CONSTRUCTED OF THE MATERIALS AND IN THE
MANNER DESCRIBED IN THE INDIVIDUAL U300 OR U400 SERIES 
WALL OR PARTITION DESIGNS IN THE UL FIRE RESISTANCE 
DIRECTORY AND SHALL INCLUDE THE
FOLLOWING CONSTRUCTION FEATURES:

A. STUDS – WALL FRAMING MAY CONSIST OF EITHER 
WOOD STUDS (MAX 2 HR FIRE RATED ASSEMBLIES) OR STEEL 
CHANNEL STUDS. WOOD STUDS TO CONSIST OF NOM 2 BY 4 
IN. (51 BY 102 MM) LUMBER SPACED 16 IN. (406 MM) OC WITH 
NOM 2 BY 4 IN. (51 BY 102 MM) LUMBER END PLATES AND 
CROSS BRACES. STEEL STUDS TO BE MIN 3-5/8 IN. (92 MM) 
WIDE BY 1-3/8 IN. (35 MM) DEEP CHANNELS SPACED MAX 24 IN. 
OC.

B. GYPSUM BOARD* – NOM 1/2 OR 5/8 IN. (13 OR 16 MM) 
THICK, 4 FT. (122 CM) WIDE WITH SQUARE OR TAPERED 
EDGES. THE GYPSUM WALLBOARD TYPE, THICKNESS, 
NUMBER OF LAYERS, FASTENER TYPE AND SHEET 
ORIENTATION SHALL BE AS SPECIFIED IN THE INDIVIDUAL 
U300 OR U400 SERIES DESIGN IN THE UL FIRE RESISTANCE 
DIRECTORY. MAX DIAM OF OPENING IS 26 IN. (660 MM).

2. THROUGH PENETRANT – ONE METALLIC PIPE, 
CONDUIT OR TUBING INSTALLED EITHER CONCENTRICALLY 
OR ECCENTRICALLY WITHIN THE FIRESTOP SYSTEM. THE
ANNULAR SPACE BETWEEN PIPE, CONDUIT OR TUBING AND 
PERIPHERY OF OPENING SHALL BE MIN OF 0 IN. (0 MM) (POINT 
CONTACT) TO MAX 2 IN. (51 MM). PIPE, CONDUIT OR TUBING 
TO BE RIGIDLY SUPPORTED ON BOTH SIDES OF WALL 
ASSEMBLY. THE FOLLOWING TYPES AND SIZES OF METALLIC 
PIPES, CONDUITS OR TUBING MAY BE USED:

A. STEEL PIPE – NOM 24 IN. (610 MM) DIAM (OR SMALLER) 
SCHEDULE 10 (OR HEAVIER) STEEL PIPE.

B. IRON PIPE – NOM 24 IN. (610 MM) DIAM (OR SMALLER) 
SERVICE WEIGHT (OR HEAVIER) CAST IRON SOIL PIPE, NOM 12 
IN. (305 MM) DIAM (OR SMALLER) OR CLASS 50 (OR HEAVIER) 
DUCTILE IRON PRESSURE PIPE.

C. CONDUIT – NOM 6 IN. (152 MM) DIAM (OR SMALLER) 
STEEL CONDUIT OR NOM 4 IN. (102 MM) DIAM (OR SMALLER) 
STEEL ELECTRICAL METALLIC TUBING

D. COPPER TUBING – NOM 6 IN. (152 MM) DIAM (OR 
SMALLER) TYPE L (OR HEAVIER) COPPER TUBING

E. COPPER PIPE – NOM 6 IN. (152 MM) DIAM (OR 
SMALLER) REGULAR (OR HEAVIER) COPPER PIPE.

F. THROUGH PENETRATING PRODUCT* – FLEXIBLE 
METAL PIPING – THE FOLLOWING TYPES OF STEEL FLEXIBLE 
METAL GAS PIPING MAY BE USED:

1. NOM 2 IN. (51 MM) DIAM (OR SMALLER) STEEL 
FLEXIBLE METAL GAS PIPING. PLASTIC COVERING ON PIPING 
MAY OR MAY NOT BE REMOVED ON BOTH SIDES OF FLOOR 
OR WALL ASSEMBLY.
OMEGA FLEX INC

2. NOM 1 IN. (25 MM) DIAM (OR SMALLER) STEEL 
FLEXIBLE METAL GAS PIPING. PLASTIC COVERING ON PIPING 
MAY OR MAY NOT BE REMOVED ON BOTH SIDES OF FLOOR 
OR WALL ASSEMBLY.
TITEFLEX CORP
A BUNDY CO

3. NOM 1 IN. (25 MM) DIAM (OR SMALLER) STEEL 
FLEXIBLE METAL GAS PIPING. PLASTIC COVERING ON PIPING 
MAY OR MAY NOT BE REMOVED ON BOTH SIDES OF FLOOR 
OR WALL ASSEMBLY.
WARD MFG INC

3. FILL, VOID OR CAVITY MATERIAL* – CAULK OR 
SEALANT – MIN 5/8. 1-1/4,1-7/8 AND 2-1/2 IN. (16, 32, 48 AND 64 
MM) THICKNESS OF CAULK FOR 1, 2, 3 AND 4 HR RATED 
ASSEMBLIES, RESPECTIVELY, APPLIED WITHIN ANNULUS, 
FLUSH WITH BOTH SURFACES OF WALL. MIN 1/4 IN. (6 MM) 
DIAM BEAD OF CAULK APPLIED TO GYPSUM 
BOARD/PENETRANT INTERFACE AT POINT CONTACT 
LOCATION ON BOTH SIDES OF WALL. THE HOURLY F RATING 
OF THE FIRESTOP SYSTEM IS
DEPENDENT UPON THE HOURLY FIRE RATING OF THE WALL 
ASSEMBLY IN WHICH IT IS INSTALLED, AS SHOWN IN THE 
FOLLOWING TABLE. THE HOURLY T RATING OF THE FIRESTOP 
SYSTEM IS DEPENDENT UPON THE TYPE OR SIZE OF THE PIPE 
OR CONDUIT AND THE HOURLY FIRE RATING OF THE WALL 
ASSEMBLY IN WHICH IT IS INSTALLED, AS TABULATED BELOW:

MAX PIPE OR CONDUIT F RATING T 

RATING

DIAM IN. (MM) 

HR HR
1 (25) 

1 OR 2 0+, 1 OR 
2
1 (25) 

3 OR 4 3 OR 4
4 (102) 

1 OR 2 0
6 (152) 

3 OR 4 0
12 (305) 

1 OR 2 0

+WHEN COPPER PIPE IS USED, T RATING IS 0 HR.
3M COMPANY – CP 25WB+ CAULK OR FB-3000 WT.

*BEARING THE UL CLASSIFICATION MARK
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UL SYSTEM W-L-2002
FIRE RATING: 1 HR.

1. WALL ASSEMBLY — THE 1 OR 2 HR FIRE-
RATED GYPSUM BOARD/STUD WALL ASSEMBLY SHALL BE 
CONSTRUCTED OF THE MATERIALS AND IN THE MANNER 
DESCRIBED IN THE INDIVIDUAL U300, U400 OR V400 SERIES 
WALL AND PARTITION DESIGN IN THE UL FIRE RESISTANCE 
DIRECTORY AND SHALL INCLUDE THE FOLLOWING 
CONSTRUCTION FEATURES:

A. STUDS — WALL FRAMING MAY CONSIST OF 
EITHER WOOD STUDS OR STEEL CHANNEL STUDS. WOOD 
STUDS TO CONSIST OF NOM 2 BY 4 IN. (51 BY 102 MM) LUMBER 
SPACED 16 IN. (406 MM) OC. STEEL STUDS TO BE MIN 3-5/8 IN. 
(92 MM) WIDE BY 1-3/8 IN. (35 MM) DEEP CHANNELS SPACED 
MAX 24 IN. (610 MM) OC.

B. GYPSUM BOARD* — 5/8 IN. (16 MM) THICK, 4 FT 
(122 CM) WIDE WITH SQUARE OR TAPERED EDGES. THE 
GYPSUM BOARD TYPE, THICKNESS, NUMBER OF LAYERS, 
FASTENER TYPE AND SHEET ORIENTATION SHALL BE AS 
SPECIFIED IN THE INDIVIDUAL U300, U400 OR V400 SERIES 
DESIGN IN THE UL FIRE RESISTANCE DIRECTORY. MAX DIAM 
OF OPENING IS 7 IN. (178 MM).

2. NONMETALLIC PIPE OR CONDUIT — ONE 
NONMETALLIC PIPE OR CONDUIT IS CENTERED WITHIN THE 
FIRESTOP SYSTEM. PIPE OR CONDUIT TO BE INSTALLED NEAR 
CENTER OF STUD CAVITY WIDTH AND TO BE RIGIDLY 
SUPPORTED ON BOTH SIDES OF WALL. THE FOLLOWING 
TYPES AND SIZES OF NONMETALLIC PIPES OR CONDUIT MAY 
BE USED:

A. NOM 6 IN. (152 MM) DIAM (OR SMALLER) SCHEDULE 40 
SOLID-CORE POLYVINYL CHLORIDE (PVC) PIPE FOR USE IN 
CLOSED (PROCESS OR SUPPLY) OR VENTED (DRAIN, WASTE 
OR VENT) PIPING SYSTEMS.

B. NOM 4 IN. (102 MM) DIAM (OR SMALLER) SCHEDULE 40 
CELLULAR CORE POLYVINYL CHLORIDE (PVC) PIPE FOR USE 
IN CLOSED (PROCESS OR SUPPLY) OR VENTED (DRAIN, 
WASTE OR VENT) PIPING SYSTEMS.

C. NOM 4 IN. (102 MM) DIAM (OR SMALLER) SCHEDULE 40 
SOLID-CORE ACRYLONITRILE-BUTADIENE-STYRENE (ABS) 
PIPE FOR USE IN CLOSED (PROCESS OR SUPPLY) OR VENTED 
(DRAIN, WASTE OR VENT) PIPING SYSTEMS.

D. NOM 4 IN. (102 MM) DIAM (OR SMALLER) SCHEDULE 40 FIRE 
RETARDANT POLYPROPYLENE (FRPP) PIPE FOR USE IN 
CLOSED (PROCESS OR SUPPLY) OR VENTED (DRAIN, WASTE 
OR VENT) PIPING SYSTEMS.

E. NOM 4 IN. (102 MM) DIAM (OR SMALLER) RIGID 
NONMETALLIC CONDUIT FORMED OF PVC.

F. NOM 1 IN. (25 MM) DIAM (SMALLER) ELECTRICAL 
NONMETALLIC TUBING FORMED OF PVC.

G. NOM 6 IN. (152 MM) DIAM (OR SMALLER) SDR13.5 
CHLORINATED POLYVINYL CHLORIDE (CPVC) PIPE FOR USE IN 
CLOSED (PROCESS OR SUPPLY) PIPING SYSTEMS.
SEE RIGID NONMETALLIC CONDUIT (DZKT) AND ELECTRICAL 
NONMETALLIC TUBING (FKHU) CATEGORIES IN UL 
ELECTRICAL CONSTRUCTION MATERIALS DIRECTORY FOR 
NAMES OF MANUFACTURERS.

3. FIRESTOP SYSTEM — INSTALLED 
SYMMETRICALLY ON BOTH SIDES OF WALL ASSEMBLY. THE 
HOURLY F AND T RATINGS FOR THE FIRESTOP SYSTEM ARE 
DEPENDENT UPON THE TYPE AND SIZE OF NONMETALLIC 
PIPE OR CONDUIT, THE PIPING SYSTEM TYPE (CLOSED 
SYSTEMS SUCH AS PROCESS OR SUPPLY PIPING OR VENTED 
SYSTEMS SUCH AS DRAIN, WASTE OR VENT PIPING) AND THE 
HOURLY FIRE RATING OF THE WALL ASSEMBLY IN WHICH IT IS 
INSTALLED, AS SHOWN IN THE TABLE (SEE ORIGINAL UL 
DETAILS)

THE DETAILS OF THE FIRESTOP SYSTEM SHALL BE AS 
FOLLOWS.

A. FILL, VOID OR CAVITY MATERIALS* — WRAP 
STRIP — NOM 1/4 IN. (6 MM) THICK INTUMESCENT 
ELASTOMERIC MATERIAL FACED ON ONE SIDE WITH 
ALUMINUM FOIL, SUPPLIED IN 2 IN. (51 MM) WIDE STRIPS. NOM 
2 IN. (51 MM) WIDE STRIPS TIGHTLY WRAPPED AROUND 
NONMETALLIC PIPE OR CONDUIT (FOIL SIDE EXPOSED) WITH 
THE EDGES BUTTED AGAINST THE SURFACE OF THE WALL. 
SUFFICIENT LAYERS OF WRAP STRIP SHALL BE INSTALLED TO 
LAP A MIN OF 3/16 IN. (5 MM) ON THE WALL SURFACE AROUND 
THE ENTIRE PERIMETER OF THE CIRCULAR THROUGH 
OPENING. FOR NOM 1/2 IN. (13 MM) TO NOM 2 IN. (51 MM) DIAM 
PIPES OR CONDUITS, A MIN OF ONE LAYER OF WRAP STRIP IS 
REQUIRED. FOR NOM 2-1/2 IN. (64 MM) AND NOM 3 IN. (76 MM) 
DIAM PIPES, A MIN OF TWO LAYERS OF WRAP STRIP IS 
REQUIRED. FOR NOM 3-1/2 IN. (89 MM) AND NOM 4 IN. (102 MM) 
DIAM PIPES, A MIN OF THREE LAYERS OF WRAP STRIP IS 
REQUIRED. FOR NOM 5 AND 6 IN. (127 AND 152 MM) DIAM, TWO 
TIERS (4 IN. (102 MM)OVERALL LENGTH) OF THREE LAYERS OF 
WRAP STRIP IS REQUIRED, WITH ADJOINING WRAP STRIP 
LAYER EDGES BETWEEN TIERS TIGHTLY BUTTED. EACH 
LAYER OF WRAP STRIP TO BE INSTALLED WITH BUTTED 
SEAM, WITH BUTTED SEAMS IN SUCCESSIVE LAYERS 
STAGGERED. WRAP STRIP LAYERS TEMPORARILY HELD IN 
POSITION USING ALUMINUM FOIL TAPE, STEEL WIRE TIE OR 
EQUIVALENT.
3M COMPANY — TYPE FS-195+

B. STEEL COLLAR — NOM 2 OR 4 IN. (51 OR 102 
MM) DEEP COLLAR WITH 1-1/4 IN. (32 MM) WIDE BY 2 IN. (51 
MM) LONG ANCHOR TABS AND MIN 3/4 IN. (19 MM) LONG TABS 
TO RETAIN WRAP STRIP LAYERS. COILS OF PRECUT 0.016 IN. 
(0.41 MM) THICK (NO. 30 28 GAUGE) GALV SHEET STEEL 
AVAILABLE FROM WRAP STRIP MANUFACTURER. AS AN 
ALTERNATE, COLLAR MAY BE FIELD-FABRICATED FROM MIN 
0.016 IN. (0.41 MM) THICK (NO. 30 28 GAUGE) GALV SHEET 
STEEL IN ACCORDANCE WITH INSTRUCTION SHEET SUPPLIED 
BY WRAP STRIP MANUFACTURER.
STEEL COLLAR, WITH ANCHOR TABS BENT OUTWARD 90 DEG, 
WRAPPED TIGHTLY AROUND WRAP STRIP LAYERS WITH MIN 1 
IN. (25 MM) OVERLAP AT THE SEAM. WITH STEEL COLLAR 
ANCHOR TABS PRESSED TIGHTLY AGAINST WALL SURFACE, 
COMPRESS COLLAR AROUND WRAP STRIP LAYERS USING A 
MIN 1/2 IN. (13 MM) WIDE BY 0.028 IN. (0.71 MM) THICK 
STAINLESS STEEL BAND CLAMP WITH WORM DRIVE 
TIGHTENING MECHANISM AT THE COLLAR MIDHEIGHT. AS AN 
ALTERNATE TO THE STAINLESS STEEL BAND CLAMP, THE 
STEEL COLLAR MAY BE COMPRESSED AROUND NOM 4 IN. 
DIAM (OR SMALLER NONMETALLIC PIPES USING TWO MIN 16 
SWG (0.0625 IN. (0.016 MM) DIAM) STEEL WIRES SECURED 
WITH MULTIPLE TWISTS. AS AN ALTERNATE TO THE BAND 
CLAMPS OR STEEL WIRES, COLLARS MAY BE SECURED BY A 
MEANS NO. 10 BY 1/2 IN. (13 MM) LONG SHEET METAL SCREWS 
INSTALLED IN THE VERTICAL AXIS AT THE CENTER OF THE 1 
IN. (25 MM) OVERLAP ALONG THE PERIMETER JOINT OF THE 
COLLAR. A MIN OF THREE SCREWS IS REQUIRED. SECURE 
COLLAR TO WALL SURFACE WITH 3/16 IN. (5 MM) DIAM STEEL 
TOGGLE BOLTS IN CONJUNCTION WITH MIN 1-1/2 IN. (38 MM) 
DIAM STEEL WASHERS.

THREE BOLTS, SYMMETRICALLY LOCATED, REQUIRED FOR 2 
IN. (51 MM) DEEP STEEL COLLAR FOR NOM 1/2 IN. (13 MM) TO 
NOM 3 IN. (76 MM) DIAM PIPES. FOUR BOLTS, SYMMETRICALLY 
LOCATED, REQUIRED FOR 2 IN. (51 MM) DEEP STEEL COLLAR 
FOR NOM 3-1/2 AND 4 IN. (89 AND 102 MM) DIAM PIPES. FIVE TO 
SEVEN BOLTS (EVERY OTHER ANCHOR TAB) REQUIRED FOR 4 
IN. (102 MM) DEEP STEEL COLLAR FOR NOM 5 AND 6 IN. (127 
AND 152 MM) DIAM PIPES. AS A FINAL STEP, BEND RETAINER 
TABS 90 DEG TOWARD PIPE TO LOCK WRAP STRIP LAYERS IN 
POSITION.

C. FILL, VOID OR CAVITY MATERIALS* — CAULK, 
SEALANT OR PUTTY — GENEROUS BEAD OF CAULK APPLIED 
TO OUTER PERIMETER OF WRAP STRIP AT INTERFACE WITH 
WALL SURFACE AND TO PERIMETER OF PIPE OR CONDUIT AT 
ITS EGRESS FROM THE WRAP STRIP LAYERS.
3M COMPANY — CP 25WB+ CAULK AND MP+ STIX PUTTY, IC 
15WB+ CAULK, FIREDAM 150+ CAULK, OR FB-3000 WT 
SEALANT

(NOTE: L RATINGS APPLY ONLY WHEN CP 25WB+ CAULK OR 
FB-3000 WT SEALANT IS USED. CP 25WB+ AND FIREDAM 150+ 
NOT SUITABLE FOR USE WITH CPVC PIPES.)

D. PIPE COVERING* — (NOT SHOWN) — NOM 1 IN. (25 MM) 
THICK HOLLOW CYLINDRICAL HEAVY DENSITY (MIN 3.5 PCF OR 
56 KG/M3) GLASS FIBER UNITS JACKETED ON THE OUTSIDE 
WITH AN ALL SERVICE JACKET. WHEN REQUIRED (SEE 
TABLE), MIN 6 IN. (152 MM) LENGTH OF PIPE COVERING 
INSTALLED AROUND PVC PIPE AT ITS EGRESS FROM STEEL 
COLLAR ON BOTH SIDES OF WALL. PIPE COVERING SECURED 
TO PIPE WITH STEEL WIRE TIES SPACED MAX 4 IN. (102 MM) 
OC. EDGE OF PIPE COVERING ABUTTING STEEL COLLAR TO 
BE SEALED WITH A MIN 1/4 IN (6 MM). DIAM BEAD OF CAULK 
(ITEM C).
SEE PIPE AND EQUIPMENT COVERING — MATERIALS (BRGU) 
CATEGORY IN BUILDING MATERIALS DIRECTORY FOR NAMES 
OF MANUFACTURERS. ANY PIPE COVERING MATERIAL 
MEETING THE ABOVE SPECIFICATIONS AND BEARING THE UL 
CLASSIFICATION MARKING WITH A FLAME SPREAD INDEX OF 
25 OR LESS AND A SMOKE DEVELOPED INDEX OF 50 OR LESS 
MAY BE USED.

E. FIRESTOP DEVICE* — (NOT SHOWN) — AS AN ALTERNATE 
TO ITEMS A, B AND C FOR NOM 1-1/2, 2, 3 OR 4 IN. (38, 51, 76 
OR 102 MM) DIAM NONMETALLIC PIPES, A FIRESTOP DEVICE 
CONSISTING OF A SHEET-STEEL SPLIT COLLAR LINED WITH 
INTUMESCENT MATERIAL AND PROVIDED WITH STEEL CLIPS 
FOR ATTACHMENT MAY BE USED. FIRESTOP DEVICE TO BE 
INSTALLED ON BOTH SIDES OF WALL IN ACCORDANCE WITH 
THE ACCOMPANYING INSTALLATION INSTRUCTIONS.
3M COMPANY — TYPES PPD 150, PPD 200, PPD 300, PPD 400

*BEARING THE UL CLASSIFICATION MARK
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SCALE: 1 1/2" = 1'-0"
1

FIRESTOP - DUCT PENETRATION @ WALL
SCALE: 1 1/2" = 1'-0"

2
FIRESTOP - CABLE PENETRATION @ WALL

SCALE: 1 1/2" = 1'-0"
3

FIRESTOP - METALLIC PIPE PENETRATION @ WALL
SCALE: 1 1/2" = 1'-0"

4
FIRESTOP - NONMETALLIC PIPE PENETRATION @ WALL
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MEMBRANE 
PENETRATION BY STEEL 

OR COPPER PIPE OR 
CONDUIT

FILL ANNULAR AREA W/ SEALANT PER UL DTL. F-
C-2033 KEYNOTE 3A TO PREVENT THE FREE 
PASSAGE OF FLAME PRODUCTS OF COMBUSTION 
PER T14.4.1.2, EXCEPTION #1, NOTE THAT THE 
AGGREGATE AREA OF OPENINGS THROUGH THE 
MEMBRANE SHALL NOT EXCEED 100 SQ IN. IN ANY 100 
SQ FT OF CEILING

ANNULAR SPACE BETWEEN CEILING 
& J-BOX SHALL NOT EXCEED 1/8"

FIRE SPRINKLER HEAD 
ESCUTCHEON PLATES 
MUST COVER ANNULAR 
SPACE PER 714.4.12, 
EXCEPTION #5

STEEL ELECTRICAL BOXES THAT DO 
NOT EXCEED 16 SQ IN. (AGGREGATE 
AREA SHALL NOT EXCEED 100 SQ IN. 
IN ANY 100 SQ FT) PER 714.4.1.2, 
EXCEPTION #2

M
IN

. 
C

O
N

C
. 

S
L

A
B

8
"

NOTE: MAINTAIN 4 1/2" MIN. CONCRETE TO 
MAINTAIN MIN. 2 OR 3 HR FIRE 
RESISTANCE PER VL. DTL. C-AJ-1044 & C-
AJ-2006

RECESSED FIXTURE- NON-
COMBUSTIBLE & CAST INTO 
CONCRETE SLAB PER 
714.4.12, EXCEPTION NO. 6

STEEL ELECTRICAL BOX SHALL 
NOT EXCEED 16 SQ IN. (100 SQ IN. 
TOTAL WITHIN 100 SF OF WALL 
AREA)

ANNULAR SPACE BETWEEN 
WALL BOX & WALL = 1/8" MAX

U.L. LISTED PUTTY PAD, TYP

UL SYSTEM C-AJ-1044
FIRE RATING: 2, 3, & 4 HR.

1. FLOOR OR WALL ASSEMBLY — LIGHTWEIGHT OR 
NORMAL WEIGHT (100-150 PCF OR 1600-2400 KG/M3) CONCRETE. 
EXCEPT AS NOTED IN TABLE UNDER ITEM 4, MIN THICKNESS OF 
SOLID CONCRETE FLOOR OR WALL ASSEMBLY IS 4-1/2 IN. (114 
MM). FLOOR MAY ALSO BE CONSTRUCTED OF ANY MIN 6 IN.(152 
MM) THICK UL CLASSIFIED HOLLOW CORE PRECAST CONCRETE 

UNITS*. WHEN FLOOR IS CONSTRUCTED OF HOLLOW CORE 
PRECAST CONCRETE UNITS, PACKING MATERIAL (ITEM 3) AND 
CAULK FILL MATERIAL (ITEM 4) TO BE INSTALLED 
SYMMETRICALLY ON BOTH SIDES OF FLOOR, FLUSH WITH 
FLOOR SURFACE. WALL ASSEMBLY MAY ALSO BE 
CONSTRUCTED OF ANY UL CLASSIFIED CONCRETE BLOCKS*. 
MAX DIAM OF OPENING IN SOLID LIGHTWEIGHT OR NORMAL 
WEIGHT CONCRETE FLOOR IS 32 IN. (813 MM). MAX DIAM OF 
OPENING IN FLOOR CONSTRUCTED OF HOLLOW-CORE 
PRECAST CONCRETE UNITS IS 7 IN. (178 MM)
SEE CONCRETE BLOCKS (CAZT) AND PRECAST CONCRETE 

UNITS (CFTV) CATEGORIES IN THE FIRE RESISTANCE 
DIRECTORY FOR NAMES OF MANUFACTURERS.

1A. STEEL SLEEVE — (OPTIONAL, NOT 
SHOWN) - NOM 16 IN. (406 MM) DIAM (OR SMALLER) SCHEDULE 
10 (OR HEAVIER) STEEL SLEEVE CAST OR GROUTED INTO 
FLOOR OR WALL ASSEMBLY. SLEEVE MAY EXTEND A MAX OF 2 
IN. (51 MM) ABOVE TOP OF FLOOR OR BEYOND EITHER 
SURFACE OF WALL. AS AN ALTERNATE, NOM 16 IN. (406 MM) 
DIAM (OR SMALLER) MIN 0.028 (0.71 MM) THICK GALVANIZED 
SHEET STEEL SLEEVE CAST OR GROUTED INTO FLOOR OR 
WALL ASSEMBLY FLUSH WITH FLOOR OR WALL SURFACES.

2. THROUGH PENETRANTS — ONE METALLIC PIPE, 
CONDUIT OR TUBING TO BE INSTALLED EITHER 
CONCENTRICALLY OR ECCENTRICALLY WITHIN THE FIRESTOP 
SYSTEM. MAX ANNULAR SPACE BETWEEN PIPE, CONDUIT OR 
TUBING AND EDGE OF THROUGH OPENING OR SLEEVE IS 
DEPENDENT ON THE PARAMETERS SHOWN IN ITEM 4. MIN 
ANNULAR SPACE BETWEEN PIPE OR CONDUIT AND EDGE OF 
THROUGH OPENING IS 0 IN. (POINT CONTACT). MAX ANNULAR 
SPACE TO BE AS SHOWN IN THE TABLE IN ITEM 4. PIPE, 
CONDUIT OR TUBING TO BE RIGIDLY SUPPORTED ON BOTH 
SIDES OF FLOOR OR WALL ASSEMBLY. THE FOLLOWING TYPES 
AND SIZES OF METALLIC PIPES, CONDUITS OR TUBING MAY BE 
USED:

A. STEEL PIPE — NOM 30 IN. (762 MM) DIAM (OR 
SMALLER) SCHEDULE 10 (OR HEAVIER) STEEL PIPE.

B. IRON PIPE — NOM 30 IN. (762 MM) DIAM (OR 
SMALLER) CAST OR DUCTILE IRON PIPE.

C. CONDUIT — NOM 6 IN. (152 MM) DIAM (OR 
SMALLER) RIGID STEEL CONDUIT.

D. CONDUIT — NOM 4 IN. (102 MM) DIAM (OR 
SMALLER) STEEL ELECTRICAL METALLIC TUBING.

E. COPPER TUBING — NOM 6 IN. (152 MM) DIAM (OR 
SMALLER) TYPE L (OR HEAVIER) COPPER TUBE.

F. COPPER PIPE — NOM 6 IN. (152 MM) DIAM (OR 
SMALLER) REGULAR (OR HEAVIER) COPPER PIPE.

3. PACKING MATERIAL — POLYETHYLENE BACKER ROD 
OR NOM 1 IN. (25 MM) THICKNESS OF TIGHTLY-PACKED MINERAL 
WOOL BATT OR GLASS FIBER INSULATION FIRMLY PACKED INTO 
OPENING AS A PERMANENT FORM. PACKING MATERIAL TO BE 
RECESSED FROM TOP SURFACE OF FLOOR OR FROM BOTH 
SURFACES OF WALL AS REQUIRED TO ACCOMMODATE THE 
REQUIRED THICKNESS OF CAULK FILL MATERIAL (ITEM 4).

3A. FORMING MATERIAL* — AS AN ALTERNATE TO 
THE PACKING MATERIAL IN ITEM 3, NOM 4 IN. (102 MM) WIDE 
STRIPS OF MIN 1/2 IN (13 MM) THICK COMPRESSIBLE MAT TO BE 
STACKED TO A THICKNESS GREATER THAN THE WIDTH OF THE 
ANNULAR SPACE AND COMPRESSION-FITTED, EDGE-FIRST, TO 
FILL THE ANNULAR SPACE TO A MIN 4 IN. (102 MM) DEPTH. AS AN 
OPTION, THE STRIPS OF MIN 1/2 IN. (13MM) THICK 
COMPRESSIBLE MAT MAY BE FOLDED IN HALF, LENGTHWISE, 
AND STACKED TO A THICKNESS GREATER THAN THE WIDTH OF 
THE ANNULAR SPACE AND COMPRESSION-FITTED, EDGE-FIRST, 
TO FILL THE ANNULAR SPACE TO A MIN 2 IN. (51 MM) DEPTH. 
TOP OF FORMING MATERIAL TO BE RECESSED FROM TOP 
SURFACE OF FLOOR OR FROM BOTH SURFACES OF WALL AS 
NECESSARY TO ACCOMMODATE THE REQUIRED THICKNESS OF 
CAULK FILL MATERIAL.

3M COMPANY — FIRE BARRIER PACKING MATERIAL

MIN 
FLOOR

OR WALL
THKNS 

IN.

4. FILL, VOID OR CAVITY MATERIAL* — CAULK, 

SEALANT — APPLIED TO FILL THE ANNULAR SPACE FLUSH WITH 
TOP SURFACE OF FLOOR. IN WALL ASSEMBLIES, REQUIRED 
CAULK THICKNESS TO BE INSTALLED SYMMETRICALLY ON BOTH 
SIDES OF WALL, FLUSH WITH WALL SURFACE. AT POINT 
CONTACT LOCATION BETWEEN PENETRANT AND SLEEVE OR 
BETWEEN PENETRANT AND CONCRETE, A MIN 1/4 IN. (6 MM) 
DIAM BEAD OF CAULK SHALL BE APPLIED AT TOP SURFACE OF 
FLOOR AND AT BOTH SURFACES OF WALL. THE HOURLY F 
RATINGS AND THE MIN REQUIRED CAULK THICKNESSES ARE 
DEPENDENT UPON A NUMBER OF PARAMETERS, AS SHOWN IN 
THE FOLLOWING TABLE:

2-1/2 (64) 1/2-12 (13-305)
1-3/8 (35) 1/2 (13)

2
2-1/2 (64) 1/2-12 (13-305)

1-3/8 (35) 1/2 (13)
2

2-1/2 (64) 1/2-12 (13-305)
3-1/4 (83) 1 (25)

2
4-1/2 (114) 1/2-6 (13-152)

1-3/8 (35) 1/4 (6) (A)
2

4-1/2 (114) 1/2-12 (13-305) 1-1/4 (32)
1/2 (13) 3

4-1/2 (114) 1/2-20 (13-508) 2 (51)
1 (25)

3

4-1/2 (114) 1/2-20 (13-508) 2 (51)
1 (25)

3

4-1/2 (114) 1/2-12 (13-305) 3-1/4 (83)

1 (25)
3

4-1/2 (114) 22-30 (558-762) 2 (51)
2 (51)

3
5-1/2 (140) 1/2-6 (13-152)

1-3/8 (35) 1 (25) (B)
4

(A) MIN 2 IN (51 MM) THICKNESS OF MINERAL WOOL BATT 
INSULATION OR FORMING MATERIAL (ITEM 3A) REQUIRED IN 
ANNULAR SPACE.

(B) MIN 1 IN. (25 MM) THICKNESS OF MINERAL WOOL BATT 
INSULATION REQUIRED IN ANNULAR SPACE ON BOTH SIDES OF 
FLOOR OR WALL ASSEMBLY. MIN 1 IN.(25 MM) THICKNESS OF 
CAULK TO BE INSTALLED FLUSH WITH EACH SURFACE OF 
FLOOR OR WALL ASSEMBLY.

3M COMPANY — CP 25WB+ OR FB-3000 WT.

(NOTE - W RATING APPLIES ONLY WHEN FB-3000 WT IS USED.)

*BEARING THE UL CLASSIFICATION MARK

NOM PIPE
TUBE OR 
CONDUIT
DIAM IN.

MAX 
ANNULA

R
SPACE 

IN.

MIN 
CAULK
THKNS 

IN.

F
RATING 

HR

4

2

1

4

3

4B

4A

3

1

UL SYSTEM C-AJ-2006
FIRE RATING: 2 & 3 HR.

1. FLOOR OR WALL ASSEMBLY — MIN 3 IN. THICK SOLID 
LIGHTWEIGHT OR NORMAL WEIGHT (100-150 PCF) 
CONCRETE. WHEN MIN THICKNESS OF CONCRETE SLAB (OR 

MIN CONCRETE TOPPING THICKNESS OVER CREST OF 

CORRUGATED OR FLUTED STEEL FORM UNIT) IS 3 IN., F RATING 

OF FIRESTOP SYSTEM IS 2 H. WHEN MIN THICKNESS OF 
CONCRETE SLAB (OR MIN CONCRETE TOPPING THICKNESS 

OVER CREST OF CORRUGATED OR FLUTED STEEL FORM UNIT) 

IS 4-1/2 IN., F RATING OF FIRESTOP SYSTEM IS 3 H. WALL MAY 

ALSO BE CONSTRUCTED OF ANY UL CLASSIFIED CONCRETE 
BLOCKS*. MAX DIAM OF CIRCULAR OPENING IS 8-1/4 IN.

SEE CONCRETE BLOCKS (CAZT) CATEGORY IN THE FIRE 
RESISTANCE DIRECTORY FOR NAMES OF MANUFACTURERS.

2. STEEL SLEEVE — (OPTIONAL, NOT SHOWN) — NOM 8 IN. 
DIAM (OR SMALLER) SCHEDULE 40 (OR HEAVIER) STEEL PIPE.

3. THROUGH-PENETRANTS* — GLASS PIPE — NOM 1/2, 3/4, 
1, 1-1/2, 2, 3, 4 OR 6 IN. DIAM GLASS DRAIN LINE OR PROCESS 
PIPE. MAX ONE GLASS PIPE PER OPENING. PIPE TO BE RIGIDLY 
SUPPORTED ON BOTH SIDES OF WALL OR FLOOR ASSEMBLY. 
PIPE COUPLINGS TO BE LOCATED MIN 12 IN. FROM WALL OR 
FLOOR SURFACES. THE ANNULAR SPACE BETWEEN THE PIPE 
AND THE EDGE OF THE THROUGH OPENING SHALL BE 3/4 TO 1 
IN. WHEN NOM 1-1/2 IN. DIAM GLASS PIPE IS USED, T RATING IS 1 
HR. WHEN NOM 2 IN. TO NOM 6 IN. DIAM GLASS PIPE IS USED, T 
RATING IS 0 HR WHEN THE PIPING SYSTEM IS VENTED (DRAIN 
PIPE) AND 1/2 H WHEN THE PIPING SYSTEM IS CLOSED (SUPPLY 
OR PROCESS PIPE).

SCHOTT NORTH AMERICA INC

4. FIRESTOP SYSTEM — FIRESTOP SYSTEM CONSISTS OF 
WRAP STRIPS (ITEM 4B) IN CONJUNCTION WITH CAULK FILL 
MATERIAL (ITEM 4A).

A. FILL, VOID OR CAVITY MATERIALS* — CAULK OR 
SEALANT — MIN 1/4 IN. THICKNESS OF CAULK APPLIED TO THE 
EXPOSED EDGES OF THE WRAP STRIP (ITEM 4B) AND TO FILL 
ALL VOIDS BETWEEN THE GLASS PIPE AND THE PERIPHERY OF 
THE OPENING ON THE TOP SURFACE OF FLOOR ASSEMBLIES 
AND ON BOTH SURFACES OF WALL ASSEMBLIES. WHEN 
ARMORED GLASS PROCESS PIPE IS USED, THE PIPE SHOULD 
BE WRAPPED WITH A 2 TO 3 MIL THICK PRESSURE-SENSITIVE 
ALUMINUM FOIL TAPE TO PREVENT CONTACT BETWEEN THE 
CAULK MATERIAL AND THE ARMORED PIPE.

3M COMPANY — TYPES CP 25WB+ OR FB-3000 WT

(NOTE - W RATING APPLIES ONLY WHEN FB-3000 WT IS USED.)

B. FILL, VOID OR CAVITY MATERIAL* — WRAP 
STRIP — NOM 1/4 IN. THICK INTUMESCENT ELASTOMERIC 
MATERIAL FACED ON ONE SIDE WITH ALUMINUM FOIL, 
SUPPLIED IN 2 IN. WIDE STRIPS. NOM 2 IN. WIDE STRIPS 
WRAPPED AROUND GLASS PIPE (FOIL SIDE EXPOSED) TO FILL 
MAX 1 IN. ANNULAR SPACE IN CIRCULAR THROUGH OPENING. 
EACH LAYER OF WRAP STRIP TO BE INSTALLED WITH BUTTED 
SEAM WITH BUTTED SEAM IN SUCCESSIVE LAYERS 
STAGGERED. WRAP STRIP TIGHTLY BOUND WITH STEEL WIRE 
AND SLID INTO THROUGH OPENING SUCH THAT THE TOP EDGE 
OF THE WRAP STRIP IS RECESSED A MAX OF 1/4 IN. FROM THE 
TOP SURFACE OF THE FLOOR ASSEMBLY. IN WALL 
ASSEMBLIES, THE WRAP STRIP ON THE GLASS PIPE IS TO BE 
INSTALLED IN THE SAME MANNER USED FOR FLOOR 
ASSEMBLIES, BUT IT SHALL BE LOCATED AT THE MIDDEPTH OF 
THE THROUGH OPENING IN THE WALL ASSEMBLY. MIN 1/4 IN. 
THICKNESS OF CAULK (ITEM 4A) TO BE APPLIED TO THE 
EXPOSED EDGE(S) OF THE WRAP STRIP AND TO FILL ALL VOIDS 
BETWEEN THE GLASS PIPE AND THE PERIPHERY OF THE 
OPENING ON THE TOP SURFACE OF FLOOR ASSEMBLIES AND 
ON BOTH SIDES OF THE WRAP STRIP IN WALL ASSEMBLIES.

3M COMPANY — TYPE FS-195+

*BEARING THE UL CLASSIFICATION MARK
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SCALE: 1 1/2" = 1'-0"
1

FIRESTOP - MEMBRANE PENETRATION AT 1HR
ROOF/CEILING AND FLOOR/CEILINGS (HORIZONTAL
ASSEMBLY)

SCALE: 1 1/2" = 1'-0"
2

FIRESTOP - MEMBRANE PENETRATION AT SLAB - 2HR
OR 3HR (HORIZONTAL ASSEMBLY PER 714.4.1.2)

SCALE: 1 1/2" = 1'-0"
3

FIRESTOP - MEMBRANE PENETRATIONS AT 30 MN & 1 HR
WALL PER 2015 IBC SECTION 714.3.2, EXCEPTION 1.4

SCALE: 1 1/2" = 1'-0"
4

FIRESTOP - METALLIC PIPE PENETRATION @ SLAB
SCALE: 1 1/2" = 1'-0"

5
FIRESTOP - NONMETALLIC PIPE PENETRATION @ SLAB
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DOOR TYPES LEGEND - MONASTERY - HISTORIC DOORS

INTERIOR
WOOD & AIR VENT*
FLUSH

*SEE DOOR SCHEDULE TO 
SEE IF DOOR HAS VENT*

A: 1'-6" WIDTH

B: 2'-0" WIDTH

C: 2'-6" WIDTH

D: 2'-8" WIDTH

E: 3'-0" WIDTH

F: 3'-4" WIDTH

G: 3'-6" WIDTH

WORK ASSOCIATED WITH 
THESE DOORS: 
-REPLACE EXISTING KNOB 
WITH NEW LEVER 
HARDWARE
-PROVIDE NEW ADHESIVE 
SOUND SEALS

A, B, C, D, E, F, G

6
' 
- 

8
"

TYPE FOR WIDTH

INTERIOR
WOOD
FLUSH
1 3/8" THICKNESS

H

7
' 
- 

6
"

4' - 0"

INTERIOR
WOOD & GLASS PANES
ASTRAGAL SEAL

J: 1 3/4" THICK & CLEAR GLASS

K: 1 3/8" THICK & OBSCURE GLASS

Y: 1 3/4" THICK & OBSCURE GLASS

J, K, Y

6
' 
- 

8
"

1
1

 1
/2

"

5' - 0"

INTERIOR
WOOD & GLASS 
PANES
1 3/4" THICKNESS

V: CLEAR GLASS

Z: OBSCURE GLASS

V, Z

6
' 
- 

8
"

3' - 0"

INTERIOR
WOOD & GLASS 
PANES
1 3/4" THICKNESS

Q: 2'-6" WIDTH 
(NO TRANSOM)
R: 3'-0" WIDTH 
(CLEAR GLASS 
TRANSOM)

Q, R

6
' 
- 

8
"

TYPE FOR WIDTH

CLEAR 
GLASS

1
' 
- 

3
"

CLEAR GLASS 
TRANSOM

INTERIOR
WOOD & GLASS PANES
1 3/4" THICKNESS

X

6
' 
- 

8
"

OBSCURE 
GLASS

3' - 0"

1
1

 1
/2

"

INTERIOR
WOOD & GLASS 
PANE
1 3/4" THICKNESS

PP

6
' 
- 

8
"

2' - 8"

CLEAR 
GLASS

INTERIOR
WOOD & GLASS 
PANES
1 3/8" THICKNESS

M: 2'-8" WIDTH

MM: 2'-6" WIDTH 

S: 3'-0" WIDTH

SS: 2'-0" WIDTH

M, MM, S, SS

6
' 
- 

8
"

OBSCURE 
GLASS

TYPE FOR WIDTH

1
1

 1
/2

"

1
1

 1
/2

"

INTERIOR
WOOD & GLASS PANE 
& AIR VENT*
1 3/8" THICKNESS

*SEE DOOR SCHEDULE 
TO SEE IF DOOR HAS VENT*

O: 2'-0" WIDTH 

NN: 3'-0" WIDTH

W: 2'-6" WIDTH

O, NN, W

6
' 
- 

8
"

TYPE FOR WIDTH

OBSCURE 
GLASS

1
1

 1
/2

"

N1, N2, N3, T

6
' 
- 

8
"

TYPE FOR WIDTH

INTERIOR
WOOD & GLASS PANE 
& AIR VENT*
1 3/8" THICKNESS

*SEE DOOR SCHEDULE 
TO SEE IF DOOR HAS VENT*

N1: 2'-6" WIDTH, OBSCURE GLASS

N2: 2'-8" WIDTH, OBSCURE GLASS

N3: 3'-0" WIDTH, OBSCURE GLASS

T: 2'-6" WIDTH, CLEAR GLASS

INTERIOR
WOOD & GLASS PANES
1 3/8" THICKNESS

U

6
' 
- 

8
"

2' - 0" 2' - 0" 2' - 0" 2' - 0"

OBSCURE GLASS

EXTERIOR
KALAMEIN DOOR & 
OBSCURE WIRE 
GLASS PANE
1 3/4" THICKNESS

ZZ

6
' 
- 

8
"

3' - 0"

OBSCURE 
WIRE 

GLASS

EXTERIOR
KALAMEIN DOOR
1 3/8" THICKNESS

P

6
' 
- 

8
"

2' - 8"

EXTERIOR
KALAMEIN DOOR
& OBSCURE WIRE 
GLASS PANES
ASTRAGAL SEAL
1 3/4" THICKNESS

JJ

6
' 
- 

8
"

OBSCURE WIRE GLASS

5' - 0"

INTERIOR - CHAPEL
CARVED WOOD
1 3/4" THICKNESS

L

7
' 
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0
"

3' - 4"

6
"

CC, FF

INTERIOR - PAIR
WOOD
FLUSH
1 3/8" THICKNESS

CC: 6'-8" HEIGHT

FF: 7'-0" HEIGHT

T
Y

P
E
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O

R
 H

E
IG

H
T

6' - 0"

INTERIOR
WOOD & GLASS PANE

TT: 1 3/8" THICK, 
OBSCURE GLASS
UU: 1 3/4" THICK, 
CLEAR GLASS, 
ASTRAGAL SEAL

TT, UU

6
' 
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8
"

5' - 0"

INTERIOR -
DUTCH DOOR
WOOD & GLASS 
PANE
1 3/8" THICKNESS
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6
' 
- 

8
"

2' - 0"

CLEAR 
GLASS

EXTERIOR
METAL & GLASS PANES
1 1/4" THICKNESS

XX

6
' 
- 

8
"

OBSCURE 
GLASS

3' - 0"

1
1

 1
/2

"

INTERIOR -
ELEVATOR DOOR
METAL & OSCURE 
GLASS PANE
1 1/4" THICKNESS

YY

6
' 
- 

8
"

3' - 0"

OBSCURE 
GLASS

EXTERIOR - MAIN ENTRY
CARVED WOOD
ASTRAGAL SEAL
1 3/4" THICKNESS

LL

7
' 
- 

0
"

6
"

2' - 7" 2' - 7"

7
' 
- 

2
"

3' - 0" 3' - 0"

EXTERIOR - MAIN 
CHAPEL ENTRY
CARVED WOOD
ASTRAGAL SEAL
2 1/4" THICKNESS

DD: SIMILAR EXCEPT 
DOUBLE ACTING

AA, DD

EXTERIOR
GARAGE OVERHEAD DOCKS
1 3/4" THICKNESS

GG

9' - 0"

7
' 
- 

6
"

INTERIOR
ALUMINUM
FRAMED GLASS
MEDIUM STILE

NEW-D

DOOR TYPES LEGEND - MONASTERY - NEW DOORS

CLEAR 
GLASS

INTERIOR
H.C. WOOD
FLUSH
PAINTED

NEW-A

INTERIOR
HOLLOW METAL
FLUSH
PAINTED

NEW-B

INTERIOR
ALUMINUM
FULL-LITE
MEDIUM STILE

NEW-F1

INTERIOR - PAIR
ALUMINUM
FULL-LITE
MEDIUM STILE

NEW-F2

TTT

INTERIOR
HOLLOW METAL
FLUSH
PAINTED

NEW-C

3' - 0" 3' - 8"

NEW-G

GATES & GARAGE DOOR TYPES LEGEND - MONASTERY NEW DOORS

EXTERIOR
GARAGE
ALUMINUM

EXTERIOR
ACCESS GATE
WWF PANEL
PAINTED

NEW-J

7
' 
- 

6
"

9' - 0"

NEW-H

INTERIOR
ROLL-UP GRILLE
ALUMINUM

4
' 
- 

0
"

LENGTH PER SCHEDULE

ALUMINUM
DARK BRONZE 
ANNODIZED

AL

HOLLOW METAL

HM

FRAME TYPES LEGEND - MONASTERY
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STREAMLINE
PAINTED
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MONASTERY - DOOR
+ FRAME SCHEDULE +
TYPES

800 N COUNTRY CLUB RD, TUCSON, AZ 85716

THE BENEDICTINE

B-A611

12.4.20

© DATE: 12.4.20

DOOR & FRAME SCHEDULE - MONASTERY - EXISTING DOORS

NUMBER WIDTH HEIGHT THICKNESS DOOR TYPE COMMENTS

E236G 3' - 0" 6' - 8" 1 3/8" E

E236H 2' - 0" 6' - 8" 1 3/8" B

E237 3' - 0" 6' - 8" 1 3/8" N3

E237A 3' - 0" 6' - 8" 1 3/8" E

E237B 2' - 6" 6' - 8" 1 3/8" C

E240 2' - 6" 6' - 8" 1 3/8" C INFILL DOORWAY

E240A 2' - 0" 6' - 8" 1 3/8" B

E241 2' - 8" 6' - 8" 1 3/8" N2 VENT

E241A 2' - 6" 6' - 8" 1 3/4" Q KEEP DOOR CLOSED, NEW WALL BEHIND IT

E242 2' - 6" 6' - 8" 1 3/8" C INFILL DOORWAY

E242A 2' - 0" 6' - 8" 1 3/8" B

E243 2' - 8" 6' - 8" 1 3/8" D VENT

E244 2' - 6" 6' - 8" 1 3/8" C REPLACE WITH NEW DOOR

E244A 2' - 0" 6' - 8" 1 3/8" B

E245 2' - 8" 6' - 8" 1 3/8" D INFILL DOORWAY

E246 2' - 6" 6' - 8" 1 3/8" C REPLACE WITH NEW DOOR

E246A 2' - 0" 6' - 8" 1 3/8" B

E249 2' - 0" 6' - 8" 1 3/8" B

E251 2' - 6" 6' - 8" 1 3/8" C VENT

E251A 2' - 0" 6' - 8" 1 3/8" B

E252 2' - 6" 6' - 8" 1 3/8" C INFILL DOORWAY

E253 2' - 6" 6' - 8" 1 3/8" C VENT

E253A 2' - 0" 6' - 8" 1 3/8" B

E254 2' - 6" 6' - 8" 1 3/8" C VENT

E254A 2' - 0" 6' - 8" 1 3/8" B INFILL DOORWAY

E255 2' - 6" 6' - 8" 1 3/8" C VENT

E255A 2' - 0" 6' - 8" 1 3/8" B

E257 2' - 6" 6' - 8" 1 3/8" C VENT

E257A 2' - 0" 6' - 8" 1 3/8" B

E259 2' - 6" 6' - 8" 1 3/8" C VENT

E259A 2' - 0" 6' - 8" 1 3/8" B

E260 2' - 8" 6' - 8" 1 3/8" N2 VENT

E261 2' - 6" 6' - 8" 1 3/8" C VENT

E261A 2' - 0" 6' - 8" 1 3/8" B

E262 2' - 8" 6' - 8" 1 3/8" N2 VENT

E263 2' - 6" 6' - 8" 1 3/8" C VENT

E263A 2' - 0" 6' - 8" 1 3/8" B

E264 2' - 8" 6' - 8" 1 3/8" N2 VENT

E265 6' - 8" 1 3/8"

E265A 2' - 0" 6' - 8" 1 3/8" B

E265B 2' - 0" 6' - 8" 1 3/8" B

E267 2' - 6" 6' - 8" 1 3/8" C VENT

E267A 2' - 0" 6' - 8" 1 3/8" B

E268 2' - 8" 6' - 8" 1 3/8" D VENT

E268A 2' - 0" 6' - 8" 1 3/8" B KEEP DOOR CLOSED, NEW WALL BEHIND IT

E268B 2' - 0" 6' - 8" 1 3/8" B KEEP DOOR CLOSED, NEW WALL BEHIND IT

E269 2' - 6" 6' - 8" 1 3/8" C VENT

E269A 2' - 0" 6' - 8" 1 3/8" B

E271 2' - 6" 6' - 8" 1 3/8" C VENT

E271A 2' - 0" 6' - 8" 1 3/8" B

E273 2' - 6" 6' - 8" 1 3/8" C VENT

E273A 2' - 0" 6' - 8" 1 3/8" B

E275 2' - 6" 6' - 8" 1 3/8" C

E275A 2' - 0" 6' - 8" 1 3/8" B

E277 2' - 6" 6' - 8" 1 3/8" C VENT

E277A 2' - 0" 6' - 8" 1 3/8" B

E279 2' - 6" 6' - 8" 1 3/8" C VENT

E279A 2' - 0" 6' - 8" 1 3/8" B

E281 2' - 6" 6' - 8" 1 3/8" C VENT

E281A 2' - 0" 6' - 8" 1 3/8" B

E283 2' - 6" 6' - 8" 1 3/8" C VENT

E283A 2' - 0" 6' - 8" 1 3/8" B

E285 2' - 6" 6' - 8" 1 3/8" C VENT

E285A 2' - 0" 6' - 8" 1 3/8" B

E287 2' - 6" 6' - 8" 1 3/8" C VENT

E287A 2' - 0" 6' - 8" 1 3/8" B

E289 2' - 6" 6' - 8" 1 3/8" C VENT

E289A 2' - 0" 6' - 8" 1 3/8" B

E300 3' - 0" 6' - 8" 1 3/8" NN

E300A 3' - 0" 6' - 8" 1 3/4" V

E301B 3' - 0" 6' - 8" 1 3/8" E

E303 2' - 6" 6' - 8" 1 3/4" Q ENLARGE OPENING, ADD NEW DOOR

E304 2' - 0" 6' - 8" 1 3/8" B

E306 2' - 0" 6' - 8" 1 3/8" B

EC100 6' - 0" 7' - 2" 2 1/4" AA

EC100A 2' - 0" 6' - 8" 1 3/8" B

EC100B 2' - 0" 6' - 8" 1 3/8" B

EC101 6' - 0" 7' - 2" 2 1/4" DD

EC101A 4' - 0" 7' - 6" 1 3/4" H

EC102 5' - 0" 7' - 0" 1 3/8" FF

EC102A 4' - 0" 7' - 6" 1 3/4" H

EC104 5' - 0" 7' - 0" 1 3/8" FF

EC104A 5' - 0" 7' - 0" 1 3/8" FF

EC104B 5' - 0" 6' - 8" 1 3/4" Y REMOVE EXT. SCREEN DOOR

EC105 3' - 4" 7' - 0" 1 3/4" L

EC105D 3' - 0" 6' - 8" 1 3/8" E VENT

EC105F 2' - 0" 6' - 8" 1 3/8" B

EC105G 2' - 0" 6' - 8" 1 3/8" B

EC106 3' - 4" 7' - 0" 1 3/4" L KEEP DOOR CLOSED SHUT

EC107 2' - 0" 6' - 8" 1 3/8" B

EC109 3' - 0" 6' - 8" 1 3/8" S VENT

EC109A 3' - 0" 6' - 8" 1 3/8" E

EC111 5' - 0" 6' - 8" 1 3/8" TT VENT

EC111A 3' - 0" 6' - 8" 1 3/8" E

EC111B 2' - 6" 6' - 8" 1 3/8" C

EC111C 3' - 0" 6' - 6" 4" FRIDGE

EC115 3' - 0" 6' - 8" 1 3/4" R

EC115A 3' - 0" 6' - 8" 1 3/8" E

EC115B 3' - 0" 6' - 8" 1 3/8" E VENT, KEEP DOOR CLOSED, NEW WALL
BEHIND IT

EC119 3' - 0" 6' - 8" 1 3/4" V REMOVE EXT. SCREEN DOOR

EC119E 3' - 0" 6' - 8" 1 3/8" ZZ

EL0 3' - 0" 6' - 8" 1 1/4" YY

EL1 3' - 0" 6' - 8" 1 1/4" YY

EL2 3' - 0" 6' - 8" 1 3/8" XX

TOTAL EXISTING DOORS TO REMAIN: 213

DOOR & FRAME SCHEDULE - MONASTERY - EXISTING DOORS

NUMBER WIDTH HEIGHT THICKNESS DOOR TYPE COMMENTS

E000A 2' - 6" 6' - 8" 1 3/8" C

E002 2' - 8" 6' - 8" 1 3/4" PP REMOVE EXT. SCREEN DOOR

E003 3' - 0" 6' - 6" 4" FRIDGE

E003A 3' - 0" 6' - 8" 1 3/8" E

E003B 5' - 0" 6' - 8" 1 3/8" CC

E004B 3' - 0" 6' - 8" 1 3/8" E

E006 2' - 6" 6' - 8" 1 3/8" N1

E011 2' - 8" 6' - 8" 1 3/8" D REPLACE WITH NEW DOOR

E011A 2' - 8" 6' - 8" 1 3/4" PP

E011D 2' - 8" 6' - 8" 1 3/4" PP

E012 3' - 0" 6' - 8" 1 1/4" YY

E012A 2' - 0" 6' - 8" 1 3/8" B

E012B 5' - 0" 6' - 8" 1 3/4" JJ

E013 2' - 0" 6' - 8" 1 3/8" B

E014 2' - 0" 6' - 8" 1 3/8" B

E100 3' - 0" 6' - 8" 1 3/8" E KEEP DOOR CLOSED SHUT

E101 5' - 2" 7' - 0" 1 3/4" LL CHANGE DOOR SWING TO OPEN TO
EXTERIOR

E101A 5' - 0" 6' - 8" 1 3/8" CC KEEP DOOR CLOSED SHUT

E101B1 1' - 6" 6' - 8" 1 3/8" A

E101B2 1' - 6" 6' - 8" 1 3/8" A

E102 3' - 0" 6' - 8" 1 3/4" X

E104 3' - 0" 6' - 8" 1 3/8" NN

E104A 3' - 0" 7' - 0" 9" VAULT KEEP DOOR CLOSED SHUT

E105 2' - 6" 6' - 8" 1 3/8" C

E106A 3' - 0" 6' - 8" 1 3/8" XX REMOVE EXT. SCREEN DOOR

E107D 5' - 0" 3' - 0" 1 3/8" CC DOOR TO EXT. STORAGE, ONLY 3' H

E111 2' - 8" 6' - 8" 1 3/8" M

E112 3' - 0" 6' - 8" 1 3/8" XX REMOVE EXT. SCREEN DOOR

E112A 3' - 0" 6' - 8" 1 3/8" E

E113 3' - 0" 6' - 8" 1 3/8" E

E113A 5' - 0" 6' - 8" 1 3/8" CC

E115 2' - 8" 6' - 8" 1 3/8" D

E117 3' - 0" 6' - 8" 1 3/8" E

E119 3' - 0" 6' - 8" 1 3/4" V

E120 2' - 8" 6' - 8" 1 3/8" D

E122 3' - 0" 6' - 8" 1 3/8" E

E122A 2' - 8" 6' - 8" 1 3/8" D

E122B 5' - 0" 6' - 8" 1 3/4" UU REMOVE EXT. SCREEN DOOR

E124A 2' - 6" 6' - 8" 1 3/4" Q REMOVE EXT. SCREEN DOOR

E124B 2' - 6" 6' - 8" 1 3/4" Q REMOVE EXT. SCREEN DOOR

E126 2' - 6" 6' - 8" 1 3/8" C

E130 2' - 0" 6' - 8" 1 3/8" B

E130A 2' - 0" 6' - 8" 1 3/8" B

E130B 2' - 6" 6' - 8" 1 3/8" C VENT

E130C 3' - 0" 6' - 8" 1 3/8" E REPLACE WITH NEW DOOR

E132 6' - 8" 1 3/8"

E134 2' - 0" 6' - 8" 1 3/8" B KEEP DOOR CLOSED SHUT

E134A 5' - 0" 6' - 8" 1 3/4" J CHANGE DOOR SWING TO OPEN TO
EXTERIOR

E134B 1' - 6" 6' - 8" 1 3/8" A VENT

E134C 3' - 0" 6' - 8" 1 3/8" XX REMOVE EXT. SCREEN DOOR

E135 2' - 6" 6' - 8" 1 3/8" N1 VENT

E136 2' - 6" 6' - 8" 1 3/8" C VENT

E136A 2' - 0" 6' - 8" 1 3/8" B

E138 2' - 6" 6' - 8" 1 3/8" C VENT

E138A 2' - 0" 6' - 8" 1 3/8" B

E139 3' - 0" 6' - 8" 1 3/8" E VENT

E141 2' - 6" 6' - 8" 1 3/8" C VENT

E141A 2' - 0" 6' - 8" 1 3/8" B

E141B 2' - 0" 6' - 8" 1 3/8" B

E143 2' - 8" 6' - 8" 1 3/8" D REPLACE WITH NEW DOOR

E145 6' - 8" 1 3/8"

E145A 2' - 0" 6' - 8" 1 3/8" B

E147 2' - 6" 6' - 8" 1 3/8" C VENT

E147A 2' - 0" 6' - 8" 1 3/8" B

E147B 2' - 0" 6' - 8" 1 3/8" B

E149 2' - 6" 6' - 8" 1 3/8" C VENT

E149A 2' - 0" 6' - 8" 1 3/8" B

E150 5' - 0" 6' - 8" 1 3/8" K

E150A 5' - 0" 6' - 8" 1 3/4" J REMOVE EXT. SCREEN DOOR

E150B 5' - 0" 6' - 8" 1 3/4" J REMOVE EXT. SCREEN DOOR

E150C 5' - 0" 6' - 8" 1 3/4" J REMOVE EXT. SCREEN DOOR

E150D 5' - 0" 6' - 8" 1 3/4" J REMOVE EXT. SCREEN DOOR

E151 2' - 6" 6' - 8" 1 3/8" C VENT

E151A 2' - 0" 6' - 8" 1 3/8" B

E152 3' - 0" 6' - 8" 1 3/8" E VENT

E153 2' - 6" 6' - 8" 1 3/8" C VENT

E155 3' - 0" 6' - 8" 1 3/8" E VENT

E157 2' - 6" 6' - 8" 1 3/8" N1 VENT

E159A 3' - 0" 6' - 8" 1 3/8" E

E201 2' - 8" 6' - 8" 1 3/8" N2 VENT MISSING

E203 2' - 6" 6' - 8" 1 3/8" C VENT

E203A 2' - 0" 6' - 8" 1 3/8" B

E205 3' - 0" 6' - 8" 1 3/8" E VENT

E205A 2' - 6" 6' - 8" 1 3/8" C VENT

E206 2' - 6" 6' - 8" 1 3/8" C VENT

E206A 2' - 0" 6' - 8" 1 3/8" B

E207 2' - 6" 6' - 8" 1 3/8" C VENT

E207A 2' - 0" 6' - 8" 1 3/8" B

E207B 2' - 0" 6' - 8" 1 3/8" B

E208 2' - 6" 6' - 8" 1 3/8" C VENT

E208A 2' - 0" 6' - 8" 1 3/8" B

E210 5' - 0" 6' - 8" 1 3/8" K

E210A 6' - 8" 1 3/8"

E232 3' - 0" 6' - 8" 1 3/8" N3

E233 3' - 0" 6' - 8" 1 3/4" E (METAL)

E234A 3' - 0" 6' - 8" 1 3/8" S

E235 3' - 0" 6' - 8" 1 3/8" S

E236 3' - 0" 6' - 8" 1 3/8" E

E236A 2' - 0" 6' - 8" 1 3/8" B

E236B 2' - 0" 6' - 8" 1 3/8" B

E236C 2' - 0" 6' - 8" 1 3/8" B

E236D 2' - 0" 6' - 8" 1 3/8" B

E236E 2' - 0" 6' - 8" 1 3/8" B

E236F 2' - 0" 6' - 8" 1 3/8" B

DOOR & FRAME SCHEDULE - MONASTERY - NEW DOORS

NUMBER WIDTH HEIGHT THICKNESS DOOR TYPE FRAME TYPE

000 3' - 0" 7' - 0" 1 3/4" NEW-D AL

001 5' - 11" 7' - 10 3/4" 1 3/4" NEW-F2 AL

001A 3' - 0" 6' - 8" 1 3/8" NEW-B HM

001B 3' - 6" 7' - 10 3/4" 1 1/2" NEW-F1 AL

001B-G 9' - 0" 7' - 6" 3" NEW-G -

003 3' - 0" 6' - 8" 1 3/4" NEW-A WD

004A 3' - 8" 6' - 8" 1 3/8" NEW-C WD

004C 3' - 8" 6' - 8" 1 3/8" NEW-C WD

005 AL

005A 3' - 0" 6' - 8" 1 3/4" NEW-A WD

007 6' - 0" 7' - 4" 1 3/4" NEW-F2 AL

007A 3' - 0" 6' - 8" 1 3/8" NEW-B HM

007B 3' - 0" 6' - 8" 1 3/8" NEW-B HM

007C 3' - 0" 6' - 8" 1 3/8" NEW-B HM

007D 3' - 0" 6' - 8" 1 3/4" NEW-A WD

007E 3' - 0" 7' - 8" 1 1/2" NEW-F1 AL

008A 3' - 0" 6' - 8" 1 3/8" NEW-B HM

008B 3' - 0" 6' - 8" 1 3/8" NEW-B HM

009 5' - 6 1/2" 7' - 0" 1 3/4" 168 HM

011E 6' - 0" 7' - 10" 1 3/4" NEW-F2 AL

011F 3' - 0" 7' - 8" 1 1/2" NEW-F1 AL

015 3' - 0" 6' - 8" 1 3/8" NEW-B HM

103 3' - 0" 6' - 8" 1 3/4" NEW-A WD

106 3' - 0" 6' - 8" 1 3/4" NEW-A WD

107 3' - 0" 7' - 0" 1 3/4" NEW-D AL

109 3' - 0" 7' - 0" 1 3/4" NEW-D AL

112 3' - 0" 7' - 0" 1 3/4" RR HM

119 3' - 0" 6' - 8" 1 3/4" NEW-A WD

122A 3' - 0" 7' - 0" 1 3/4" RR HM

123 3' - 0" 6' - 8" 1 3/8" NEW-B HM

124 3' - 0" 6' - 8" 1 3/4" NEW-A WD

125 3' - 0" 6' - 8" 1 3/8" NEW-B HM

131 3' - 0" 6' - 8" 1 3/4" NEW-A WD

133A 3' - 0" 6' - 8" 1 3/8" NEW-B HM

133B 3' - 0" 6' - 8" 1 3/8" NEW-B HM

134 3' - 0" 7' - 0" 1 3/4" RR HM

154 3' - 0" 6' - 8" 1 3/4" NEW-A WD

156 3' - 0" 6' - 8" 1 3/4" NEW-A WD

157A 3' - 0" 6' - 8" 1 3/8" NEW-B HM

157B 3' - 0" 6' - 8" 1 3/8" NEW-B HM

158 3' - 0" 6' - 8" 1 3/4" NEW-A WD

159 3' - 0" 6' - 8" 1 3/4" NEW-A WD

160 3' - 0" 6' - 8" 1 3/4" NEW-A WD

161 3' - 0" 6' - 8" 1 3/4" NEW-A WD

202 3' - 0" 7' - 0" 1 3/4" NEW-D AL

204 3' - 0" 7' - 0" 1 3/4" NEW-D AL

211 3' - 0" 6' - 8" 1 3/4" NEW-A WD

212 3' - 0" 6' - 8" 1 3/4" NEW-A WD

213 3' - 0" 6' - 8" 1 3/4" NEW-A WD

214 3' - 0" 6' - 8" 1 3/4" NEW-A WD

215 3' - 0" 6' - 8" 1 3/4" NEW-A WD

216 3' - 0" 6' - 8" 1 3/4" NEW-A WD

217 3' - 0" 6' - 8" 1 3/4" NEW-A WD

218 3' - 0" 6' - 8" 1 3/4" NEW-A WD

219 3' - 0" 6' - 8" 1 3/4" NEW-A WD

220 3' - 0" 6' - 8" 1 3/4" NEW-A WD

221 3' - 0" 6' - 8" 1 3/4" NEW-A WD

222 3' - 0" 6' - 8" 1 3/4" NEW-A WD

223 3' - 0" 6' - 8" 1 3/4" NEW-A WD

224 3' - 0" 6' - 8" 1 3/4" NEW-A WD

225 3' - 0" 6' - 8" 1 3/4" NEW-A WD

226 3' - 0" 6' - 8" 1 3/4" NEW-A WD

227 3' - 0" 6' - 8" 1 3/4" NEW-A WD

228A 3' - 0" 7' - 0" 1 1/2" NEW-F1 AL

228B 3' - 0" 7' - 0" 1 3/4" RR HM

229 3' - 0" 6' - 8" 1 3/8" NEW-B HM

230 3' - 0" 6' - 8" 1 3/8" NEW-B HM

247A 3' - 0" 6' - 8" 1 3/8" NEW-B HM

247B 3' - 0" 6' - 8" 1 3/8" NEW-B HM

247C 3' - 0" 6' - 8" 1 3/8" NEW-B HM

247D 3' - 0" 6' - 8" 1 3/8" NEW-B HM

248 3' - 0" 6' - 8" 1 3/8" NEW-B HM

250 3' - 0" 7' - 0" 1 3/4" RR HM

258 3' - 0" 6' - 8" 1 3/8" NEW-B HM

266A 3' - 0" 6' - 8" 1 3/8" NEW-B HM

266B 3' - 0" 6' - 8" 1 3/8" NEW-B HM

266C 3' - 0" 6' - 8" 1 3/8" NEW-B HM

266D 3' - 0" 6' - 8" 1 3/8" NEW-B HM

305 3' - 0" 6' - 8" 1 3/8" NEW-B HM

C101 3' - 0" 7' - 0" 1 1/2" NEW-F1 AL

C102 3' - 0" 6' - 8" 1 3/4" NEW-A WD

C105A 3' - 0" 6' - 8" 1 3/8" NEW-B HM

C105B 3' - 0" 6' - 8" 1 3/8" NEW-B HM

C105C 3' - 0" 6' - 8" 1 3/8" NEW-B HM

C105E 3' - 0" 6' - 8" 1 3/8" NEW-B HM

C110 3' - 0" 6' - 8" 1 3/8" NEW-B HM

X01 3' - 4" 6' - 0" 3" QQ -

TOTAL NEW DOORS: 88

DOOR & FRAME SCHEDULE - MONASTERY - DEMOLISHED DOORS

NUMBER WIDTH HEIGHT THICKNESS DOOR TYPE COMMENTS

D001 3' - 0" 6' - 8" 1 3/8" NN

D002 5' - 0" 6' - 8" 1 3/8" K KEEP OPENING, PATCH UP

D003 3' - 0" 6' - 8" 1 3/8" E

D004 3' - 0" 6' - 8" 1 3/8" E ENLARGE OPENING, ADD NEW DOOR

D005 3' - 0" 6' - 8" 1 3/8" E ENLARGE OPENING, ADD NEW DOOR

D006 2' - 6" 6' - 8" 1 3/8" C (NOT HISTORIC)

D007 3' - 0" 6' - 8" 1 3/4" V

D008 5' - 0" 6' - 8" 1 3/8" TT INCOMPLETE, MISSING DOOR PIECE

D009 2' - 0" 6' - 8" 1 3/8" B

D010 3' - 0" 6' - 8" 1 3/8" E

D011 2' - 0" 6' - 8" 1 3/8" B ENLARGE OPENING, ADD NEW DOOR

D011A 2' - 0" 6' - 8" 1 3/8" B INFILL DOORWAY

D011B 2' - 0" 6' - 8" 1 3/8" B

D012 2' - 6" 6' - 8" 1 3/8" C

D013 2' - 8" 6' - 8" 1 3/8" D

D013-G 9' - 0" 7' - 6" 1 3/4" GG REMOVe & REPLACE EXISTING GARAGE DOOR

D014 2' - 0" 6' - 8" 1 3/8" B

D015 3' - 0" 6' - 8" 1 3/8" NN

D015A 2' - 0" 6' - 8" 1 3/8" B

D015B 3' - 0" 6' - 8" 1 3/4" E (METAL)

D016 3' - 0" 6' - 8" 1 3/8" E ENLARGE OPENING, ADD NEW DOOR

D017 2' - 6" 6' - 8" 1 3/8" C

D017A 3' - 0" 6' - 8" 1 3/4" E (METAL) REPLACE WITH NEW DOOR

D018 3' - 0" 6' - 8" 1 3/8" NN

D019 3' - 0" 6' - 8" 1 3/8" E INFILL DOORWAY

D020 3' - 0" 6' - 8" 1 3/8" E

D021 3' - 0" 6' - 8" 1 3/8" E

D022 3' - 0" 6' - 8" 1 3/8" E

D023 3' - 4" 6' - 8" 1 3/8" F

D100 2' - 0" 6' - 8" 1 3/8" B

D102 3' - 0" 6' - 8" 1 3/8" E

D102A 2' - 0" 6' - 8" 1 3/8" B INFILL DOORWAY

D103 2' - 0" 6' - 8" 1 3/8" B

D104 3' - 0" 6' - 8" 1 3/8" N3 INFILL DOORWAY

D105 3' - 0" 6' - 8" 1 3/8" E INFILL DOORWAY

D105A 3' - 0" 7' - 0" 9" VAULT

D106 2' - 0" 6' - 8" 1 3/8" B

D107 2' - 0" 6' - 8" 1 3/8" B

D108 2' - 0" 6' - 8" 1 3/8" B

D109 2' - 6" 6' - 8" 1 3/8" C

D110 3' - 0" 6' - 8" 1 3/8" E

D111 3' - 0" 6' - 8" 1 3/8" E

D112 3' - 0" 6' - 8" 1 3/8" E

D113 2' - 6" 6' - 8" 1 3/8" N1

D114 2' - 6" 6' - 8" 1 3/8" N1 VENT

D115 2' - 6" 6' - 8" 1 3/8" C VENT

D115A 8' - 0" 6' - 8" 1 3/8" U ATTEMPT TO REUSE DOOR

D116 2' - 6" 6' - 8" 1 3/8" C

D117 2' - 6" 6' - 8" 1 3/8" C

D117A 2' - 0" 6' - 8" 1 3/8" B INFILL DOORWAY

D118 3' - 0" 6' - 8" 1 3/8" E PATCH UP OPENING AFTER REMOVING DOOR

D119A 2' - 6" 6' - 8" 1 3/8" W VENT

D119B 2' - 6" 6' - 8" 1 3/8" C

D120 2' - 6" 6' - 8" 1 3/4" Q VENT

D121 2' - 6" 6' - 8" 1 3/8" C

D122 2' - 0" 6' - 8" 1 3/8" B

D123 2' - 0" 6' - 8" 1 3/8" B

D124 2' - 6" 6' - 8" 1 3/8" C INFILL DOORWAY

D125 2' - 6" 6' - 8" 1 3/8" C INFILL DOORWAY

D126 5' - 0" 6' - 8" 1 3/4" Y GLASS TRANSOM ABOVE DOOR & GLASS
SIDELITES ON BOTH SIDES

D127 8' - 0" 6' - 8" 1 3/8" U INFILL DOORWAY, ATTEMPT TO REUSE DOOR

D128 6' - 0" 7' - 0" 1 3/8" POCKET POCKET DOOR

D129 3' - 0" 6' - 8" 1 3/8" E VENT

D130 2' - 0" 6' - 8" 1 3/8" B VENT

D131 2' - 8" 6' - 8" 1 3/8" D

D132 3' - 0" 6' - 8" 1 3/4" V REMOVE EXT. SCREEN DOOR AS WELL

D133 3' - 0" 6' - 8" 1 3/4" V REMOVE EXT. SCREEN DOOR AS WELL

D134 2' - 6" 6' - 8" 1 3/4" Q

D135 2' - 0" 6' - 8" 1 3/8" B VENT

D136 3' - 0" 6' - 8" 1 3/4" V REMOVE EXT. SCREEN DOOR AS WELL

D137 3' - 0" 6' - 6" 4" FRIDGE

D138 3' - 0" 6' - 6" 4" FRIDGE

D139 2' - 8" 6' - 8" 1 3/8" D

D140 5' - 0" 6' - 8" 1 3/8" CC

D141 3' - 0" 6' - 8" 1 3/8" E

D145A 1' - 6" 6' - 8" 1 3/8" A

D201 2' - 6" 6' - 8" 1 3/8" MM

D202 2' - 6" 6' - 8" 1 3/8" N1 VENT

D203 2' - 6" 6' - 8" 1 3/8" N1 VENT

D204 2' - 0" 6' - 8" 1 3/8" B INFILL DOORWAY

D205 2' - 0" 6' - 8" 1 3/8" BB

D206 2' - 6" 6' - 8" 1 3/8" N1 VENT

D207 2' - 6" 6' - 8" 1 3/8" N1 VENT

D208 3' - 0" 6' - 8" 1 3/4" E (METAL) REMOVE EXT. SCREEN DOOR

D209 3' - 0" 6' - 8" 1 3/4" E (METAL) REMOVE EXT. SCREEN DOOR

D210 3' - 0" 6' - 8" 1 3/4" E (METAL) ENLARGE OPENING, ADD NEW DOOR

D211 2' - 0" 6' - 8" 1 3/8" B

D212 2' - 0" 6' - 8" 1 3/8" B

D302 2' - 6" 6' - 8" 1 3/8" C ENLARGE OPENING, ADD NEW DOOR

D303 3' - 0" 6' - 8" 1 3/4" Z KEEP OPENING, PATCH UP FOR NEW WINDOWS

TOTAL EXISTING DOORS TO BE DEMOLISHED: 90
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SCALE: 3" = 1'-0"
1

DOOR - WOOD  HEAD

SCALE: 3" = 1'-0"
2

DOOR - WOOD  JAMB

SCALE: 3" = 1'-0"
3

DOOR - KNOCK DOWN  HEAD

SCALE: 3" = 1'-0"
4

DOOR - KNOCK DOWN  JAMB

SCALE: 3" = 1'-0"
5

DOOR - HM JAMB @ INTERIOR

SCALE: 3" = 1'-0"
6

DOOR - THRESHOLD - TYP. INTERIOR
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SCALE: 1/4" = 1'-0"
1

STOREFRONT - TYPE AL1
SCALE: 1/4" = 1'-0"

2
STOREFRONT - TYPE AL2

SCALE: 1/4" = 1'-0"
3

STOREFRONT - TYPE AL3
SCALE: 1/4" = 1'-0"

4
STOREFRONT - TYPE AL4

SCALE: 1/4" = 1'-0"
5

STOREFRONT - TYPE AL5

SCALE: 1/4" = 1'-0"
7

STOREFRONT - TYPE AL7

SCALE: 1/4" = 1'-0"
8

STOREFRONT - TYPE AL8
SCALE: 1/4" = 1'-0"

9
STOREFRONT - TYPE AL9

SCALE: 1/4" = 1'-0"
10

STOREFRONT - TYPE AL10
SCALE: 1/4" = 1'-0"

11
STOREFRONT - TYPE AL11
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SCALE: 6" = 1'-0"
1

STOREFRONT - HEAD @ GWB

SCALE: 6" = 1'-0"
2

STOREFRONT - DOOR HEAD @ TRANSOM

SCALE: 6" = 1'-0"
3

STOREFRONT - DOOR SILL @ GRADE

SCALE: 6" = 1'-0"
4

STOREFRONT - SILL @ GRADE

SCALE: 6" = 1'-0"
5

STOREFRONT - JAMB @ GWB

SCALE: 6" = 1'-0"
6

STOREFRONT - TYP. MULLION

SCALE: 6" = 1'-0"
7

STOREFRONT - HEAD @ SLAB
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SCALE: 1/2" = 1'-0"
A

MONASTERY SIGNAGE - TYPES A AND B

SCALE: 1 1/2" = 1'-0"
AB

MONASTERY SIGNAGE - ROOM ID

SCALE: 1 1/2" = 1'-0"
C

MONASTERY SIGNAGE - STAIR

SCALE: 1 1/2" = 1'-0"
D

MONASTERY SIGNAGE - CORRIDORS

SCALE: 1 1/2" = 1'-0"
E

MONASTERY SIGNAGE - TOILET
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MONASTERY - SIGNAGE - LEVEL 1
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SIGNAGE SCHEDULE - MONASTERY

ROOM # SIGN TYPE SIGN TEXT
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